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ABSTRACT 


The memory system has the potential to be a hub for future innovation. While conventional 
memory systems focused primarily on high density, other memory system metrics like energy, 
security, and reliability are grabbing modern research headlines. With processor performance 
stagnating, it is also time to consider new programming models that move some application 
computations into the memory system. This, in turn, will lead to feature-rich memory systems 
with new interfaces. The past decade has seen a number of memory system innovations that point 
to this future where the memory system will be much more than dense rows of unintelligent 
bits. This book takes a tour through recent and prominent research works, touching upon new 
DRAM chip designs and technologies, near data processing approaches, new memory channel 
architectures, techniques to tolerate the overheads of refresh and fault tolerance, security attacks 
and mitigations, and memory scheduling. 
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memory system architecture, DRAM, memory controllers, memory channels, 
low-power memory, memory security, error correction codes, memory reliability, 


DRAM refresh, near data processing, 3D stacking 
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Preface 


The memory sub-system is the most overlooked and underrated component in modern systems. 
Memory chips are just rows of dumb bits: they are commoditized and standardized; they perform 
two simple operations—reads and writes. 

A lot of the above conventional wisdom is changing. With processor performance im- 
proving only slightly with each new generation, the computing industry needs creative value- 
additions in new systems. Computation is widely viewed as “trivial” or “commoditized,” while 
data movement is viewed as the engineer’s nemesis. Most solutions to these problems seem to 
rely on two broad compelling approaches: accelerators and new memory technologies. 

For decades, architecture conferences saw little activity in memory systems. In the past ten 
years, this area has been a dominant topic, only recently ceding that title to machine learning 
accelerators. Much of this recent excitement stemmed from new non-volatile memory tech- 
nologies and 3D stacking. Both made it possible to improve energy efficiency and add more 
functionality to the memory system. Once the floodgates opened, researchers have delved into 
several aspects of memory systems, including security, reliability, refresh, microarchitecture, etc. 

However, even today, most computer architecture textbooks spend hundreds of pages on 
the processor and just a handful of pages on the memory system. Most graduate students starting 
their Ph.D.s in architecture require a solid foundation in memory design. We hope that this 
Synthesis Lecture serves as a valuable resource to such students, as well as to other architecture 
researchers/developers. Instructors teaching an advanced computer architecture class may want 
to base some of their lectures on parts of this book. Chapter 2 would also be appropriate reading 
for a standard course on computer architecture. To make the material easily accessible to early- 
stage graduate students, each chapter starts by covering the basics and then diving into key 
ideas/contributions in recent top-tier papers. The goal here is to provide a condensed big-picture 
overview of the landscape; once informed, students can chase down specific topics/papers that 
deserve more attention. While I have read hundreds of papers so you don't have to :-), I highly 
recommend that you absolutely read the original papers that you find relevant. I also want to 
recommend the 2008 memory system book written by Jacob, Ng, and Wang [4]; it’s a terrific 
reference that I have frequently consulted. 

Given the many popular conferences/workshops in existence today, I have obviously not 
covered every published memory system innovation. To be fair and realistic, I have primar- 
ily covered papers published at the top four architecture venues—ISCA, MICRO, ASPLOS, 
HPCA. I realize that this approach has shortcomings, and I apologize in advance if I did not 
mention your favorite work. 


xx PREFACE 
The book represents the hard work of a dedicated team at Morgan & Claypool, the care- 
ful oversight of series editors Margaret Martonosi and Natalie Enright Jerger, the constructive 
feedback of reviewers, and the education I have received from my students and collaborators. 


We hope you enjoy the book! 


Rajeev Balasubramonian 
July 2019 
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CHAPTER 1 


Introduction 


Most of us learned the basics of computer architecture from the famous Hennessy and Patterson 
textbooks [277]. These books clearly emphasize processor and cache design principles. But as the 
21st century comes of age, the research playground is shifting away from the processor chip. For 
the most part, we understand the major principles in defining an in-order core, an out-of-order 
core, cache replacement policies, etc. The processor cores are therefore being commoditized and 
the hub of innovation is shifting toward two other major components in modern systems. One 
is a supporting accelerator like a GPU (Graphics Processing Unit) or TPU (Tensor Processing 
Unit). The other is the memory system. 

In the last decade, there were very few research groups engaged in memory systems re- 
search. Every memory system paper included a tutorial that educated readers about ranks, banks, 
row buffers, etc. Information about commercial memory chips was not readily available. When 
I entered this research area a decade ago, I found myself piecing together the fundamentals from 
various sources, and frequently referencing parts of the voluminous memory bible from Jacob 
et al. [4]. Hopefully, this synthesis lecture serves as a succinct first step for early-stage graduate 
students, especially if their planned research involves innovation within the memory system. 

In the past decade, the landscape has shifted significantly. Many more groups work on 
memory systems research. Papers arent required to include a section on Memory 101. Most 
memory papers have no trouble finding qualified reviewers. In the past, reviewers frequently 
killed memory papers by invoking, “But the memory industry is very cost- and change-averse. 
‘They will never consider ideas like this.” Today, that argument carries less weight, although, the 
mythical Reviewer C is known to occasionally re-appear. While the memory industry continues 
to be very cost- and change-averse, the door has opened a crack. Academics have rushed in to 
squint at memory chips, kick the tires, ask “what-if” questions, and generally force complex 
ideas upon the memory industry. And as with most academic research, some of these ideas will 
inevitably stick, and bring about small and large changes. 

One of the drivers behind the “memory gold rush” was industry’s interest in non-volatile 
memory (NVM) cells. Most researchers have also branched into other aspects of memory design. 
In fact, we'll leave discussions of NVM to other works [9] and primarily focus on these other 
memory design aspects in this synthesis lecture: scheduling, data placement, compression, bank 
microarchitecture, interconnects, reliability, Dynamic Random Access Memory (DRAM) re- 
fresh, near data processing, and security. All of these areas have seen significant research activity 
in the past decade. They have all targeted important bottlenecks, and in some cases, have helped 
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remove these bottlenecks. For example, I consider scheduling and refresh as largely solved prob- 
lems. For other areas, like near data processing or security, we have only scratched the surface. 

In recent years, we have seen the emergence of a number of radically different memory 
products, e.g., high bandwidth memory (HBM), hybrid memory cube (HMC), and automata 
processor. While industry had been held to strict DDRx standards by an industry consortium, 
JEDEC, new interface standards like Gen-Z are also emerging. The time is therefore ripe to 
re-think memory architectures without the shackles of legacy standards, and define the opti- 
mal way to organize a variety of memory products, a variety of memory cells/mats, a variety of 
interconnects, a variety of data coding/movement policies, etc. 

In addition, 2018 was a watershed year for the processor industry. Spectre, Meltdown, 
and a slew of subsequent attacks have demonstrated that security and privacy cannot be ignored 
by processor vendors. The memory system is typically outside the trusted computing base, and 
especially vulnerable to attacks. Therefore, memory system defenses, that had historically been 
viewed as impractical academic pursuits, are now under serious consideration by industry. 

Finally, as we near scaling limits, the memory industry will have to find new ways to add 
value to their products. The memory package may therefore engage in various auxiliary or main- 
tenance operations (reliability, security, compression, etc.), or include full-fledged processing 
cores or include accelerators or support various in-memory operators. We have therefore wit- 
nessed the second coming of “Processing in Memory,” or the more modestly labeled “Near Data 
Processing.” Recent results have shown that such efforts cannot only improve performance and 
energy for a range of workloads, they can do so with minimal impact on cost. 

All of the above-mentioned factors have injected life into the field of memory systems 
research. The next ten chapters will try to convey the basic elements of each research area, sum- 
marize the research landscape, and point the reader to fertile future areas of research. 


CHAPTER 2 


Memory System Basics for 
Every Architect 


For decades, it was possible to be a computer architect while knowing very little about the mem- 
ory system. I too stumbled into 2008 not knowing the difference between a rank and a bank. Even 
today, many memory system papers include a primer on the memory system because some of 
their audience has never been formally educated on this topic. However, as explained in Chap- 
ter 1, the off-chip memory hierarchy is already the hub for innovation in modern and future 
systems. Every computer architect must therefore understand the basics of memory design, just 
as he/she understands what’s beneath the hood of an out-of-order processor. This chapter there- 
fore presents essential background for every architect. Later, in Section 6.1, we'll dive deeper 
into DRAM microarchitecture. 


2.1 DRAM VS. SRAM 


On a processor chip, data is typically stored in Static Random Access Memory (SRAM) caches. 
However, a SRAM cell is large enough that a single processor chip can only accommodate a 
few megabytes of data per processing core. Applications typically have memory requirements 
that run into many giga bytes. To fulfil this memory requirement in a server, a memory system 
is constructed on separate printed circuit board (PCB) modules using several high-density and 
low-cost DRAM chips. In mobile devices, the memory system is made up of a few DRAM chips 
that are typically packaged with the processor in a multi-chip module. Why the focus on high 
density and low cost for a DRAM chip? Note that if data is not found in memory, a hard disk or 
Flash drive is typically accessed. Those accesses are far more expensive—many microseconds for 
Flash or a few milliseconds for hard disk. Memory capacity therefore has a significant impact 
on overall system performance. Second, the purchase price of a high-capacity memory system 
is comparable to that of a high-end processor. Third, since we’re going off the processor chip! 
to access this memory, high latency is inevitable. So the marginal penalty from higher-latency 
memory chips should be tolerable, especially if it can significantly improve other system metrics. 
For these reasons, historically, memory chips have prioritized density over latency. Memory 
chips are therefore implemented with DRAM cells, a technology that is denser than SRAM. 


Given the quest for dense memory, industry is also pursuing a slew of new cell technologies, 


1The literature often shortens “off the processor chip” to “off-chip.” 
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e.g., phase change memory, memristors, and spin torque transfer RAM. Some aspects of these 
non-volatile memory (NVM) technologies are discussed in a separate synthesis lecture [9]. 

An SRAM cell uses two back-to-back inverters in a loop to store a bit (see Figure 2.1). 
Because of this feedback loop, data is retained in the cell in spite of continuous leakage current 
within the cell. Because of this data retention, the cell is called Static Random Access Memory. 
‘The use of two inverters per cell also leads to low density per bit. 


“Tope 1, — l 
PT Te (cell) 
Bitline Bitline-bar Bitline 
(a) SRAM cell (b) DRAM cell 


Figure 2.1: A comparison of SRAM and DRAM cells. (a) The SRAM cell has two back-to- 
back inverters and they are connected to two bitlines with two access transistors. Each inverter 
requires two transistors, so an SRAM cell requires six total transistors, also known as a 6T 
SRAM cell. (b) The 1T1C DRAM cell only requires one access transistor, one capacitor, and 
one bitline. 


A DRAM cell, on the other hand, is optimized for high density. As shown in Figure 2.1, 
a DRAM cell is basically comprised of a single capacitor, which is the key to its high density. 
When charge is stored in the capacitor, it represents a “1”, else a “O”. Over time, the charge 
in the capacitor leaks away and the data bit is lost. Hence, to retain the value, it must be read 
and re-written before the charge is completely lost. Because of this refresh process, the cell is 
referred to as Dynamic Random Access Memory. 


2.2 MEMORY CHANNEL 


A processor has a memory controller that is responsible for issuing commands to the memory 
system. The memory chips are largely “dumb;” they are almost entirely controlled by commands 
emanating from the memory controller. The memory controller is connected to pins on the 
processor chip, which in turn are connected to a memory channel (wires on a motherboard). 
The memory channel is made up of a data bus and an address/command bus. The ad- 
dress/command bus is a unidirectional bus that carries a bits of address and c bits of command 
from the memory controller to memory chips. The data bus is bidirectional and carries d bits 
of data from the memory chips to the memory controller for a read request, and vice versa for a 
write. We won't get into the specifics of the DDR3/DDR4 standard here, but if we reasonably 
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abstract away some of the details, we can move ahead with the assumption that a = 17, c = 5, 
and d = 64. 

The memory channel typically operates at a frequency slower than the processor. The 
memory system also follows the Double Data Rate (DDR) standard, which uses both the rising 
and falling clock edges to carry data signals, i.e., a channel data wire carries two bits per cycle. 
A state-of-the-art channel can operate at a frequency of 1200 MHz. Note that commercial 
products will say “2400” to capture the DDR nature of the 1200 MHz clock. Note that the 
address/command bus operates at single data rate. 

In order to support a high channel frequency, the channel must be relatively short and 
must drive a small load. Hence, only a few memory modules can be connected to the channel. 
Modern high-end processors typically support a handful of memory channels, with each having 
an independent memory controller. 


2.3 DDR STANDARDS 


The memory system is designed to be upgradeable, meaning that in most systems one can pull 
out existing memory modules and replace them with new memory modules. To enable such 
plug-and-play, the memory interface is governed by the DDR standard defined by an industry 
consortium JEDEC. Memory vendors like Micron, Samsung, and SK Hynix produce memory 
chips that abide by the DDR standard, and similarly, processor vendors like Intel, IBM, and 
AMD produce memory controllers that also fulfil the DDR contract. The existence of the DDR 
standard makes life easier for both processor and memory vendors, but also introduces inertia 
that stymies innovation. The DDR standard is updated every few years. In 2016, the industry 
transitioned from DDR3 to DDR4. While DDR5 product prototypes have been announced in 
2019 [6], there is some uncertainty about whether DDR6 will materialize in the future. Each 
new DDR generation offers higher bandwidth and lower energy; we’ll provide more details on 
this in Section 7.1.1. Given the higher error rate induced by technology scaling, newer DDR 
generations are also adding more features for reliability, which we will discuss in Sections 3.1 
and 8.1. 


2.4 DIMMS, RANKS, BANKS, MATS 


The memory modules that plug into the memory channel are referred to as Dual Inline Memory 
Modules (DIMMs). Each DIMM is a PCB with memory chips on the front and back. Since 
memory components follow the JEDEC standard, they are typically interchangeable within a 
generation, i.e., if you wanted to upgrade the memory in your system, you could pull out a 
DIMM and replace it with another same-generation DIMM with higher capacity. 

A DIMM, shown in Figure 2.2, is organized into 1, 2, or 4 ranks. A rank is a collection 
of DRAM chips that all work together to keep the 64-bit data bus busy in a cycle. If a single 
DRAM chip has a data input/output width of 8 bits, it is referred to as a x8 (“by 8”) chip. We 
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Sub-bank 
DRAM Chip 





Figure 2.2: Example DIMM: 8 x8 DRAM chips on one side form 1 rank and the back of the 
DIMM has another rank. A rank is partitioned into 8 banks. The portion of a bank in one chip 
can be called a sub-bank. The figure on the left zooms into one sub-bank, which is composed 
of 32 mats. Each row of mats is called a subarray. 


would require 8 such x8 chips to feed a 64-bit data bus; this collection of 8 x8 chips is referred 
to as a rank. You could construct a rank with 64 x1 chips, 32 x2 chips, 16 x4 chips, 8 x8 
chips, 4 x16 chips, 2 x32 chips, and 1 x64 chip (the first two and last two are not commercially 
popular). 

A single data wire on the memory channel is only connected to one DRAM chip pin on 
a rank. If a memory channel supports four ranks, a data wire must drive four different pins.” 
The number of ranks on a channel is kept small to reduce this load on the bus. On the other 
hand, an address/command wire on the memory channel is connected to every DRAM chip 
on every rank on the channel. Because of this higher load, the address/command wires do not 
use DDR. To reduce this load, special DIMMs called buffered DIMMs are sometimes used. A 
buffered (registered) DIMM has a buffer chip that receives the address/command signals and 
then broadcasts them to all the DRAM chips on the DIMM, i.e., an address/command wire 
on the memory channel only drives one buffer chip per DIMM, not every DRAM chip on the 
channel. 

Fetching data from a rank can take a long time (about 40 ns) because of slow circuits on a 
DRAM chip. The memory system would be extremely slow if we had to wait for one request to 
complete before issuing the next. Therefore, multiple requests are serviced in parallel. For a read 
request, the “memory pipeline” is as follows: the request is issued on the address/command bus; 
the involved DRAM chips in a rank activate their circuits to pick out the requested data; the 
requested data is sent back on the data bus. To promote parallelism, once a request has moved 
on to the second stage of the pipeline, the first stage is available for use by other requests. So 
while one rank is busy picking out the requested data, we can use the address/command bus to 
fire requests to other ranks. Therefore, at a time, multiple ranks could be busy picking out the 
requested data; ultimately, all the data responses will happen sequentially on the single data bus 
that is shared by the ranks. 


?Thanks to die-stacked DRAM packages, it is possible for a data wire to drive fewer pins than the number of ranks. 
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This 3-stage pipeline is not balanced; the first stage (address/command bus) takes about 
1 ns, the second stage (data select) takes about 35 ns, and the third stage (data bus transfer) takes 
about 5 ns. If we want to keep the data bus fully utilized, several requests must be working on the 
second stage in parallel. The existence of four ranks on a channel helps with this parallelism, but 
is not enough. Therefore, a single rank is itself partitioned into multiple banks. If we assume that 
a channel has four ranks and each rank is broken into eight banks (as is the case in DDR3), a 
single channel now supports 32 banks. Each bank can work on its request independently, giving 
us a high degree of parallelism, and maximizing the chances that some data is ready to be sent 
on the data bus in every cycle. 

If a rank is made up of eight DRAM chips, each bank in that rank also spans across eight 
DRAM chips. Each bank in this example is therefore partitioned into eight sub-banks, where 
each sub-bank resides entirely in one DRAM chip (sub-bank is a term I made up to reduce 
confusion). A sub-bank is itself partitioned into many data subarrays and mats (see Figure 2.2). 
This is done to reduce the latency for data look-up and to reduce the interconnect overhead. 
We'll talk more about subarrays and mats later in Section 6.1. 

A single 64-byte cache line is fetched from a single bank. The cache line is scattered across 
all the DRAM chips that form the rank and bank. If we assume a rank that has 8 x8 chips, it 
means that each chip (and sub-bank) contributes 64 bits to the entire cache line transfer. Those 
64 bits are themselves scattered across multiple mats within that sub-bank. Once the data is 
selected, the data transfer on the memory channel will require eight 64-bit transfers. For each 
64-bit transfer, each chip is contributing eight bits in this example. Keep in mind that the eight 
64-bit transfers require four data bus cycles since we’re using double data rate. 

I realize that this terminology can be a little tedious and off-putting. In essence, the tril- 
lions of bits forming a servers memory system are hierarchically organized into DIMMs, ranks, 
banks, sub-banks, subarrays, and mats. A system administrator configuring a server primarily 
deals with DIMMs; an architect designing the memory controller or evaluating a system pri- 
marily deals with the parallelism afforded by ranks and banks; a microarchitect designing better 
circuits/wiring/interfaces for a DRAM chip primarily deals with how sub-banks, subarrays, and 
mats are organized. 


2.5 ROW BUFFERS 


Tedious terminology notwithstanding, a data request ultimately activates several mats on several 
DRAM chips. Each mat is simply a matrix of DRAM cells, with say, 512 rows and 512 columns 
(a 256 Kb mat). The horizontal wire that spans a row is called a wordline. The data request 
activates a single wordline in each involved mat; all the DRAM cells in that row place their data 
on vertical wires called bitlines. At the bottom of the mat are sense amplifiers that interpret the 
signals on the bitlines. It takes about 13 ns to bring a row of data into the sense amplifiers. This 
is referred to as Row Activation, typically initiated with a Row Address Strobe (RAS) command. 
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‘Thus, a single cache line request may read out 512-bit wide rows in (say) 64 different 
mats. The sense-amplifiers therefore store as much as 32 Kb (4 KB) of data. The sense-amplifiers 
within a bank with valid data are referred to as the row buffer. The requested 64-byte cache line is 
then selected out of this 4 KB row buffer and sent back on the memory channel, with each mat 
contributing eight bits in this example. This is initiated with a Column Address Strobe (CAS) 
command. A cache line request therefore leads to “overfetch” of data into the row buffer. The 
row buffer can serve as a cache inside the DRAM chips, storing 64 different cache lines in our 
example. If the next cache line request is already present in the row buffer, it can be serviced at a 
lower latency and energy cost. Only a single row can be active in a bank at a time. A discussion 
on microarchitecture details has been deferred until Section 6.1. 

Before a new row can be read out of a bank, the bitlines have to be precharged. This step, 
that readies the bank for the next access, also takes about 13 ns. As soon as the bitlines are 
precharged, the contents in the sense-amplifiers (the row buffer) are lost. 

This leads to three types of memory accesses. The most favorable case is a row buffer hit, 
where the requested cache line is already in the row buffer. Such an access has a latency of about 
13 ns, which is the cost of shipping the cache line from the mat to the DRAM chip output pins. 
The second case is an empty row access, where the bitlines have been precharged in advance 
and the row buffer stores nothing. Such an access takes 26 ns (13 ns for the row activation that 
populates the row buffer and 13 ns for the transfer to the output pins). The third case is a row 
buffer conflict, where a different row currently occupies the row buffer. This access takes about 
39 ns: 13 ns to precharge the bitlines, 13 ns to read the new row, and 13 ns for data transfer 
to output pins. It is the responsibility of the memory controller to issue precharges at the right 
time so that row buffer hits and empty row accesses can be maximized. 

Once a Last Level Cache (LLC) miss has been detected, the resulting memory access can 
take over 100 ns (300 processor clock cycles at a 3 GHz frequency)—-say, 60 ns of queuing delay 
at the memory controller, 39 ns for a row buffer conflict access, and 4 ns for the transfer on the 
data bus. 


2.6 CAPACITY VS. ENERGY 


We've seen that a cache line request activates all the chips in the rank and many mats within 
these chips. Each mat is made large to reduce the overheads of the peripheral circuits for that 
mat (decoders, sense amplifiers). This leads to wide rows and significant overfetch. This overfetch 
incurs a high energy penalty, but is done to maximize density and reduce cost-per-bit, which is 
a primary metric for DRAM chips. 

If we use wide-output DRAM chips to construct a rank, say 4 x16 2 Gb chips, we can 
service a cache line by activating few chips, thus reducing overfetch and energy. But such a rank 
would only have a capacity of 8 Gb. On the other hand, if we used narrow-output DRAM chips, 
say 16 x4 2 Gb chips, we would increase activation energy and overfetch, but a single rank would 
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now support 32 Gb capacity. These trade-offs must be considered when populating a memory 
system with the appropriate set of DIMMs. 


2.7 ADDRESS MAPPING 


The memory controller can interpret addresses in different ways, each leading to a different 
placement of data in memory. The assumption is that applications will exhibit data locality and 
access consecutive cache lines within a short time window. To promote row buffer hits, consec- 
utive cache lines can be placed in the same row. To promote parallelism, consecutive cache lines 
can be placed in different ranks and banks. For the first mapping policy, the data address can be 
interpreted as follows: 


row : rank : bank : channel : column : blkoffset 


The last few bits represent the data offset within the cache line. The next few bits represent 
different column bits within a row buffer. Consecutive cache lines will first differ in these column 
bits, thus representing different elements within a single row buffer. The second mapping policy 
interprets the data address as follows, where the last few fields represent different channels, 
banks, and ranks: 


row : column : rank : bank : channel : blkoffset 


2.8 SCHEDULING 


The memory controller incorporates all the intelligence in the memory system. It is responsi- 
ble for issuing commands in a manner that optimizes performance, energy, and fairness. ‘The 
following considerations play a role in determining a good schedule. 

First, as discussed above, the scheduler must try to keep a row open so it can service row 
buffer hits. This is referred to as an open-page policy and works well for applications that have 
high data locality. However, an open-page policy will eventually lead to an expensive row buffer 
conflict when it is time to access a new row. If an application has little locality, it is better to use a 
close-page policy that precharges the bitlines immediately after a cache line and other enqueued 
row buffer hits have been serviced. This reduces row buffer hits and row buffer conflicts, and 
leads to more empty row accesses. Modern memory controllers use proprietary algorithms that 
implement a policy somewhere between an open- and close-page policy. 

Second, the direction of the data bus must be switched every time we alternate between a 
read anda write. This is referred to as bus turnaround time (about 7.5 ns) and must be minimized. 
Hence, reads and writes are typically serviced in bursts. Reads are always prioritized and serviced 
first. Writes are not as critical (since a write to memory is generated when a dirty block is evicted 
from cache) and are placed in a write buffer. When the write buffer is close to filling up (reaches 
a high water mark), we switch the bus direction and start draining writes until it reaches a low 
water mark. At that point, the bus direction is switched again and we resume servicing reads. 
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Third, the scheduler must examine the queue of pending reads or pending writes every 
cycle to pick out an appropriate read or write that maximizes performance. Often, a scheme 
First Ready, First Come First Served (FR-FCFS) is used that prioritizes potential row buffer 
hits over other requests, i.e., exploit the row buffer locality before the bank moves on to another 
row. Note that the memory controller is shared by several cores on a chip. Since FR-FCFS 
may end up prioritizing a thread with high row buffer locality, additional mechanisms may be 
required to enforce fairness. 

Fourth, the scheduler must issue refresh operations at the right time. In the worst-case, a 
DRAM cell is expected to lose its charge within 64 ms. When a row is activated, the cells in that 
row are automatically refreshed. Since not all rows are activated within every 64 ms window, a 
background refresh process is required that sequentially steps through every row in the memory 
sytem and refreshes that row. The 64 ms window is partitioned into 8,192 smaller windows, 
each lasting 7.8 us. In each 7.8 us window, the memory controller issues a refresh command 
that keeps the memory system busy for a few hundred cycles while it refreshes a few rows in 
every bank and every rank on the channel. We discuss the refresh process in detail in Section 9.1. 


2.9 DRAM TIMING PARAMETERS 


We'll first discuss the basic operations involving a DRAM cell. The precharge step brings the 
voltage of the bitline to Viqg/2. When a wordline is activated, each DRAM cell in that row 
connects to its bitline. Depending on the cell content, the bitline voltage either bumps up or 
down in a process called charge sharing. Because of the charge sharing process, the original charge 
in the cell is lost, i.e., the cell read is destructive. The sense-amplifier detects if the bitline voltage 
is now Vga /2 + ô or Viq/2 — 6. It then amplifies the bitline voltage to the cell content, either Vig 
or 0. Because of this amplification, the cell’s state is also restored. 

Given the above process, certain timing restrictions have to be obeyed when issuing 
DRAM commands. In addition, DRAM chips have charge pumps that help raise voltages and 
supply power; some operations like row Activation deplete the charge pumps; more restrictions 
are imposed on DRAM commands to allow enough time to replenish charge pumps. DDR 
chips are therefore defined by a slew of timing parameters; some of the key ones are summa- 
rized in Table 2.1, including representative values for DDR3 chips. The time taken to Activate a 
row, i.e., the time required for the sense-amplifier to sense the cell contents is tRCD, the afore- 
mentioned 13 ns delay. tRP and tCAS are the other two 13 ns delays discussed earlier: the time 
to precharge a bank and the time to move data from row buffer to pins, respectively. The bank 
can be precharged only after the cells have been restored, which takes a little longer—this is 
the tRAS delay. tRC is another commonly used DRAM timing parameter—it determines the 
minimum delay between accesses to different rows in a bank. 

You are under no obligation to memorize these timing parameters. Print out Table 2.1 
as a handy cheat sheet. Feel free to casually mention tKAW at the next grad student party to 
establish your very coveted social status as a DRAM guru. 
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Table 2.1: DRAM timing parameter descriptions [3, 4] Continues. 


Timing 


Parameter 


tRCD 


Typical Value | Description 

(cycles at 800 

MHz DDR3) 

11 Row to Column command Delay. This is the time taken to Acti- 





vate a row. It is the minimum gap between issue of the Activate 
or RAS command and the subsequent Column-Read or CAS 
command that identifies a cache block within the row buffer. 





tRP 


11 Row Precharge. The minimum gap between a precharge com- 


mand and the subsequent Activate (RAS) command. 





tCAS or 
tele 


11 Column Address Strobe latency. This is the gap between the CAS 


command and the start of the data transfer on the memory channel. 





tRC 


39 Row Cycle. This is the minimum gap between accesses to differ- 
ent rows in a bank. For correct operation, tRC =tRAS +tRP. 





tRAS 


28 Row Address Strobe. This is the time between the start of an 
Activate operation and data restoration in the cells. The memory 
controller waits at least tRAS cycles before issuing a precharge 


command to that bank. 





tRRD 


5 Row activation to Row activation Delay. This is the minimum gap 
between two row activations to different banks in a rank. The Ac- 
tivate draws a significant amount of current and the DRAM chip 


must throttle the rate of Activations. 





tFAW 


32 Four Activation Window. Similar to tRRD, this is used to throttle 
the rate of Activations and control peak current. No more than four 


Activate commands can be issued in any tKAW-cycle window. 





tWR 


12 Write Recovery time. When performing a write, the memory 
controller has to provide enough time for the cells to be correctly 
restored with the just transmitted data. This is the minimum gap 
between the end of the write data burst and a subsequent pre- 


charge command to that bank. 





tWTR 


6 Write To Read delay. The minimum gap between the end of a 


write data burst and the start of a subsequent CAS command. 





tCWD 





5 Column Write Delay. The gap between the issue of a col- 


umn-write (CAS) command and the start of the write data burst. 
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Table 2.1: Continued. DRAM timing parameter descriptions [3, 4] 
tCCD 4 Column-to-Column Delay. The minimum gap between two CAS 
commands to the same bank. 
‘BI Dat ; fe e (? A bvte 5 the a han ] 
tRTRS Rank-to-rank switching time. The minimum gap between com- 
mands to different ranks. This gap is required so that bus termina- 








tion can be correctly set up. 


Refresh interval period. The expected average gap between two 


refresh commands. The memory controller is allowed some slack 
in scheduling refreshes. 


| tXP 5 Time to exit fast power down. 











CHAPTER 3 


Commercial Memory Products 


By now, you've heard this multiple times: DRAM-based memory systems are commodities, en- 
abled by standards like DDR. But standards also kill innovation—they mandate one specific 
approach for connecting processors and memory. This was perfectly acceptable when the pro- 
cessor was the hub of innovation and the memory simply had to offer low cost-per-bit. But as 
processor innovations taper out and as the role of memory grows, there is a demand for innova- 
tion in memory. We are therefore seeing a proliferation in memory products, many that abide 
by DDR standards, and a few that create new interfaces. 

A complete overhaul of the memory system with non-standard parts would be very expen- 
sive. Instead of disrupting (i) the memory controller, (ii) the interconnect architecture, (iii) the 
memory package, and (iv) the DRAM chip, most innovations will only modify a subset of this 
list to keep cost under control. This chapter will first discuss a vanilla memory system, and then 
discuss other commercial products that gradually disrupt more components of the memory sys- 
tem. 


3.1 BASIC DDR3/DDR4 CHANNELS AND DIMMS 


A majority of processors support one or more memory channels that abide by the DDR3 or 
DDR4 standard. In a conventional DDR3 memory system, a memory controller on the proces- 
sor is connected to dual in-line memory modules (DIMMs) via an off-chip electrical memory 
channel (see Figure 3.1). Modern high-performance processors have four to six memory con- 
trollers and memory channels [10-12]. The processor pin counts are not expected to change 
much as they have neared scaling limits [13]. A modern DDR3 channel has a 64-bit data bus 
and a 23-bit address/command bus. In order to boost processor pin bandwidth, the memory 
channel operates at higher frequencies in every new generation. This can significantly increase 
power consumption; to keep the power in check, the supply voltage and voltage swing have also 
been lowered. For example, the typical supply voltages for DDR3, DDR4, and initial DDR5 
offerings is 1.35 V, 1.2 V, and 1.1 V, respectively [2, 6, 7]. The higher frequency for the chan- 
nel also forces each new memory generation to support fewer DIMMs per channel. Thus, it is 
increasingly harder to simultaneously support higher memory bandwidth and higher memory 
capacity with traditional approaches. 


RDIMMs and LRDIMMs Instead of routing wires directly from the memory controller to 
every DRAM chip on a DIMM, a buffer chip on the DIMM can serve as an interface between 
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Processor 


Figure 3.1: An example processor with three memory controllers and a basic DDR3 memory 
system with two DIMMs per channel. 


the memory controller and DRAM chips. Such DIMMs place a much smaller load on the 
memory channel. Thus, a traditional DDR3 memory channel is able to support many more 
DIMMs and a higher memory capacity. In an RDIMM (Registered DIMM [14]), shown in 
Figure 3.2a, the buffer chip (or register chip) only receives address/command signals from the 
channel and re-distributes each signal to every DRAM chip on the RDIMM. ‘The data wires 
are directly routed to the DRAM chips without going through the buffer chip. In an LRDIMM 
(Load Reduced DIMM [15]), shown in Figure 3.2b, viewed as the DDR3 gold standard, both 
address/command and data signals are first routed to the buffer chip. An LRDIMM therefore 
places a lower load on the channel’s data signals than an RDIMM. The buffer chip on RDIMMs 
and LRDIMMs is much simpler than the SMB or AMB (discussed shortly) because it does not 
have to deal with Serialization-Deserialization (SerDes) signaling or converting signals between 
two protocols/frequencies. Because the channels operate as regular DDR channels, the use of 
RDIMMs and LRDIMMs does not improve processor pin bandwidth—it only improves the 
number of total DIMMs that can be supported by a channel at a given frequency. 

The DDR4 LRDIMM (Figure 3.2c) goes one step further. To reduce interconnect lengths 
and improve channel frequencies, the data bits are not routed through a central buffer chip, but 
through many smaller buffer chips scattered all over the DIMM. The address/command signals 
continue to use the central buffer chip. 


DDR5 Changes While the DDR5 specification isn't fully defined at the time of writing, the 
following changes are expected [7, 16]. Frequencies and effective bandwidth will be higher, with 
bus frequency up to 3.2 GHz (what is referred to as 6400 MT/s with DDR); this is twice as 
much as the highest bus frequency expected with DDR4. Similarly, the number of bank groups 
will also be doubled for higher parallelism. While DDR4 introduced fine-granularity refresh 
that refreshed half the rows in all the banks, DDR5 is expected to make the granularity even 
finer, similar to LPDDR2’s per-bank refresh (some of these refresh approaches are discussed 
in Section 9.1). Notably, a DDR5 DIMM will be partitioned into two 40-bit channels, each 
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Data Pins Address/CMD Pins Data Pins Address/CMD 
Pins 
(a) A Registered DIMM (RDIMM) (b) A DDR3 Load-Reduced DIMM (LRDIMM) 


Distributed Data 
Buffer Chips 





Data Pins Address/CMD Pins 
(c) A DDR4 Load-Reduced DIMM (LRDIMM)) 


Figure 3.2: Organization of RDIMM, DDR3 LRDIMM, and DDR4 LRDIMM. The 
RDIMM only reduces load on the address/command bus. The DDR3 LRDIMM reduces load 
on both data and address/command buses. The DDR4 LRDIMM uses additional data buffer 
chips to reduce the data wiring overheads. 


requiring a longer burst length for a full 64-byte transfer. This is motivated by the many research 
papers that have shown the higher parallelism and energy efficiency from narrower ranks [17— 
19]. This approach also increases the number of error correction bits per data block, relative to 
prior DDR versions that allocated 8 bits of error correction for every 64-bit channel transfer. 
Combined with in-DRAM ECC, this highlights the need for efficient reliability techniques in 
future technologies. 


GDDRS5 and Beyond GPUs typically use GDDR5 memory chips that are optimized for high 
bandwidth. Because these chips are placed directly on the GPU card, i.e., without using the 
DIMM stubs that are typical in DDR3/DDR4, the channels are capable of much higher fre- 
quencies, offering up to 8 Gbps in GDDRS, up to 12 Gbps in the next-generation GDDR5X, 
and up to 16 Gbps in the upcoming GDDR6 [5, 20]. As with DDR, new generations of GDDR 
operate at lower voltages. GDDR standards also allow lower granularity data fetches of 32 
bytes [5]. Table 3.1 summarizes key parameters for various DDR and GDDR generations. 
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Table 3.1: Summary of DRAM parameters across generations [2, 5-7] 


Parameter 


Voltage 


135 V 


L2 V 


1.1V 


GDDRS | GDDR5X 


135 V 


123 Vi 





Frequency (up to) 


2.1 Gb/s 


4.8 Gb/s 


6.4 Gb/s 


12 Gb/s 


16 Gb/s 





Access granularity 





64B 





64B 





32 B 








32 B 








32 B 


3.2 DDR DEVIATIONS FOR HIGHER CAPACITY AND 
BANDWIDTH 


We next describe techniques that have been considered to boost memory capacity and bandwidth 
per processor chip. Nearly all of these innovations have been spearheaded by industry, and very 
few academic studies have quantified the behavior and relative strengths of each approach. 


FB-DIMM Inan effort to boost memory capacity per channel, buffered segmented channels, 
such as FB-DIMM [21], have been proposed. These channels have not been popular because of 
their higher latency, cost, and power overheads. FB-DIMM [21-23] employs a daisy-chained 
set of high-speed point-to-point buses (see Figure 3.3a). Each link has uni-directional buses in 
either direction. Two consecutive buses are connected via a buffer chip on a DIMM called the 
Advanced Memory Buffer (AMB). The buffer chip is also connected to memory chips on that 
DIMM. Requests originate at the memory controller and sequentially hop from one buffer to 
the next. The requests are in a special packetized format and the AMB converts them into regular 
DDR2 or DDR3 commands when accessing the DRAM chips on the DIMM. The memory 
controller at the processor is responsible for issuing the appropriate commands and meeting the 
resulting conservative timing constraints. Similarly, data responses hop sequentially back from 
the DIMM to the memory controller. Since the AMB cant handle collisions nor buffer packets, 
it is the responsibility of the memory controller to ensure that commands and responses are sent 
at appropriate times. FB-DIMM has support for fixed latencies or variable latencies, based on 
the number of hops [22]. However, to the best of our knowledge, the variable latency option 
was never used commercially because of the complexity it introduces at the memory controller. 
The FB-DIMM channel is narrow and employs high-speed SerDes signaling to reduce data 
transfer time. FB-DIMM has high power overheads because of the faster channel frequency, the 
need to repeat signals at every hop, perform serialization-deserialization (SerDes), and convert 
packetized commands into DDR commands. It has been reported that the AMB chip consumes 
3-4 W, while each DRAM chip only consumes 0.3 W [24]. We'll discuss SerDes and other links 
in more detail in Chapter 7. 


Buffer-on-Board(BoB) The Buffer-on-Board (BoB) solution with a Scalable Memory Buffer 
(SMB) chip and a Scalable Memory Interface (SMI) interconnect [25-27] was developed by 
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FB-DIMM 








(b) SMI/SMB architecture; at most one SMB and two DDR channels per SMI. 


Figure 3.3: Intels FB-DIMM and Buffer-on-Board (with SMI/SMB) architectures for higher 


memory capacities. 
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Intel and represents a more recent incarnation of the FB-DIMM architecture. IBM also has a 
very similar System Memory Interface (SMI) chip [28] that is used in various Power systems. 
The BoB solution is used to boost capacity and bandwidth in modern machines, while also re- 
ducing trace complexity on the motherboard. As shown in Figure 3.3b, a narrow high-speed 
SMI SerDes channel connects the processor’s memory controller to an SMB chip. The SMB is 
then connected to two regular DDR3 channels that can each support two DIMMs. Since the 
SMB multiplexes two DDR3 channels into one narrow SMI, the SMI has to operate at a much 
higher frequency than the DDR3 channels. Thus, 21 pins on the processor chip, operating at 
high frequency, are able to support up to four DIMMs. The BoB solution is therefore able to 
significantly boost processor pin bandwidth and memory capacity. However, like the AMB, the 
SMB chip is responsible for gathering and serializing data from its DDR3 channels. It there- 
fore introduces non-trivial latency, power, and verification overheads [29]. The SMB datasheet 
reports nearly 14 W of power dissipation at moderate utilization [25, 29]. Unlike the AMB, the 
SMB cannot be daisy-chained to yield larger capacities. 


3D Memory Stacks One of the most compelling approaches to boost capacity in the near- 
term is the use of 3D stacking of memory chips. Already, several prototypes and products are 
available from various companies [1, 30-32], with up to eight chips on a stack. The single 
memory chips on a DIMM can be replaced by 3D memory chip stacks to form high-capacity 
DIMMs. The use of stacking does not place additional load on the memory bus, although, it will 
increase load and energy on some interconnects within the stack. On a 3D stack, each memory 
chip typically operates independently. Thus, logically, the 3D stack is akin to a large-capacity, 
many-bank DRAM chip. 


3D Memory+Logic Stacks Micron has pioneered the design of a 3D-stacked memory+logic 
device, the hybrid memory cube (HMC), that has many unique features [1, 33]. The HMC has 
been designed to deliver high performance and low energy, especially for the high performance 
computing (HPC) segment. As shown in Figure 3.4, the HMC has 4-8 DRAM chips and 
a logic chip in a single 3D-stacked package. Each DRAM chip is partitioned into 32 banks 
to provide low latency and low energy. An entire cache line is fetched from a single bank on 
a single DRAM chip in the stack, contributing greatly to the HMC’s energy efficiency. This 
cache line is sent to the logic chip via Through-Silicon Vias (TSVs). From the logic chip, the 
data is sent to the processor via one of eight SerDes links. Each link is made up of 16 upstream 
and 16 downstream signals operating at very high frequencies. HMC breakdowns show that the 
energy per bit for an HMC is only 10.48 pJ, of which 3.7 pJ is in the highly efficient DRAM 
access, and 6.78 pJ is in the logic layer. The HMC’s eight links can be used to connect to the 
processor or to other HMCs, thus opening up the possibility for a network of memory chips on 
the motherboard. At Supercomputing 2013, Fujitsu exhibited a board that has three processor 
sockets and eight HMC devices per socket [34]. In this board, each HMC is directly connected 
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Figure 3.4: The Hybrid Memory Cube (HMC) organization. Based on T. Pawlowski, Hot Chips 
2011 [1]. 


to a processor socket. The logic layer can accommodate various functionalities, although not 
much is known about the expected roadmap for Micron or other memory vendors. 


High-Bandwidth Memory (HBM)and Interposers In addition to the memory devices men- 
tioned above, there is also a push to stack memory dies on top of a processor to implement (say) 
a DRAM cache. The HBM JEDEC specification [35], advocated by AMD and SK Hynix, is 
expected to define the connections between such a memory stack and the processor. There is 
also a push to use silicon interposers to connect multiple devices, a cheaper so-called 2.5D al- 
ternative to 3D stacking. A passive silicon interposer is a relatively cheap piece of silicon that 
has no transistors, but multiple layers of metal. A processor chip can connect to metal wires 
on the interposer with a large number of microbumps, thus increasing the bandwidth emerging 
from a processor chip. Traditionally, a processor connects to the motherboard with C4 bumps 
that have larger diameters and are more limited in number. The metal wires on the interposer 
can route signals from the processor to other devices on the same interposer. One example is 
to use the interposer to connect the processor to a few 3D-stacked DRAM chips that serve as 
main memory or as a large cache. HBM2 products are available today and HBM3 products are 
expected to be available in 2020. 
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CHAPTER 4 


Memory Scheduling 


A central feature in commodity DDR-based systems is that the memory controller is the master 
and the memory chips on a DIMM are slaves. The memory controller does not simply provide 
an address and wait for a response—it actually controls all aspects of the operation, scheduling 
low-level commands, while being aware of the time for every sub-operation and the state of each 
DRAM bank. 

Why was this choice made? It certainly reduces the burden on memory vendors and they 
can focus on cost-optimized dense chips. It also retains more performance control within the 
processor. One can make a valid technical argument that the processor should simply provide 
an address, leave the low-level control to the memory device, and simply wait for a response 
to show up. In fact, such an interface is used for the Micron HMC. Business considerations 
ultimately drive the interface that is selected. 

In this chapter, we'll examine how the memory controller schedules low-level commands 
to the memory device. This controller is typically on the processor that drives the DDR memory 
channel, but similar principles may also be employed to design a controller that sits within the 
memory device, as is done for the HMC. 


4.1 MEMORY SCHEDULER BASICS 


We'll first build on some of the basics of memory scheduling already discussed in Section 2.8. 
On an LLC miss, a read request for a cache line is typically sent to the memory controller. If 
the incoming cache line displaces a dirty line in the LLC, that dirty line is sent to the memory 
controller as a write request. The memory controller has a read queue and a write queue to 
accommodate these incoming read/write requests. 

A canonical memory controller is free to reorder the requests in these read and write 
queues. Based on a number of heuristics (which is the subject of most of this chapter), one of 
these requests is selected as highest priority and moved into per-bank command queues. When a 
read/write request is selected, the memory controller is aware of the preceding state of the bank; 
it accordingly decomposes the request into multiple commands which are then placed in that 
banks command queue. For example, if the request is to an open row, then a single column-read 
(CAS) command is enough to service a read request. Instead, if the request causes a row conflict, 
then three commands are inserted into the command queue: precharge, activate (RAS), column- 
read (CAS). The memory controller is also responsible for placing various other commands in 
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the command queue that may not correspond to read/write requests, for example, precharge (to 
implement a close-page policy), refresh, power up/down. 

Once commands are placed in the command queue, they cannot be re-ordered; note that 
a command was determined based on the bank's preceding state, so those dependences cannot 
be violated. For the head of each FIFO command queue, timing constraints are enforced by 
the memory controller. For example, once an activate is issued from a command queue, the 
memory controller remembers that the next head of that queue (a column-read command) can- 
not be issued until tRCD has elapsed. Similarly, if the memory channel is currently servicing a 
transaction from another rank, the column-read must ensure a gap for rank-to-rank switching 
(tRTRS). Thus, after enforcing several timing constraints, the heads of each per-bank command 
queue are flagged as being ready or not. One of these commands is then selected, typically with 
a fair or round-robin scheme, and issued on the memory channel through a physical interface 
(referred to as PHY in the literature). 

‘The policies in the memory controller that have the biggest impact on performance are the 
ones used to populate the command queues. We already discussed some of these considerations 
in Section 2.8. Is a row buffer hit available in the read or write queues? Are more row buffer 
hits likely or should a page be closed (should the bank be precharged)? Should the next request 
be a read or a write? Is now a good time to issue a refresh? We'll next discuss state-of-the-art 
memory controllers that try to optimally answer the above questions, while also managing thread 
priorities. 


4.2 EARLY MULTI-CORE MEMORY SCHEDULERS 


Significant steps were taken in memory scheduling in 2007-2010. This progress was driven by 
the observation that the gold standard scheduler, FR-FCFS [36], was designed in the single- 
core era. In a multi-core processor, the handful of memory channels are shared by tens of cores; 
the memory controller that drives each channel must therefore cater to the demands of many 
cores/threads. 


Fair Queuing Memory System and STFM 

The Fair Queuing Memory System [37] and Stall-Time Fair Memory [38] (STFM) 
schedulers are based on the observation that FR-FCFS prioritizes row buffer hits, thus pri- 
oritizing applications that have more locality and more row buffer hits. This leads to unfair 
treatment of threads, potentially lowering the quality of service (QoS). This is also detrimental 
for overall system throughput (measured in terms of the weighted speedup of threads). Nesbit et 
al. [37] scale a thread’s timing parameters in proportion to its memory bandwidth allocation so 
the thread does not take more than its fair share of resources. Mutlu and Moscibroda [38] im- 
prove QoS and throughput by first defining the slowdown of each thread by computing the ratio 
of actual execution time and the estimated execution time without any interference from other 
threads. If the ratio of maximum and minimum slowdowns experienced by the many threads 
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exceeds a threshold, they prioritize the threads with highest slowdown. This ensures that some 
threads do not suffer inordinately high slowdowns. Not coincidentally, overall throughput also 
improves—the marginal utility of resources assigned to a “starved” thread is likely high. 


PAR-BS 

Mutlu and Moscibroda then followed with a new scheduler, PAR-BS [39]. It handles 
QoS and fairness by creating batches of requests, and prioritizing older batches, thus preventing 
a thread from monopolizing the memory controller. Additional rules are created within a batch 
to maximize throughput: first prioritize row buffer hits, then prioritize threads with a higher 
“rank,” then prioritize requests by age. Threads with low memory intensity receive a higher rank. 
‘The use of such a rank also ensures that a thread’s requests are potentially serviced in parallel, 
thus reducing the thread’s wait time. 


TCM 

Kim et al. [40] improved upon PAR-BS with a Thread Cluster Memory (TCM) sched- 
uler. Threads are first organized into separate latency-sensitive and bandwidth-sensitive clusters 
based on their memory intensity. The latency-sensitive cluster is given higher priority because 
those threads risk a high slowdown otherwise. Within the bandwidth-sensitive cluster, priority 
is based on “rank.” This rank is determined based on the “niceness” of a thread. A thread with 
low row buffer hit rate and high bank level parallelism is considered “nice” to others. The rank for 
a thread is periodically shuffled with insertion shuffling or random shuffling. Insertion shuffling 
is more effective if there is a big gap in niceness among threads. 


Memory Scheduling Championship 

‘The above policies exploit most of the potential benefit with smart memory schedulers. A 
Memory Scheduling Championship was conducted at ISCA 2012 to evaluate various policies 
with a common evaluation framework. Most of the submissions added a few new ideas to the 
principles discussed above, and tuned the policies to eke out a few percentage points of improve- 
ment. In fact, most of the submissions achieved performance that was within 2% of each other, 
and about 7% better than a basic scheduler; there has been little advancement in this space since 
then. An analysis of the submissions shows that the key considerations in these schedulers are: 
row buffer locality, read/write alternation, early precharge of a bank when possible, early acti- 
vation of a bank when possible, hiding refresh, promoting fairness, and managing power-down 
modes when dealing with a low-energy memory system. An ideal scheduler stitches together 
several of these techniques to create a “Franken-scheduler;” each technique typically contributes 
less than a percentage point of improvement. Another take-away from the championship was 
that smart handling of read/write interference is the single biggest contributor to performance 
improvement. Surprisingly, none of the championship schedulers employed machine learning; 
to date, only a couple papers [41, 42] have leveraged reinforcement learning, with some help 
from genetic algorithms [42]. Given recent advances in both machine learning algorithms and 
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hardware for machine learning, perhaps it is worth revisiting this approach to discover a potential 
sweet spot in terms of performance and complexity. 


BLISS 

Most recently, the BLISS scheduler [43] was shown to achieve higher performance and 
better fairness than many of the prior schedulers discussed here. It also focuses on low complex- 
ity. Both features—low complexity and better fairness—are made possible by avoiding having 
to maintain per-thread ranks and a total order among threads. Instead, applications are split 
into just two groups—an interference-causing group and an interference-vulnerable group. The 
scheduler then prioritizes the vulnerable group over the interference-causing group. The clas- 
sification into groups is done with a simple heuristic that counts the number of consecutive 
requests serviced for a thread in a given time window; a high count indicates that the thread is 
interference-causing. The classification information is cleared periodically (every 10K cycles). 
Within a group, row buffer hits and age are used for priority. 


PARDIS 

Bojnordi et al. [44] observe that different scheduling heuristics and address mapping 
schemes may be optimal for different benchmarks. To enable a programmer to dictate the opti- 
mal memory scheduler for a workload, the authors design a programmable memory controller. 
The controller has three stages: a request processor that implements the address mapping (Sec- 
tion 2.7), a transaction processor that implements the scheduling heuristics discussed in this 
section, and the command logic that implements the timing constraints. While the first two 
stages are programmable, the last stage is not. The last stage ensures correct timing behavior, 
while the first two stages impact latency, throughput, and QoS. 


4.3 CO-DESIGNED SCHEDULERS 


A few other papers have introduced schedulers that are designed to work well with other archi- 
tecture components and modifications. 


Co-Design with LLC 

The virtual write queue (VWQ) [45] views the last level cache as a large potential write 
queue for the memory controller. When the memory controller is draining writes from its mod- 
estly sized write queue, it looks at the LLC to find other nearby blocks that could be evicted out 
of the LLC and efficiently written together to the memory with row buffer hits. It thus performs 
eager LLC writeback in a manner that improves the memory controller’s write drain process. 


Co-Design with DRAM Chip 

Ina related vein, the Staged Read architecture [46] tries to hide read latency by performing 
partial read operations while a write drain is being performed. In a conventional DDR system, 
reads must wait for a burst of writes to be performed; this avoids the latency of turning around 
the direction of the memory bus when alternating between reads and writes. In the Staged Read 
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design, while the write drain is being performed, a number of read requests are also issued. The 
read data is buffered on the DRAM chip so they can be quickly returned after the write burst. 
‘The addition of these buffers to the DRAM chip causes a slight increase in area though. 


Co-Design with Prefetcher 

Prefetchers also introduce non-trivial interactions within the memory controller. Lee et 
al. [47] show that some programs benefit by prioritizing demand fetches over prefetches within 
the memory controller, while other programs benefit from the opposite policy. They design 
policies to estimate the usefulness of prefetches and control scheduling priorities. 


Co-Design with Address Mapping and Prefetcher 

The Minimalist Open-Page policy of Kaseridis et al. [48] tries to keep a row open long 
enough to exploit a minimal number of row buffer hits, while avoiding the pitfalls of keeping 
the row open for too long (unfairness). They first introduce an address mapping where four 
consecutive cache lines are placed in one bank, then the next four are placed in a different bank, 
and so on. For a single thread, this provides a good balance between row buffer locality and 
bank-level parallelism; for a group of threads, it automatically ensures that one thread will not 
monopolize the scheduler with a long burst of row buffer hits. Kaseridis et al. also observe that 
most row buffer hits are the result of prefetches generated by a simple stride prefetcher. Therefore, 
a row is precharged immediately following a prefetch-dictated burst of accesses. The scheduler 
priorities are determined by wait time (age), prefetch vs. demand fetch, prefetch distance, and 
the extent of memory-level parallelism (MLP) in the thread. This co-design with the prefetcher 
and the address mapping policy results in a simple scheduler. 


Co-Design for Multiple Memory Controllers 

High-performance processors typically have about a handful of memory channels that 
are independently controlled by their respective memory controllers. The ATLAS memory con- 
troller of Kim et al. [49] introduces co-ordination among these memory channels to identify 
threads that may be receiving lower levels of service. To reduce overheads and improve scala- 
bility, this co-ordination is performed at the end of a relatively large time quantum. The thread 
priorities in the next quantum are the inverse of the service levels received in the previous quan- 
tum. Awasthi et al. [50] note that pages can also be placed and migrated such that the overall 
burden on multiple memory controllers is reduced. When a new page is created, it is assigned to 
a memory controller based on a cost function that factors in distance from the requesting core, 
the load at that memory controller, and the average row buffer hit rate at that memory controller. 
If there is significant load imbalance among memory controllers, pages are moved to equalize 
the load. Note that the minimalist open-page policy [48] scatters a page across many banks and 
this can be easily extended to scatter a page across many memory channels as well. This may 
automatically help equalize load across memory channels, although, it may not promote page 
affinity (short distance between requesting core and data) ina NUMA system. 
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4.4 DISCUSSION 


Much of the low-hanging fruit for intelligent memory schedulers has already been picked. There 
is likely little room for improvement, even for multi-core workloads with varying memory de- 
mands. Emerging memory systems like HMC and HBM even offer many more banks and 
higher bandwidth, potentially reducing the impact of scheduling tricks. Co-design with other 
components may have more potential. For example, certain code optimizations or accelerator 
configurations may be more amenable to efficient memory scheduling. 


27 


CHAPTER 5 


Data Placement 


Many factors impact the performance and energy efficiency of off-chip DRAM systems— 
DRAM timing parameters, parallelism, and row buffer locality. Therefore, smart data place- 
ment within DRAM, that in turn impacts timing and locality, is important and is covered in 
Section 5.1. Data compression deserves its own discussion in Section 5.2. 


5.1 DATAINTERLEAVING 


In Section 2.7, we discussed how bits of the memory address can be interpreted in different ways. 
The address mapping policy determines how data blocks get placed in different banks, ranks, 
and channels. Conventional wisdom says that applications with high spatial locality should map 
consecutive cache lines to the same bank so they yield a large number of row buffer hits. While 
this is certainly helpful from an energy perspective, latency can be lower if (say) four consecutive 
cache lines are fetched in parallel from four channels than if they were fetched sequentially from 
a single row buffer. In the past decade, we've therefore seen a gradual shift in this conventional 
wisdom. 

Kaseridis et al. [48] observe that the locality in most pages can be exploited by placing 
four consecutive lines in a single row buffer; the other sets of four cache lines in a page are 
scattered across the banks, ranks, and channels to maximize parallelism. They claim this is a 
sweet spot, especially when combined with a prefetcher. Along similar lines, Sudan et al. [51] 
propose OS involvement in co-locating portions of jointly accessed pages in the same row buffer. 
A couple of works [52, 53] have also observed that for some workloads with specific strided 
access patterns, scatter-gather mechanisms can help, e.g., using custom data placement and on- 
DIMM controllers to issue different CAS signals to each chip in a rank [52]. 

When scattering requests across all available banks, a commonly employed trick is to gen- 
erate the bank id by XOR-ing the bank address bits with higher-order bits in the address [54]. 
Other works have also highlighted the performance degradation because of bank conflicts; the 
Duplicon Cache creates copies of blocks so the memory controller has conflict-avoiding options 
when fetching a block [55]. Other factors to consider when placing pages in a multi-channel sys- 
tem are the load on each channel and the on-chip network latencies between cores and memory 
controllers [50], or the interactions with a low-latency (say) HBM that can serve as addressable 
memory or cache [56]. Bojnordi et al. [44] also show performance and energy benefits with a 
memory controller that can adapt the address mapping policy per workload. 
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We have thus seen a shift toward prioritizing parallelism instead of row buffer locality. A 
catalyst for this shift is the observation that multi-core workloads are much more likely to yield 
row buffer misses than row buffer hits. Memory systems for multi-core servers use adaptive 
(often proprietary) scheduling policies that track workload behavior to close a page more or less 
aggressively. To save activation energy, there will also be a gradual move toward narrower row 
buffers [57]. New devices like the HMC employ relatively narrow 256-byte row buffers [33] 
and instead derive high performance with high parallelism across hundreds of banks. 


5.2 MEMORY COMPRESSION 


The volume of data generated daily continues to expand. Compression will be vital in taming 
the challenges posed by big data. In fact, the highly popular HBO sitcom Silicon Valley has a 
fictional compression technology at the center of its high jinks. 

Compression is frequently employed in persistent storage systems. At lower levels of the 
memory hierarchy, density is much more critical than latency. Therefore, it is worthwhile to 
spend thousands of cycles on compression/decompression and book-keeping if it can cut storage 
needs by 2x. However, compression is typically not employed in DRAM-based main memory 
systems. Main memory accesses cost only a few hundreds of cycles; the latency overheads of 
compression/decompression may therefore not be tolerable. The main memory and the page 
table are also central to the operating system; modifying the paging mechanisms to integrate 
compression would therefore require a significant overhaul of the OS. 

In recent years, several breakthroughs have been made that may allow compression to be 
meaningfully integrated into the main memory system. We'll first discuss some of the early work 
in memory compression and the challenges they faced. We'll then discuss how some of these 
challenges have been addressed recently. The key takeaway is that compression is a lot more 
palatable if its features are diluted. 


5.2.1 IBMMXT 


IBM introduced Memory Expansion Technology [58, 59] nearly two decades ago to boost avail- 
able memory capacity. For a number of relevant workloads, they show a compression ratio (aka 
compressibility) of over 2x, with a few workloads achieving compressibility of about 6x. They 
employ the lossless LZ77 compression algorithm [60]. This algorithm achieves high compress- 
ibility while requiring a compression/decompression latency of 1 byte/cycle. To mitigate this 
high latency, the data being compressed is split into smaller blocks and each is compressed in 
parallel. 

In MXT, the L3 cache deals with 1 KB blocks. This is of course a much larger granularity 
than what is typical in today’s bandwidth-starved and power-hungry servers. After compression, 
a 1 KB block is placed in 0-4 256-byte sectors in physical memory. A 16-byte metadata entry, 
also in physical memory, stores pointers to these sectors. For a read, the metadata must be first 
read from memory; after parsing the metadata, multiple sectors may have to be read from mem- 
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ory; these sectors are then decompressed in parallel to yield the final uncompressed block. Even 
with the implemented parallelism, the latency for compression and decompression can exceed a 
hundred cycles given the large block size. Thus, random memory accesses are quite expensive, 
partially because of the large block size, partially because the metadata access is on the critical 
path, and partially because of long compression/decompression latency. 


5.2.2 EKMAN AND STENSTROM 


Large granularity memory accesses are not practical when bandwidth and power are at a pre- 
mium. In their 2005 paper, Ekman and Stenstrom [61] designed a compressed memory imple- 
mentation that is more in line with modern DDR3/DDR4 hierarchies, i.e., caches and memories 
deal with the more standard 64-byte blocks. The IBM MXT fetched and decompressed an entire 
1 KB block to locate individual words in the block. But when fetching blocks at a finer granular- 
ity, mechanisms are required to quickly locate the specific block being requested within a larger 
compressed page. While this is a non-issue for traditional uncompressed memory systems (the 
block’s physical address pinpoints its location), a compressed memory system no longer places a 
block in a pre-designated location. Since all the compressed blocks are packed together to reduce 
the size of a page, the starting address of a block depends on the compressibility of prior blocks 
in that page. 

To address this problem, Ekman and Stenstrom [61] add metadata to every page table 
entry to track the size of each compressed block. This information is stored on chip in TLB-like 
structures. To estimate the starting address of a block, additional logic is required to add the 
sizes of all preceding blocks in that page. 

This approach of packing compressed blocks in a page leads to other complications. If 
a block is modified, its newly compressed version may be larger than its original compressed 
version. To make room for this block, all the subsequent blocks in the page have to be moved. 
On the other hand, if the newly compressed version is smaller, the subsequent blocks have to 
be moved to fill in the hole. To alleviate the overheads from this jockeying for space on every 
block modification, Ekman and Stenstrom introduce a few features, e.g., allowing only a few 
compressed block sizes and introducing sub-pages. They also use simple low-latency compres- 
sion algorithms that rely on an abundance of zeroes in the data block [62, 63]. The paper thus 
explores a design point that offers medium compressibility and fine-grained accesses, but more 
metadata/OS/logic complexity in managing individual blocks. 


5.2.3 LINEARLY COMPRESSED PAGES (LCP) 


The work of Pekhimenko et al. [64] continues this line of innovation and further reduces some 
of the complexity overheads. First, the authors introduce a low-complexity compression algo- 
rithm, Base Delta Immediate or BAI, that achieves a sufficiently high compression ratio in the 
neighborhood of 1.5x [65]. BAI is based on the observation that most words in a block are 
in close proximity to zero or to a base word in that block. Compression is therefore achieved 
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by tracking the base word, and offsets of other words from this base word or from zero. Addi- 
tional metadata in the compressed block indicates the sizes of the base word and offsets. BAI 
has quickly become the gold standard for memory compression projects. 

Next, to reduce the complexity in locating compressed blocks, Pekhimenko et al. [64] 
introduce a novel /inearly compressed page (LCP) layout for compressed pages. All the blocks in 
a compressed page are required to have a fixed (compressed) size—this makes it trivial to find 
the starting address of any compressed block. Of course, some blocks in a page will not meet 
this requirement—those blocks are stored uncompressed in an exception region at the end of 
the page. To manage the exception region, additional metadata (that fits in a cache block) is 
required. This metadata stores bit vectors and pointers to quickly locate blocks in the exception 
region. Since the metadata for a page is vital for efficiency and correctness, the authors introduce 
a metadata cache—this is especially effective when an application exhibits spatial locality within 
a page. Further, a few bits of metadata must be included in page table entries and TLBs. 

With the LCP approach, most compressed blocks can expand or shrink when modified 
without requiring other blocks to be shuffled (in some cases, if a compressed page exceeds its 
allotted capacity, the entire page must be copied into a larger region). Pekhimenko et al. also 
allow a single memory access to fetch two compressed blocks if they fit, thus improving band- 
width utilization. Overall, LCP represents an attractive design point that uses compression to 
significantly grow memory capacity, while alleviating most metadata management overheads. 
Very recent work by Choukse et al. [66] builds upon an LCP-like architecture; it character- 
izes the sources of metadata access inefficiency and reduces them with a number of techniques: 
cache line alignment, predicting and preparing for page re-organization because of overflow and 
underflow. 


5.2.4 NEARLY OVERHEAD-FREE MEMORY COMPRESSION 


Clearly, the higher memory capacity enabled by compression is its raison d'être. But the resulting 
variable page sizes, metadata management, and blocks jockeying for space are also the primary 
barriers to widespread commercial adoption. 

Some recent works [67—69] try to lower this barrier by eschewing the capacity benefits of 
compression. They claim that compression already offers several other benefits: (i) higher ef- 
fective bandwidth, parallelism, and energy-efficiency if the memory controller can fetch smaller 
blocks; and (ii) higher reliability and energy efficiency with coding techniques that exploit the 
spare space created by compression. 

These works do not change the starting address of a block, relative to an uncompressed 
memory system. So they do not enable more blocks in the memory system, i.e., no increase 
in memory capacity. But since each compressed block occupies less space than in the baseline, 
the trailing bytes in such blocks are empty. These trailing bytes can be used to store stronger 
ECC codes or DBI (data bus inversion) codes that invert words in a manner that reduces data 
transmission energy [67]. Or, if the memory interface allows it, the trailing bytes need not be 
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fetched, thus lowering energy and the pressure on the memory bus. Sathish et al. [68] exploit 
the fine-grained memory accesses in GDDRS5 to enable this. 

Shafiee et al. [67] introduce an implementation, MemZip, that achieves a similar ef- 
fect with commodity DDR3/DDR4 memory devices. To enable fine-grained memory accesses, 
they assume a memory interface that supports rank subsetting. A conventional DDR3/DDR4 
rank has a 64-bit interface (without ECC) and a minimum burst size of 8, requiring 64-byte 
reads/writes. Rank subsetting, as explained in Section 6.2, uses mini-ranks with fewer chips 
and narrower interfaces, thus allowing reads/writes at finer granularities (lower energy). Dif- 
ferent blocks can also be fetched simultaneously from different mini-ranks over a single shared 
64-bit bus, thus boosting effective bandwidth as well. Shafiee et al. explore different mini-rank 
organizations that achieve varying trade-offs in terms of latency, parallelism, and energy. Since 
BAI can achieve an average compression ratio of 1.5, MemZip can boost effective bandwidth 
by 1.5x, yielding a significant performance boost for bandwidth-intensive systems, even if they 
arent constrained by memory capacity. 

The MemZip approach offers other key advantages. It is trivial to locate a block—the 
starting address is the same as in the baseline uncompressed memory. Because a block is free 
to expand and shrink in the 64 bytes allocated to it, neighboring blocks are unaffected and 
need not be shuffled when a block is modified. Each block needs a single bit of metadata to 
indicate if it’s compressed or not. If the block is compressed, the leading bytes in the block can 
indicate the block size and any other metadata information required for decompression. This 
single compressibility bit per block can be stored as part of the page table/TLB or in a separate 
metadata cache. The small size of this metadata per block implies higher cacheability than LCP’s 
metadata cache. Since MemZip does not impact page size or memory capacity, the impact on 
the OS is minimal (apart from the need for metadata storage). The key drawback of MemZip 
is its reliance on rank subsetting—an interface that is not currently part of the DDR standard, 
but appears to be on the roadmap for DDR5. 

More recent work by Deb et al. [69] builds on the MemZip design to eliminate OS in- 
volvement in memory compression. This is done by integrating the compression metadata with 
the word that stores ECC information. The authors show that Hamming Codes can be mod- 
ified to provide similar SECDED coverage as the baseline, while sparing a single bit per block 
to track if the block is compressed or not. Compression and decompression can therefore be 
handled entirely in memory controller hardware along with the logic that handles ECC, with- 
out requiring the OS to reserve/manage a region of physical memory for metadata storage. The 
downside of this approach is that when performing a read, the size of the compressed block is 
only known after part of the block has been read. If the block size is known beforehand, the 
memory controller can engage the bare minimum number of chips (a mini-rank) required to 
fetch a compressed block, thus improving performance and energy. Deb et al. therefore intro- 


1For analysis of another technique that cleverly combines ECC and compressibility information, see the discussion of 


COP [70] in Section 8.2. 
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duce a simple predictor (based on PC or page id) with 97% accuracy to estimate the size of 
the compressed block before the read operation is initiated. The authors also explore different 
mapping policies that engage different mini-ranks for different blocks, thus promoting uniform 
activity across memory chips and higher parallelism. A more recent paper, Attache [71], also 
addresses similar problems. Unlike the approach of Deb et al. that needs ECC DIMMs, At- 
tache uses a golden 15-bit keyword at the start of the block to indicate if it is compressed. If 
an uncompressed block starts with the same keyword, another bit indicates if the block is un- 
compressed; the true value of that bit has to be fetched from another region of memory. Thus, 
additional metadata accesses are required only in the rare case where an uncompressed block 
happens to start with the golden keyword. Attache also relies on mini-ranks and introduces a 
three-tier predictor to decide how much of the block to fetch. 

The end product of these recent innovations is compression-lite: a subset of compression 
benefits with zero software/OS overheads and a small overhead in memory controller hardware. 
‘These innovations only apply to non-commodity memory interfaces (which may be common in 
the near future). And, notably, these innovations do not yield an increase in effective memory 


capacity. 


5.2.5 PTMC 


Young et al. [72] introduce Practical and Transparent Memory Compression (PTMC) to ad- 
dress the weaknesses described in Section 5.2.4, namely the reliance on mini-ranks. They too 
focus on the bandwidth benefits of compression, not capacity benefits. Without mini-ranks, a 
block fetch from memory is always 64 bytes wide and may either bring in an uncompressed 
block P at that address, or it may bring in 2 or 4 consecutive compressed blocks starting at that 
address. To avoid the need for separate metadata, a compressed block includes a 4-byte golden 
keyword to indicate that it’s compressed. Uncompressed blocks that include the golden keyword 
are stored in inverted form and tracked in a small on-chip table. Such embedded metadata also 
makes this approach compatible with non-ECC DIMMs. Further, to identify if a block has 
been compressed along with prior lines, a line location predictor is required. The authors show 
that such a predictor has a high accuracy of 98%. The authors also point out that their approach 
is similar to that used by the Qualcomm Centriq 2400 processor [73], which also uses com- 
pression to reduce bandwidth and pack a 128-byte block into a half-block when possible. The 
Centriq system relies on ECC DIMMs for metadata tracking. 


5.2.6 ACTIVE MEMORY EXPANSION IN THE IBM POWER PROCESSORS 


To increase effective memory capacity, significant OS involvement is inevitable. IBM has clearly 
led the charge in the effort to maximize memory capacity, first with the MXT approach 
(circa 2001) described in Section 5.2.1, and more recently with Active Memory Expansion 
(AME) [74] in Power7 and Power8 systems. 
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All the approaches described in this section compress the entire memory system and re- 
quire decompression for every memory access—AME is notably different. It splits the memory 
address space into two pools—a compressed pool and an uncompressed pool. Recently accessed 
pages are placed in the uncompressed pool and accessed at low latency. Pages that have not been 
accessed recently are compressed and moved into the compressed pool. This takes the overheads 
of compression and metadata processing off the critical path, especially when applications ex- 
hibit high spatial and temporal locality. To some extent, the uncompressed memory behaves like 
a conventional memory system, and the compressed memory behaves like a low-latency swap 
space. In contrast to MemZip and PTMC, AME targets an increase in memory capacity and 
does not attempt to improve bandwidth/parallelism/reliability. AME allows the user to define 
the desired memory expansion factor or compressibility. The OS then automatically defines the 
sizes of the two pools to achieve that expansion factor. The compression and decompression 
are performed on the CPU, increasing CPU utilization by under 10%. Newer Power processors 
have introduced custom logic to perform the compression and decompression [75]. 


5.3 DISCUSSION 


Smart data placement in memory continues to be an intriguing problem with the potential 
for high impact. While many-banked memories (HBM, HMC) with narrow row buffers favor 
policies that spread data, there are other considerations for hardware/OS data placement policies. 
For example, multiple efforts, discussed in Section 6.2, try to introduce variable latency within 
DRAM. Therefore, identification of hot pages and load balancing will continue to be important. 

Compression is an area where we'll likely continue to see innovation, simply because it is 
only just garnering attention from industry. The breakthroughs in the last five years will likely 
have commercial impact, e.g., the use of compression to reduce bandwidth in Qualcomm’s Cen- 
triq system [73]. These breakthroughs have shown how compression, or restricted/diluted ver- 
sions of compression, can largely be transparent to the OS, and be compatible with DDR stan- 
dards or with future standards like DDR5 that allow finer-granularity access. Industry is clearly 
paying close attention to reliability and security. It seems natural that compression be included in 
such ecosystems. For example, as we'll discuss in depth in Chapter 11, Intel SGX implements a 
region of secure memory accessible at block granularity and a region of secure memory accessible 
at page granularity. This is very reminiscent of how IBM AME manages compressed data. So 
one could imagine future systems where a page is decrypted, uncompressed, and error-corrected 
before it is placed in a processor-accessible region of memory. 
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CHAPTER 6 


Memory Chip 


Mlicroarchitectures 


Swiss watches are engineering marvels, and so are DRAM chips. Swiss watch makers would 
be justifiably upset if you took a look under the hood, decided to poke and prod, and suggest 
alternative designs. You'd receive the stern “You think we didn't consider that?” look. A DRAM 
designer’s look would be even more stern: “We operate at very tight margins and you think we 
didn’t consider that?!” 

For years, architects had left DRAM microarchitecture to DRAM manufacturers; most 
ISCA regulars (myself included) didn’t know if a row buffer was an array of latches (it isn’t). As 
concerns over datacenter operational cost and DRAM power grew, a few groups (mine included) 
started questioning DRAM microarchitecture [19, 76]. Our talk at ISCA [19] raised a few 
skeptical eyebrows; DRAM engineers scoffed at our area analysis; subsequent papers schooled us 
on how DRAMs were actually designed; follow-up papers then schooled the subsequent papers 
on how DRAMs were actually designed. To this day, DRAM microarchitecture is shrouded in 
mystery. We understand the overall nuts and bolts, but it is very difficult to re-create an industry- 
caliber prototype design in an academic lab, poke at it, and credibly quantify the impact on area, 
cost, cycle time, etc. Given what we know today about DRAM microarchitecture, I am skeptical 
that the area analysis in our original paper is in the right ball-park for a commercial DRAM chip; 
but that basic idea of fine-grained row activation [19, 76] has persisted [57, 77-79], and has been 
applied in commercial settings in HMC, HBM, and DDR4. 

In this chapter, we'll first discuss the basic organization of a DRAM chip [77-80], fol- 


lowed by a tour of recent ideas to improve upon this organization. 


6.1 BASICS OF DRAM CHIP MICROARCHITECTURE 


The DRAM chip has a very regular and hierarchical organization. A chip is organized into 8 
(DDR3) or 16 (DDR4) or more (HBM/HMC) banks. The banks typically share a bus that 
moves data between the banks and the IO pins. A bank is partitioned into multiple subarrays 
(a row of mats shown in Figure 6.1), and each subarray is partitioned into a number of mats. A 
mat is typically 512 rows and 512 columns of DRAM cells. 

When a DRAM block is being read, the address is sent with two commands: the Ac- 
tivate or RAS (row address strobe) command that identifies a row, and the Column-Read or 
CAS (column address strobe) command that identifies a specific block in that row. The RAS 
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Local Wordlines 
Local Bitlines 













-—Master-Wordline 
| | Feeding Local Wordlines 


(to IO pins) 


Figure 6.1: Two rows of mats in a bank are shown here. Each row is called a subarray. The sense- 
amplifiers are shown in orange, while the row decoders are shown in light blue. Other major 
interconnects are shown in green (local wordlines, implemented in poly), red (local bitlines, 
bottom metal layer), thick black (master wordline and bus feeding local IO, middle metal layer), 
and thick blue (column-select and local IO, top metal layer). Note that local wordlines and local 
bitlines are staggered. 


bits are first used to activate one of the subarrays in a bank. The RAS bits are also decoded to 
identify a row in that subarray; a master wordline then enables local wordlines (shown in green 
in Figure 6.1) in each mat of that subarray. This connects the cells in that row to their respective 
bitlines, shown in red. Each bitline is connected to a sense-amplifier that not only identifies the 
presence/absence of charge, but also restores charge back to the corresponding cell (since the 
DRAM read is destructive). At this point, the contents of a wide row have been captured in a 
few thousand sense amplifiers (shown in orange), which serve as the row buffer. 

Next, the CAS bits are decoded and some of the sense-amplifier values are selected with 
column-select lines. A horizontal bus moves the selected values to the edge of the mat. From 
here, the values are moved over local-IO wires to the IO pins (see Figure 6.1). If the subarray 
has 8 mats and each mat has 4 local-IO wires, 32 bits are sent to the IO pins in a single cycle. 
Note that the mat and its local-IO may operate at a slow clock speed of say 200 MHz. These 
32 bits may then be placed on 4 output pins (a x4 chip), with a burst size of 8. If the output 
pins operate at 800 MHz and DDR, the bandwidth of the output pins matches the bandwidth 
of the bank’s local-IO wires. 

DRAM chips can use a number of techniques to increase density. DRAM chip microar- 
chitectures also vary depending on which of these techniques are being employed. For example, 
a decoder may be shared by its right and left mats [78], and a sense-amplifier may be shared by 
the subarray above and below. Thus, every odd wordline (bitline) may be driven from the left 
(top), while every even wordline (bitline) may be driven from the right (bottom). This staggered 
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organization, shown in Figure 6.1, allows the corresponding peripheral circuit (sense-amp or 
decoder) to span two columns or two rows, resulting in a denser layout. 

The low-cost DRAM process only uses three metal layers [79]. Local wordlines are im- 
plemented with silicided polysilicon (shown in green in Figure 6.1). The bottom metal layer with 
the smallest wire width (pitch) is used for the vertical bitlines in each mat, shown in red. The next 
metal layer implements the wider horizontal wires (the master wordlines and the bus between 
sense-amps and local-IO, shown in thick black in Figure 6.1). The top metal layer implements 
the wider vertical wires that travel longer distances (the local-IO and the column-select lines, 
shown in thick blue). 


6.2 DRAM CHIP INNOVATIONS 


We next discuss some of the primary academic ideas to improve upon the basic DRAM microar- 
chitecture. The effectiveness and applicability of some of these ideas vary based on microarchi- 
tecture assumptions. 


Fine-Grained Activation 

A sequence of papers [17-19, 57, 76-79] has observed that in conventional DRAM 
chips, the Activate/Precharge operation is one of the most expensive in terms of energy— 
about a quarter to half of overall DRAM energy on average and a much higher contribution 
with non-existant spatial locality. This is why DRAM timing parameters impose constraints 
on the number of Activates that can be issued in a given time window (tFAW). An Activate 
enables a long wordline in several DRAM chips; the contents of thousands of cells is sensed 
and restored by sense-amplifiers. Historically, this was viewed as a feature because this prefetch 
can lead to several lower-latency row buffer hits. In more recent times, multi-core workload 
characterizations [17, 19, 48, 51] have shown that the row buffer locality is limited and the 
overfetch to row buffers is mostly wasted energy. This has prompted a re-think of the DRAM 
microarchitecture—can we somehow enable a shorter wordline while minimally impacting the 
area of the peripheral circuitry? 

Initial efforts [17, 18] kept the DRAM chip intact, but shrunk the width of the rank. Ac- 
tivation energy is reduced by using fewer DRAM chips per request. A given cache line transfer 
therefore has fewer DRAM pins and fewer memory channel wires at its disposal. The system 
essentially uses more narrow ranks, which reduces wait time, but increases the data transfer time. 
For most workloads, this ends up being better in terms of performance and energy. The down- 
sides are that it deviates from the DDR standard, and makes error correction more complicated. 
For example, if the cache line is fetched from 4 x8 chips, adding a fifth chip for error codes 
results in a significant 25% overhead—turns out that DDR5 is headed in this direction anyway 
because of escalating error rates. 

Subsequent research focused on modifying the DRAM chip to reduce activation energy. 
Concurrent work by Udipi et al. [19] and Cooper-Balis and Jacob [76] takes advantage of the 
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hierarchical nature of the wordline: each local wordline is AND-ed with a select signal, thus 
reducing the number of activated mats. ‘The select signal is derived from the CAS bits, therefore 
requiring that the CAS command be sent early. Subsequent work [77] has added more DRAM 
microarchitecture detail to the design and shown that activating fewer mats has the negative 
side effect of reducing the local IO wires feeding the output pins. O’Connor et al. [79] overcome 
that problem for an HBM interface by also re-organizing the external channel, which we discuss 
shortly. Udipi et al. also advocate that an entire cache line be placed in a single mat on a single 
chip—this is a design point that favors low energy and high parallelism over latency and cost. 
Just like earlier proposals on sub-ranking [17, 18], this requires changes to the DDR standard. 
The authors also introduce in- DRAM checksums and RAID-like ECC so that cache lines can 
be re-constructed upon failure. 

Zhang et al. [77] note that early attempts at fine-grained activation ignore the impact on 
local IO wiring. Conventional microarchitectures have horizontal and vertical wiring to move a 
few bits from each mat to the output pins. If only some mats in a subarray are activated, it either 
reduces the bandwidth fed to the output pins, or more horizontal and vertical wiring is required 
per mat. To reduce this overhead, the authors propose a Half-DRAM design, i.e., a not-too- 
aggressive fine-grained activation that cuts activation energy in half. In the Half-DRAM design, 
a decoder drives half a local wordline in its left and right mats. This allows half a wordline to 
be activated in every mat in a subarray. Since every mat is being activated, the local IO wires 
of every mat can be engaged, thus having zero impact on bank bandwidth. The lower power 
per activation also allows more simultaneous activations, thus improving performance. Ha et 
al. [78] analyze a similar fine-grained activation approach for a baseline that has the staggered 
wordlines and bitlines described earlier. 

The work of Chatterjee et al. [57, 79] is the first to apply these approaches to HBM. The 
authors first segment the wordline to activate a smaller set of mats; the channel is also split into 
subchannels [57]. They then carry out a design space exploration [79] to understand the ap- 
proach that most effectively improves HBM bandwidth by 4x over the state-of-the-art. They 
observe that of the 4 pJ/bit energy for HBM access, 1.2 pJ/bit is in activation, and about 2 pJ/bit 
is in planar data movement from the sense-amps to TSVs, and from TSVs to IO bumps. Since 
interposer interconnects are more energy-efficient than the on-die interconnects, it is better to 
scatter the IO bumps so that on-die interconnect lengths can be reduced. The authors combine 
this approach with fine-grained activation to reduce both activation energy and on-die inter- 
connect energy. Given the low bandwidth of a fine-grained bank, it is connected to a narrower 
channel with its IO bumps located nearby. This increases the data transfer time for a cache block, 
but supporting many narrow channels is a worthwhile trade-off for GPU/HBM systems that 
are less sensitive to high latency and where the workload has high memory-level parallelism. 
O’Connor et al. acknowledge that getting an entire cache line from fine-granularity DRAM 
makes error-correction more problematic, requiring wider mats and/or faster channels [79]. 
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Lee et al. [81] combine a fine-grained activation approach with a technique that treats 
writes differently. This is motivated by writes exhibiting much lower row locality, and modifying 
only a few words in a cache line. Reads are handled the same as in the baseline, but writes enable 
local wordlines in only some mats. To reduce area overheads, the local IOs in those mats are 
not augmented, i.e., the overall bank is forced to operate at lower bandwidth. To alleviate the 
impact on performance, only a subset of the words in the cache line—the words that are dirty— 
are written into DRAM. The last level cache must therefore track dirty words in a line and send 
a mask to the DRAM chips. The DRAM chip then performs a partial row activation and only 


writes dirty words to its corresponding mats. 


Sub-Array Level Parallelism [82] 

Unlike the efforts above that try to reduce the energy and size of an Activate command, 
Kim et al. [82] exploit the hierarchial nature of a DRAM chip to increase parallelism and im- 
prove performance. A bank has multiple subarrays, with some circuits independent and some 
shared. The authors observe that with no changes to the DRAM chip, an Activate in one sub- 
array can be performed while a precharge is being performed in another subarray. Conventional 
memory controllers do not allow this because the subarrays within a bank are not exposed to 
the memory controller; the memory controller therefore makes the worst-case assumption that 
the precharge and activate are in the same subarray and therefore serializes the two operations. 
Kim et al. augment this technique by further allowing an activate in one subarray while another 
subarray is still performing its write recovery. This requires a minor change where a subarray 
must latch its row address so that the next subarray can receive a new row address. Finally, the 
authors allow each subarray to keep its row open; the memory controller uses a new command 
and each subarray maintains a bit to keep track of one subarray that is deemed “current” and 
whose sense-amplifiers are connected to local IO. The other subarrays stay in the background 
with valid row buffers in case they can yield row buffer hits by turning into the current subarray. 
‘Thus, with small changes to the DRAM chip, each subarray can be made more independent, 
and enabling intra-bank parallelism. 


Variable Latency DRAM 

A few works have modified the DRAM chip microarchitecture to offer variable latencies. 
In Section 9.2.1, we discuss variable latency techniques based on the charge level in a row. Here, 
we focus on designs where some rows always offer lower latency than others. 

Lee et al. [83] observe that a significant contributor to high DRAM latency is the long 
bitline in a mat. They therefore introduce an isolation transistor in every bitline; depending on 
the state of the isolation transistor, the sense-amplifier is either connected to a short bitline or a 
much longer bitline. In other words, the isolation transistor partitions a mat into two tiers; rows 
in the tier closer to the sense-amplifier exhibit faster timing parameters than rows in the further 
tier. The primary overhead in this approach is the area penalty of implementing and controlling 
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the isolation transistors, and the OS policies that can improve performance by placing hot pages 
in the faster tier. 

While the work of Lee et al. introduced non-uniformity within every bank, Son et al. [84] 
introduce a design with uniformity within each bank, but non-uniformity among banks. They 
observe that banks closer to the central IO pins can exhibit lower latencies because of the shorter 
global wires that must be traversed. To further improve the speed of these central banks, their 
mats are implemented with shorter bitline lengths, i.e., a mat has wider rows and fewer columns. 
Meanwhile, Shevgoor et al. [85] also observe that the location of a bank in a 3D stack, relative 
to the power delivery network, can impact the timing parameters for that bank. 

For all the above variable-latency DRAM chip organizations, the migration of hot pages 
from slow to fast regions is important. RowClone [86] shows how copies can be performed 
between rows in a single subarray, while two other works introduce new circuits to efficiently 
perform these copies between different banks [87, 88]. 

Ro et al. [89] recognize the difficulty in managing variable-latency regions, so they ex- 
ploit some of the techniques mentioned above to create a uniformly lower-latency DRAM chip. 
Shorter bitlines are employed in banks that are further from the IO pins, thus offsetting their 
disadvantaged location. The data transfer from a bank to the IO pins can also be pipelined to 
accommodate varying wire lengths within the bank. 

Another body of work [90-93] uses profiling of DRAM chips or DRAM chip regions to 
estimate latency as a function of temperature and parameter variation. Chandrasekar et al. [91] 
propose aggressive timing parameters for a rank that shave the generous timing margins inherent 
in DRAM chips. Lee et al. [90] adapt the timing parameters for the rank as a function of 
temperature. Zhang et al. [92] and Taassori et al. [93] exploit intra-chip parameter variations 
and re-organize how banks are ganged together in a rank to lower latency. 


6.3 DISCUSSION 


Research on innovative DRAM chip microarchitecture certainly contributes to the marketplace 
of ideas, but there are some inherent risks. There is inevitably some fumbling in the dark and 
results must be taken with a grain of salt, more so than other simulation-based architecture 
results. Working with industry teams can help alleviate some of the risk. While fine-grained 
activation appears to be commercially attractive because of its low energy and higher parallelism, 
the idea of variable latency within a DRAM chip has made no inroads. Given how optimized 
DRAM circuits are, and given the tight margins for the commodity DRAM industry, the room 
for improvement may be relatively small for DDR chips, and potentially higher for emerging 
memory devices that favor performance or energy over cost. 
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CHAPTER 7 


Memory Channels 


It is well known that modern systems are increasingly being limited by the cost of data move- 
ment [94]. The data movement between DRAM and the processor is one of the largest contrib- 
utors to this emerging bottleneck because it involves off-chip links. 

A variety of interconnects are used to connect memory devices to the processor. The choice 
of interconnect influences the memory bandwidth, latency/energy for data transfers, and the 
memory capacity that can be supported. These interconnects can contribute nearly half the total 
power consumed within the memory system [2, 95]. 

Earlier, in Chapter 3, we discussed a number of commercial memory products. That was 
an initial exposure to how memory devices are connected to the processor. In this chapter, we'll 
first go more in-depth into various interconnect options, followed by a discussion of recently 
proposed improvements to memory channel architectures. 


7.1 THE BASICS OF PARALLEL AND SERIAL 
INTERCONNECTS 


Ata high level, there are two major types of interconnects that connect memory devices—parallel 
and serial. 


7.1.1 PARALLEL BUSES 


DDR buses are parallel interconnects. They use single-ended signaling, i.e., the driver sets the 
voltage on a single wire to high and low, and this is detected by the receiver. Ideally, when the 
transmitter raises the voltage to high, the receiver should observe a nearly identical voltage curve. 
But depending on the load on the bus, noise, interference, reflections, etc., the voltage curve at 
the receiver is slightly distorted. The quality of this voltage curve at the receiver is referred to 
as signal integrity. An “eye diagram” helps measure the signal integrity by tracking the voltage 
curve for a 0 to 1 transition and a 1 to 0 transition. If the curve looks like an “open eye,” then it’s 
easy for the receiver to make the distinction between 0 s and 1 s. This is measured by looking at 
the aspect ratio of a rectangle that fits within the eye. 

As the name suggests, a parallel interface is implemented with a number of parallel single- 
ended wires. The cross-coupling interference among these wires further degrades signal integrity. 
Some of these wires carry the clock signal so the transmitter and receiver agree on clock edges. 
At higher bus frequencies, the skew among the data and clock wires increases, as does the inter- 
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ference among wires. To preserve high signal integrity, DDR3 can operate at a maximum fre- 
quency of just over 1 GHz, and DDR4 can operate at a maximum frequency of about 1.6 GHz 
(with data being transmitted on both rising and falling edges). The maximum frequency is lower 
if multiple DIMMs are plugged into the channel. The energy per bit transfer in a DDR bus is 
significant because of the full voltage swing. The energy for DDR3, DDR4, LPDDR2, and 
GDDRS technologies that rely on on-board interconnects is 70 pJ/bit, 50 pJ/bit, 40 pJ/bit, and 
14 pJ/bit, respectively, while that of HBM2 that relies on parallel interposer interconnects is 
3.9 pJ/bit [79, 96, 97]. 


7.1.2 SERIAL BUSES 


A serial bus is increasingly more popular as we move to high-frequency regimes. A serial link can 
offer high bandwidth per pin and low energy per bit. But as we'll describe next, it also has a few 
disadvantages. Note that a serial link is also referred to as a SerDes link because a wide packet 
has to be sent serially (one bit at a time) over the link and has to be put together (deserialized) 
at the receiver. 

Communication on a serial link is performed with low-voltage differential signaling 
(LVDS) on a pair of wires. While this may seem like a high pin overhead (two pins to send 
one bit), that overhead is more than recovered with the speed and energy efficiency that LVDS 
enables. ‘The energy efficiency is enabled by the low voltage swing on the wires. The low voltage 
swing also leads to low cross-talk, thus playing a role in enabling higher clock speeds. The po- 
tential skew among the many wires at high frequency is managed by making each pair of wires 
independent and embedding the clock in the data being transmitted by that pair of wires. How 
is the clock embedded in data? This is achieved with data encoding techniques that guarantee 
roughly equal numbers of 1 s and 0 s, and frequent transitions between 1 s and 0 s in every 
packet. An example popular encoding is 8b/10b, where every 8b packet of data is encoded into 
a new 10b packet of data. However, the link must continuously carry 10b data packets to keep 
the transmitter and receiver synchronized, even when no data communication is required. In 
other words, these dummy data transfers in a serial link consume energy while a corresponding 
parallel bus consumes very little energy when idling. 

Why are serial links attractive? A single serial link (with two wires/pins) can operate at 
frequencies of tens of giga-hertz (since skew is not a concern). ‘Thus, it takes very few wires/pins 
to achieve the target bandwidth of a system even after factoring the 25% bandwidth overhead 
imposed by 8b/10b encoding. ‘Thanks to the low swing nature of the signaling, the energy per 
bit is also lower than that of a parallel interface. 

So why isn't every interface serial? The energy per bit advantage can disappear if the link 
utilization falls below a certain threshold. This is because a serial link is always transferring 10 bit 
packets while a parallel link can idle efficiently. This drawback may be overcome as the power-up 
and power-down modes in serial links are made more efficient [95, 98]. Serial links also tend to 
be short. At longer distances, or when load increases, the energy and frequency advantages start 
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to erode. Therefore, a number of short point-to-point serial links may be required to create a 
large-capacity memory system. Additionally, a serial link requires a non-trivial amount of logic 
at either end to perform 8b/10b encoding/decoding and to packetize the data. Placing this logic 
on every DRAM chip can introduce a significant area and cost overhead. Finally, as analyzed 
in a recent study [98], a serial interface can add extra latency for every hop and is less ideal for 
latency-sensitive workloads. 

The Micron HMC’s link is a prominent example of a serial interface. An HMC has 4 or 
8 serial links that can be used to connect the HMC to processors and other HMCs. Each link 
is itself composed of 16 upstream lanes (each lane uses a pair of differential wires to carry a bit 
per cycle) and 16 downstream lanes. The link operates at frequencies of 10 GHz and higher. At 
10 GHz, a single link offers 20 GB/s upstream and 20 GB/s downstream bandwidth. About 
half the HMC power is in the SerDes signaling circuits, in the neighborhood of about 5 pJ/bit 
and projected to go down to 1 pJ/bit [33, 99, 100]. 

The HMC is also a perfect platform for a serial link. The HMC makes a number of trade- 
off choices that increase bandwidth and lower latency, while incurring a penalty in cost. Each 
HMC package has 4-8 DRAM dies and a logic chip. The SerDes circuits can therefore be 
placed on a logic die instead of on a DRAM die; this allows the high-frequency SerDes circuits 
to use a higher-quality logic process; it also shelters the DRAM die from the demands of a serial 
interface, allowing reuse of existing high-density DRAM layouts. A single SerDes hop enables 
access to 4-8 DRAM dies, thus reducing the hops to reach a given memory capacity. 


7.1.3 DISCUSSION 


We have summarized the pros and cons of both parallel and serial links. To strike a balance, the 
two can also be combined, and this has even been done commercially. As introduced in Sec- 
tion 3.2, a BoB chip can be used as a bridge between different interconnects that are optimal 
for the processor and for memory chips. On one side of the BoB are serial links for high band- 
width/pin to the processor; on the other side of the BoB are parallel DDR links for a low-cost 
high-capacity memory system. 

Our discussion above has focused on the more popular electrical interconnects currently in 
use. Other exotic technologies have also been proposed for processor-memory communication, 
most notably photonics. While photonic interconnects were heavily studied in the past decade, 
they don't seem to have caught on, especially as serial interfaces have provided high bandwidth 
at low cost. The key advantage of photonics is that it provides very high bandwidth that exceeds 
the capabilities of electrical pins (but perhaps not the capabilities of many CMOS chip metal 
layers), and low energy when traversing distances slightly beyond the size of a chip. As such, 
it was a perfect fit for off-chip memory connections. Two ISCA papers delved into the best 
interface to connect memory to the processor using photonics [101, 102]. The work of Udipi 
et al. [101] proposed an interface die in a 3D stacked package of memory dies that houses the 
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optical interface, thus sheltering the DRAM dies from the complexities of “exotic” interconnects 
(similar to the logic die in an HMC). 

As a separate issue, note that the BoB chip or the interface die in a 3D stacked pack- 
age [101] can also take ownership of low-level memory details, i.e., the processor simply pro- 
vides “Read AddressX” or “Write AddressY” commands, while low-level management of timing 
constraints and scheduling can be performed by logic on the BoB chip or interface die. This can 
help reduce the latency overheads of repeatedly using the serial or photonic interface. 

In the coming years, we are likely to see a hierarchy of interconnects in the memory system. 
For example, a processor may be connected to an HBM cache with parallel links (the use of 
parallel links is a key distinguishing feature of HBM, compared to HMC); the processor may 
also use serial links to connect to a BoB, which then uses parallel links to DDR DIMMs. To 
assist with explorations of this potentially vast design space, CACTI 7 [2] adds models for both 
parallel and serial interconnects, with varying lengths, load, frequency, etc. The following figures 
from the CACTI 7 paper show some of the insight revealed by such design space explorations. 

In Figure 7.1, we see two example memory architectures to implement a 4 GB HMC 
cache, backed up by 128 GB of longer-latency memory. ‘The first approach (Figure 7.1a) uses 
two DDR4 channels and two quad-rank LRDIMMs per channel. The second approach (Fig- 
ure 7.1b) uses a network of 32 HMCs. Figure 7.1c then shows a breakdown of memory power 
for either approach, with interconnect (I/O power) shown separately. An analysis like this re- 
veals that a hybrid HMC/DDR&4 architecture is best, and highlights the role of interconnects 
and data movement in future memory organizations. Figure 7.2 also shows how DDR3 and 
DDR4 interconnect power varies for different system parameters: DIMMs per channel (DPC), 
bus frequency, read-intensive or write-intensive workloads, and DIMM type. 
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Figure 7.1: Memory organizations with (a) one HMC “cache” that is backed by 2 DDR4 chan- 
nels and 4 quad rank LRDIMMs and (b) an HMC-only organization with one HMC “cache” 
backed by 32 other 4 GB HMC s. (c) Memory power for these two organizations, as a function 
of the hit rate in the HMC “cache.” Data derived with and reported in CACTI 7 [2]. 
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Figure 7.2: Memory I/O power (mW) for various DDR3/DDR4 design points. Each design 
point represents a different combination of DIMM type, read/write intensity, frequency, and 
DIMMs per channel (DPC). Figure appears in Balasubramonian et al. [2]. 


7.2 MEMORY INTERCONNECT INNOVATIONS 
7.2.1 RECENT WORK 


In this section, we'll first discuss recent attempts to improve the memory channel. Energy of 
parallel links can be reduced with better data encoding and frequency/voltage throttling; mean- 
while, serial links can save energy by shutting off during idle times. Performance can be improved 
by matching the workload to the bandwidth supported by various links. 


Alloy [98] 

‘The authors of the Alloy work make several observations about state-of-the-art serial links. 
‘They show that because of the encoding/decoding pipeline, serial links can add an extra 10-30 ns 
to latency. While some of this may not be on the critical path (a memory request can be encoded 
while it waits in the scheduling queue), a significant fraction is. On the other hand, they can 
offer 4x more bandwidth per pin than a parallel link. In some systems, the demands of appli- 
cations are bimodal, e.g., in an integrated CPU/GPU system, the CPU demands a low-latency 
memory while the GPU demands a high-bandwidth memory. In such systems, the proces- 
sor pins can be allocated to memory regions accessible via serial links or via parallel links. The 
OS then maps latency-sensitive (CPU) pages to the region accessible with parallel links and 
bandwidth-sensitive (GPU) pages to the region accessible with serial links. It is worth noting 
that in many systems, queuing delay is a significant fraction of memory latency; in such systems, 
a high-bandwidth serial interface may help reduce overall latency even if it introduces encod- 
ing/decoding delay. In addition to the above hybrid memory network, Alloy also introduces 
various power-down modes for the serial link. Their characterization shows that the active link 
consumes 63 mW/lane, while a lane in standby consumes 13 mW (mostly leakage) and can 
be woken up in as little as 10 ns. The hibernate mode consumes only 0.6 mW while requiring 
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100 ns for wakeup. Policies to move between these states will be important in achieving the low 
power potential of serial links. 


Memory Network Power Management [95] 

The HPCA 2017 paper by Jian et al. designs policies for exactly that purpose [95]. It 
explores a network of HMC-like memory devices and observes that link IO power, and idle 
link IO power are the main contributors to memory power, potentially contributing nearly 70%. 
This is not surprising for memory networks that are either minimally connected or where the 
network converges to a few links that connect to the processor. When the link to the processor 
is the bottleneck, many of the other network links will inevitably be underutilized, thus burning 
energy for always-on serial links. To reduce idle link IO power, Jian et al. assume various power- 
down modes—rapid on/off that consumes 1% power in off mode and requires 14 ns for wakeup, 
a DVFS mode that requires micro-seconds to modify voltages, and variable link width. Of these, 
the first is most effective. As a first step, Jian et al. show that each memory device can turn links 
off based on its own estimate of latency impact. The power savings can be doubled with more 
network-aware policies that share network state. Such policies ensure that busier routers remain 
powered on longer than less-busy routers; they also try to hide wakeup latencies for links used for 
responses; they also take upstream congestion into account when making power-down decisions. 


Value Similarity 

A number of recent papers have tried to reduce energy in memory interconnects by ex- 
ploiting value locality/similarity. This is motivated by the fact that memory bus frequencies and 
interconnect power have been rising; for example, the bit rate doubled in going from GDDR5 
to GDDR5xX, but the energy per bit only reduced by 19%, thus causing a 63% increase in in- 
terconnect peak power [20]. Lee et al. [20] explain that the parallel interface in state-of-the-art 
GDDRS5 and GDDR5X uses a circuit with pseudo open drain (POD). The current flow through 
the termination resistor leads to asymmetry—transmitting a 1 consumes 37% more energy than 
transmitting a 0. To reduce interconnect energy, it is important to not only reduce the number 
of bit toggles, but also transmit fewer 1 s. Lee et al. introduce a new way to encode a data transfer 
such that it transmits fewer 1 s, while having the side effect of lowering the toggle rate as well. 
This technique can be combined with data bus inversion (DBI)—every byte is sent in its original 
or flipped form so that there are more 0 s than 1 s. DBI, with an overhead of 1 wire per byte, is 
already used in baseline GDDR5 and GDDRSX. ‘The technique of Lee et al. does not require 
any additional metadata or any change to the DRAM interface; it is a data encoding technique 
handled entirely by the memory controller. 

The technique is based on the observation that words in a cache block are often similar to 
each other. The first word is therefore used as a base, and the second word is XOR-ed with the 
base before transmitting. The third word is XOR-ed with the unencoded second word before 
transmitting, and so on. Given the similarity in adjacent words, the encoded data block has 
abundant Os. The authors conservatively use a large base word. This base word then undergoes 
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additional encoding to increase Os; it is recursively partitioned into two halves with the second 
half encoded by XOR-ing with the first half. Further, to handle the special case of zero strings, 
the authors introduce a mapping scheme where an unencoded zero word is transmitted as an 
encoded special word (with very few 1 s). To avoid aliasing, one other word has to swap its 
mapping with the zero word. 

With the above encoding techniques in place, the authors reduce the number of 1 s by 
35%. Combined with DBI, the authors reduce the number of 1 s by 48%, which eventually yields 
a 7% reduction in overall memory energy. 

An earlier paper by Seol et al. [103] also observed value similarity in memory channel 
transfers. To find more opportunities to transmit Os, they compare a word against (say) 64 re- 
cently transmitted words. A diff (XOR) with the most similar word is then transmitted. While 
the chances of finding a similar word are high, the implementation overheads are non-trivial— 
in particular, a table of recently transmitted words must be implemented in DRAM chips and 
the memory controller, and the memory channel must also transfer a pointer to the most sim- 
ilar word. CABLE is another recent approach that uses the processor’s cache as a dictionary 
while implementing compression to reduce off-chip link bandwidth [104]. Related work in- 
cludes “More is Less” [105], which converts a data word into a larger sparse code with fewer 1 s. 
While this lowers energy, it increases the bandwidth demand (just as a one-hot code reduces 
energy but takes more time). It must therefore be employed only when there is under-utilization 
in the bus. 


Managing Bandwidth Across Memory Devices [106] 

Future processors will likely be connected to a set of heterogeneous memory devices to 
form a deeper hierarchy. For example, a processor may be connected to a DRAM cache with 
an HBM interface, in addition to several high-capacity DIMMs with a DDR4 interface. The 
DRAM cache offers an uncontended latency that is only slightly smaller than the uncontended 
latency of the DDR4 interface. The gap is wider when bus contention is considered; the HBM 
interface can offer much higher bandwidth and fewer contention cycles. Gaur et al. [106] observe 
that the benefit of the DRAM cache is strongly influenced by the varying bandwidth pressures 
on the HBM and DDR4 interfaces. If the DRAM cache is very effective and yields a high hit 
rate, it also must deal with more contention cycles for the HBM interface, thus eroding the 
latency advantage of a DRAM cache hit. Gaur et al. therefore augment the DRAM cache with 
policies that can throttle the DRAM cache access rate so that bandwidth pressures on different 
memory channels are somewhat balanced. This is done with an epoch-based technique with 
counters to estimate memory channel contention cycles and the effectiveness of different throt- 
tling techniques. The throttling techniques include the following: avoiding filling the DRAM 
cache on a read miss, avoiding evictions from the previous level to the DRAM cache, avoiding 
the DRAM cache when the next level has a valid copy. 
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HMC Networks 

A couple of papers by Kim et al. [107, 108] advocate for a network of CPUs/GPUs and 
HMC devices. They observe that this leads to efficient communication between CPUs, between 
GPUs, or between CPUs and GPUs, by avoiding intermediate routers and PCle links. A net- 
work of HMCs is organized in the middle and surrounded by CPUs and GPUs. To increase 
path diversity and reduce network diameter, the authors recommend a sliced flattened butterfly 
topology. 

In follow-up work, Zhan et al. [109] co-design the intra- and inter-HMC networks, 
using edge routers so non-local traffic can bypass the intra-HMC network; the intra~- HMC 
network itself uses a dispersion topology, avoiding links between HMC vaults. The authors 
also use compression, but selectively employ it only for far-traveling packets to amortize the 
latency for compression/decompression. They also employ power gating for under-utilized links, 
while still keeping all memory devices connected and supporting deadlock freedom. Poremba 
et al. [110] improve memory network performance by adding express channels, an interposer- 
based package that emulates network concentration, heterogeneous DRAM/NVM networks, 
and distance-based arbitration. More recently, Ogleari et al. [111] propose a more scalable HMC 
network that reconfigures based on nodes that are powered off, and that adapts the path lengths, 
topology, and routing protocol. 


New Interconnect Organizations for DIMMs 

DIMMs are commodities that typically abide by DDR standards. In the past, DIMMs 
that have dared to innovate, e.g., FB-DIMM, have not had much success. Recent DDR stan- 
dards have added innovations for energy and reliability, so it is conceivable that winds have 
shifted enough that DIMMs may evolve to incorporate popular ideas. For example, several 
works have highlighted the varied benefits of sub-ranks—splitting a conventional rank into 
finer-granularity sub-ranks can reduce energy, increase parallelism, and support efficient com- 
pression [17, 18, 67]. In the same vein, Yoon et al. [112] proposed a low-power DIMM or- 
ganization (BOOM) where many low-frequency LPDDR chips and their interconnects are 
eventually multiplexed onto a standard DDR interface through an on-DIMM buffer chip. The 
Centaur memory buffer [113] is another example of a custom commercial DIMM that connects 
to the IBM Power 8 processor with serial links; it integrates a 16 MB cache and several memory 
management features typically handled by the processor. A recent paper [2] also introduces two 
new interconnect models to improve DIMM efficiency. First, it introduces an on-board buffer 
that enables cascaded DDR channels; this helps grow capacity without increasing the load on 
individual DDR channels. Second, it argues for narrow DDR channels and DIMMs as an al- 
ternative way to grow memory capacity without increasing the load on individual channel wires. 
The narrow DDR channel also enables lower frequency for on-DIMM interconnects and lower 
power, similar to the BOOM organization. 
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7.2.2 DISCUSSION 


We've already talked about how a mix of serial and parallel interfaces may be an ideal trajec- 
tory for future memory systems in Section 7.1.3. Most enterprise and high-end platforms satu- 
rate available memory bandwidth, so these high-performance systems will likely use serial links 
where they can—the bandwidth advantage of serial links will usually offset their encoding la- 
tency disadvantage. Similarly, in large datacenters, some servers may have limited amounts of 
local memory, while a few memory blades in a rack may serve as a shared terabyte-scale repos- 
itory of remote memory for applications that demand it [114]. Such terabyte-scale memory 
systems will no doubt use a variety of interconnects and require large amounts of data move- 
ment. More work is therefore required to define an optimal substrate, topology, and protocol. 
The underlying technology is still up in the air, especially with Micron recently discontinuing its 
HMC efforts. If 3D-stacked memory grows in popularity, the memory network could be largely 
constructed with serial links, which are clearly a superior technology. However, if we continue 
to use low-cost DRAM chips that need a parallel interface, hybrid serial-parallel networks will 
be required. No doubt, many of the ideas explored for on-chip networks [115] will also apply to 
these memory networks. As discussed above, some of the low-hanging fruit in these areas (adap- 
tive throttling, data encoding) has already been picked. I anticipate that breakthroughs in this 
area will likely be triggered by new circuits and technologies—just as HMC-like devices injected 
new life in this area, we should keep an eye out for the next wave of exploitable technologies. 
As we'll discuss in Chapter 10, another promising area is the use of near-data computations 
embedded within the network to further reduce data movement. 
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CHAPTER 8 


Memory Reliability 


DRAM cells are implemented on tiny, narrow capacitors that lose their charge in a fraction 
of a second. Yet, DRAM cells are extremely reliable. However, put a trillion of these cells in a 
server, and hundreds of servers in a supercomputer, and the chances of a bit-flip are non-trivial. 
Therefore, memory is typically protected with redundant error correction codes (ECC) that take 
care of both error detection and recovery. 

Today, DIMMs are available with and without ECC; both are commodities produced 
at high volume and low cost. DIMMs without ECC have a 64-bit interface, while ECC 
DIMMs have a 72-bit interface and 12.5% more DRAM chips. Historically, ECC DIMMs 
cost more than 12.5% more than non-ECC DIMMs. The memory controller takes care of stor- 
ing/retrieving 72-bit code words and extracts the 64-bit data word before passing it to the pro- 
cessor. 

The most commonly used ECC code is SECDED (Single Error Correct, Double Error 
Detect), which assigns an 8-bit code to every 64-bit data word. An ECC DIMM can support a 
variety of codes as long as the storage overhead is 12.5%. For example, extracting a 128-bit data 
word from a 144-bit code word can offer higher reliability than SECDED. Codes are usually 
constructed for every 64-bit data word transferred on the memory channel; they are usually not 
constructed for every 512-bit data burst. This is because a failed pin manifests as a single error 
in every 64-bit word, but as eight errors in every 512-bit burst; it is therefore easier to treat each 
64-bit word (or more generally, each pin) independently. 

Most large datacenters typically use ECC DIMMs with SECDED because manageability 
and availability are worth more than the incremental cost of ECC DIMMs. Some mission- 
critical installations demand higher levels of reliability; such systems support “chiphill,” i.e., they 
use codes that can recover even if an entire DRAM chip fails. “Double chipkill” refers to two 
DRAM chips failing. Chipkill correct memories typically use narrow DRAM chips, e.g., x4 
chips, so the code has to tolerate up to 4 consecutive failed bits. 

In this chapter, we'll first provide some basics on memory error tolerance, followed by 
efforts to construct efficient codes for DRAM, and eventually NVMs. 


8.1 BASICS OF DRAM ERRORS 


DRAM Error Taxonomy 
Memory errors are faults that impact observed program state; they are caused by a variety 
of factors: manufacturing defects, high-energy particle strikes, wearout, noise, etc. Failures are 
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measured by the failure in time (FIT) rate, i.e., failures in every billion hours of operation. A hard 
error refers to a bit or pin that is permanently corrupted; a soft error refers to a bit flip caused 
by a transient event, i.e., a subsequent write and read involving that bit will operate correctly. It 
is worth noting that DRAM chips already include spare rows and columns; these are engaged 
in case of permanent faults detected during post-manufacture tests. 

Memory errors are classified by their impact on the system and by their nature. In terms of 
system impact, the error can be a correctable error (CE, no harm done), detected but uncorrected 
error (DUE, quite damaging), and silent data corruption (SDC, catastrophic because the error 
persists and was never detected). 

A number of studies [116-123] have quantified DRAM errors in production settings and 
have classified them based on their nature. The error types include: single-bit errors, double-bit 
(neighboring) errors, row failure, column failure, bank failure, pin failure, chip failure, multi- 
ple random bit errors. These empirical studies are extremely important because they not only 
guide us toward important problems, they also help quantify error rates for new approaches to 
detect/correct errors. We’ll examine one recent study here to explain the research methodology 
and the conclusions they drive. 


Empirical DRAM Error Study [117] 

‘The study by Sridharan et al. [117] logged memory errors in two large supercomputers 
for over a year. One of the supercomputers was equipped with chipkill-detect (ability to de- 
tect complete failure in one DRAM chip), while the other was equipped with chipkill-correct 
memory (ability to correct complete failure in one DRAM chip). The DDR3 DIMMs used x4 
DRAM devices from three different vendors and the memory controller logged all encountered 
errors. By a wide margin, most errors are single-bit, split roughly evenly as soft and hard errors. 
There is a non-trivial number of multi-bit errors as well; most tend to have spatial correlation, 
e.g., an entire row being corrupted, potentially by row-hammer causes. The authors point out 
that parity checks for the address/command bus are vital. They also observed that for some of 
the vendors, the transient error rate increased with altitude (one of the installations was at ele- 
vation of nearly 8,000 feet), as much as 3x for one vendor. Because of the error logs with the 
strong error detection in these supercomputers, the authors were able to simulate the impact 
of weaker error detection codes like SECDED. ‘They observed that a SECDED code would 
have an undetected error rate of 21.7 FIT per DRAM device, which translates to more than one 
undetected error daily for a supercomputer. Based on this, and projections to future memory 
capacities, the authors claim that SECDED is insufficient for modern large-scale installations 
and future systems may need codes even stronger than chipkill correct. 


Scrubbing 

Many systems will typically employ a background scrubbing operation that reads every 
memory block into the processor, and upon finding a correctable error, writes the corrected 
block back into memory. This is useful in identifying hard errors (which sometimes triggers 
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DIMM replacement in a datacenter), and in reducing the incidence of multiple (potentially 
uncorrectable) errors. This is a more expensive process than refresh because it involves data 
movement into the processor and ECC check; it is therefore performed at a slow rate of a few 
giga bytes per hour [116]. 


Single Bit Protection 

Correction codes can be constructed in many ways. Most readers are probably familiar 
with RAID, which are simple error correction constructions because each disk controller takes 
care of error detection with cyclic redundancy checks (effectively a hash). Those solutions don't 
apply to DRAM because each DRAM chip does not have in-built error detection (that may 
be changing though). A DRAM error correction code must take care of both detection and 
correction. A 61-bit BCH code (Bose-Chaudhuri-Hocquenghem) can protect up to 1023 data 
bits from up to 6 errors [124]. But if such a code were used to protect 512 data bits, a pin failure 
would result in 8 errors, which would be uncorrectable. Therefore, the Hamming SECDED 
code [125, 126] is most widely used for DRAM. With the Hamming code, m code bits can 
protect k information bits, where 2”~! > m + k. Given this relationship, an 8-bit code can 
protect (single error correct, double error detect) data fields as large as 120 bits; a 7-bit code can 
protect data fields as large as 57 bits. Attaching an 8-bit code to every 64-bit data transfer is 
most compatible with the DDR standard. 


Commercial Chipkill Implementations 

The work of Kim et al. [127] provides an excellent background on codes and commercial 
implementations; we summarize some of that discussion here. Chipkill operates at the granular- 
ity of multi-bit symbols and uses Reed-Solomon (RS) codes. SSCDSD refers to single symbol 
correct, double symbol detect, i.e., it can handle all bits in a single symbol failing. Typically, all 
the bits produced by a DRAM chip on a clock edge constitute a symbol; if a chip fails, one sym- 
bol is corrupted. To correct an error in one symbol out of many, additional check symbols are 
required. Assuming a symbol size of 4 bits, 2 check symbols are enough for single symbol error 
detection and 3 check symbols are enough for single symbol error correction in up to 15 data 
symbols. Such a design is not a good fit for the DDR standard (only 60 data bits transmitted 
on a 72-bit channel in every beat), so 4 check symbols are typically used to create an SSCDSD 
code, capable of correcting an error in many more data symbols. Since the DDR standard with 
ECC demands a bus width in multiples of 72, the 4 check symbols are appended to 32 data 
symbols. This is therefore implemented with 36 x4 chips spread across two 72-wide memory 
channels [128, 129]. This is a steep overhead in terms of limited rank/channel parallelism, over- 
fetch to the processor, overfetch to the row buffers on several chips, and overall memory energy. 

Newer systems [130, 131] use two beats of a x4 chip to create an 8-bit symbol, i.e., 
a failed chip only impacts one symbol. Because of the larger symbol size (and intuitively, its 
greater information content), only 2 check symbols are enough to perform single symbol cor- 
rection (SSC). This allows a DDR-compatible SSC implementation with 16 + 2 x 4 chips and 
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a 72-bit channel. This code does not provide detection of two symbol failures, so other tech- 
niques [127, 130] are required to identify the common case scenario where at least some of the 
multi-symbol failures are previously identified errors. This also forms the basis for some double 
chipkill commercial approaches that downgrade to a weaker code after the first hard error has 
been detected [127]. 


DDR RAS Features 

As technology scales, miniscule amounts of charge are being stored in DRAM cells 
that are very narrow/deep, and bits are subjected to noisy transmission over high-frequency 
links [132, 133]. The DRAM industry is acutely aware of the need for greater RAS (reliabil- 
ity, availability, serviceability) in future memories; this is reflected in a number of features that 
have found their way into the DDR4/DDR3 standards. DRAM chips are including support 
for in-DRAM error detection/correction [134]. Transmissions on the memory channel are sup- 
ported by parity checks for the address/command bus and cyclic redundancy checks for the data 
bus [135]. The data bus also supports data bus inversion at byte granularity to reduce energy. 
And unlike DDR4 where ECC DIMMs are provisioned with 12.5% redundancy, DDR5 ECC 
DIMMs are provisioned with 25% redundancy. Such DDR5 DIMMs will support ranks with 
a width of 32 (data) + 8 (ECC) or 64 (data) + 16 (ECC). We will therefore see a number 
of future works that exploit this generous DDR5 metadata space for better RAS, compression, 
security, etc. 


8.2 MEMORY RELIABILITY INNOVATIONS 


There are a number of works that improve system metrics while providing high levels of mem- 
ory reliability. We’ll discuss some of the varied approaches here. The first three are examples 
of multitier codes; because of their greater complexity, they have not yet been embraced com- 
mercially. Most commercial implementations employ single-tier codes, i.e., the redundant code 
has enough information to both detect and correct a specified number of errors. This section 
also discusses a number of approaches to handle hard errors. While the early part of the decade 
focused on soft errors and better organized codes for DDR-based chipkill, recent interest has 
hovered on hard errors, in- DRAM ECC, and reliability for 3D-stacked memory. 


Virtualized ECC, Yoon and Erez [136] 

Yoon and Erez introduce the concept of tiered error protection for main memory. They 
break up the code into a first tier of error detection and a second tier of error correction. In the 
case of chipkill, two symbols are required for error detection (tier 1), while a third and possibly 
fourth symbol are used for error correction (tier 2). The tier 1 code can be accommodated on an 
ECC DIMM and is fetched along with the data block; shrinking the width of the code helps 
shrink the width of the rank and favorably impacts memory parallelism and energy. The tier 2 
error correction code is stored separately in other pages managed by the operating system. In the 
uncommon case, when an error is flagged by tier 1, the tier 2 code is fetched. Of course, on every 
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write, the tier 2 codes must be updated. To lessen this impact, they are cached in the LLC. By 
virtualizing error correction, the OS has the flexibility to implement stronger or weaker codes 
to match application requirements. 


LOT-ECC, Udipi et al. [137] 

Most chipkill correct techniques rely on RS codes and the requirement of 3 or 4 check 
codes. This places limitations on the width of each DRAM chip and the number of chips that 
must be ganged together for every data fetch. Udipi et al. introduce a new coding approach to 
provide nearly the same level of resilience while removing the above limitations. The technique 
uses three tiers of protection. The data block is scattered across 9 x8 chips; each chip also has 
room for a hash that serves as a tier 1 error detection code. Once the erroneous chip is detected, 
its contents are corrected with RAID-like parity (tier 2 protection). The parity itself must be 
scattered across the DRAM chips and protected with a third tier of parity in case one of the 
DRAM chips has failed. The work therefore designs codes for memory system efficiency (par- 
allelism and energy) instead of mapping unmodified codes to the memory system; the trade-off 
is higher storage overhead for codes and a higher SDC rate. 


Multi-ECC, Jian et al. [138] 

With Multi-ECC, Jian et al. fix some of the drawbacks of LOT-ECC while preserving 
its parallelism and energy benefits. The extra chip per rank is used for error correction, assuming 
that the error location has been detected. This error localization is performed with checksums for 
each DRAM chip. Given the potential storage overhead of strong checksums, these checksums 
are shared across multiple lines. These designs highlight the inter-play between various codes 
and the trade-offs in memory system metrics. 


Bamboo ECC, Kim et al. [127] 

Bamboo ECC builds on the chipkill strategy used in newer AMD chips and creates the 
state-of-the-art single-tier technique. Just as the AMD chipkill approach [130] uses 2 beats 
from a x4 chip to create an 8-bit symbol, Bamboo ECC uses 8 beats from a pin to create an 
8-bit symbol. The use of few pins and more beats makes this a tall/skinny “Bamboo” family of 
codes. The key advantage here is that it provides a more favorable and DDR compatible gran- 
ularity. With just 2 redundant symbols (pins), an SSC code, equivalent to single-pin-correct 
(SPC), can be constructed for the 64 DDR data symbols (pins), i.e., SPC would not even 
require all the pins and memory provided by an ECC DIMM. The code strength can be in- 
creased: 4 redundant symbols can provide single-pin-correct-triple-pin-detect (SPC-TPD), 8 
redundant symbols can provide quad-pin-correct (QPC), and 16 redundant symbols can provide 
octuple-pin-correct (OPC). With the 8 redundant pins on an ECC DIMM, one may start by 
implementing QPC, but as hard errors are discovered, graceful degradation to SPC-TPD and 
SPC can be implemented. The resulting system has very high reliability and favorable system 
performance/energy metrics. The only drawback with this flexible approach is that unlike prior 
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chipkill techniques, the code has a large number of symbols (72), resulting in a 16x increase in 
transistors for decoding (which itself is a small fraction of the overall chip). 


COP, Palframan et al. [70] 

Palframan et al. show how error correction can be provided in the common case with non- 
ECC DIMMs, i.e., with no storage or bandwidth overhead. In doing so, they also augment our 
“architecture toolbox”—tricks that one may apply to other system problems. The authors attempt 
to compress each block; if the block is compressed, there is room to introduce Hamming ECC 
codes. The authors break up the 512-bit block into four regions, each using an 8-bit Hamming 
code to protect 120 bits of data. When a block is read and the four Hamming codes are correct, 
the block is assumed to be in compressed format and is accordingly decoded. If one Hamming 
code flags an error, the block is assumed to be compressed and the single error is corrected. If 
multiple Hamming codes are incorrect, the block is assumed to be uncompressed and the data 
is accepted as-is, i.e., it has no error protection and this is hopefully the uncommon case. ‘Thus, 
ECC is being used to figure out if a block is compressed or not, avoiding separate metadata to 
track compressibility. If an uncompressed block coincidentally appears to have three or more 
correct Hamming codes, it is kept in cache and not written to memory—this prevents the block 
from being mistakenly interpreted as a compressed block. Finally, if uncompressed blocks need 
error protection as well, a separate memory region is reserved for their Hamming codes. A 
pointer at the start of the uncompressed block points to this Hamming code and the data bits 
displaced by the pointer. 


Tolerating Hard Errors and In-Memory Error Correction 

Nair et al. [133] observe that DRAM technology scaling results in deep cells that are more 
vulnerable to permanent faults. They argue for additional error protection that goes beyond ECC 
DIMMs and that can handle 100x higher bit error rates. The authors employ error profiling to 
create a Fault Map (stored in memory and cached on chip) that tracks if a 64-bit word has 0, 1, 
or 1+ errors. Words with errors are replicated in memory and accessed in case of errors that are 
uncorrected by ECC. Follow-up work from Son et al. [139] tried to address the same problem 
by adding an SRAM cache on each DRAM chip to service requests for faulty cells. On the other 
hand, FreeFault [140] and RelaxFault [141] lock faulty data in the LLC. 

The impending unreliability of DRAM cells has prompted multiple proposals for in- 
DRAM error detection and correction [142, 143]. Udipi et al. [19] introduced in- DRAM 
checksums to flag an error; these were then augmented by RAID-like techniques across many 
DRAM chips. Nair et al. [144] evaluate a similar approach with in-DRAM ECC. 

The work of Cha et al. [132] provides the best motivation for in-DRAM error checks. 
The authors show the effect of shrinking the cell capacitance for 4,500 DRAM dies manufac- 
tured with a Samsung 25 nm DRAM process. The results show a 100x increase in errors, high 
sensitivity to temperatures, and random distribution of errors. With circuit simulations, the au- 
thors also show an increase in random bit errors in future technologies because of variations in 
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retention time and write recovery time. Samsung has also designed an LPDDR4 DRAM with 
support for single-bit error correction [134]. That prototype adds an 8-bit Hamming code to 
every 128-bit word, introducing an area, latency, and power overhead of 6%, 10%, and 3%, re- 
spectively. Cha et al. [132] also show that the 128 + 8 bit code is an ideal design point that is 
also compatible with rank-level ECC techniques. They note that on writes, the bits being mod- 
ified on an individual chip are a subset of the 128 + 8 code; this requires a read-before-write 
operation that slows down writes. This has a small impact on performance. If a burst of writes 
is being performed and all 128 data bits on a chip are being modified, the read-before-write can 
be avoided. 

Gong et al. [145] take an alternative route to reduce the overfetch and read-before-write 
overheads of in-DRAM ECC. The authors sidestep the in-DRAM correction and simply pass 
the redundant bits back to the memory controller. This is done by increasing the burst size from 
8-10. With these additional bits at its disposal, the memory controller can implement stronger 
rank-level codes, thus improving reliability beyond what is possible by combining in- DRAM 
ECC and rank-level ECC. 


Hard Errors in NVM 

There is also a body of NVM work that deals with the high hard error rates caused by the 
limited endurance of NVM cells. Ipek et al. [146] dynamically replicated pages with hard errors. 
Schechter et al. [147] replace ECC with error correction pointers that store pointers to failed 
bits in a line and the correct values for those bits. Seong et al. [148] note that in some NVMs, 
the hard errors are stuck-at faults; the cell is therefore still usable as long as the word is selectively 
written in its raw form or in its inverted form. FREE-p [149] uses an erroneous line to store 
(replicated) pointers to an error-free version of the line. NVMs are also vulnerable to correlated 
soft errors, e.g., because of resistance drift phenomena; Awasthi et al. [150] design scrub policies 
to efficiently detect impending uncorrectable states. More recently, Zhang et al. [151] design two 
tiers of codes to deal with NVM errors; traditional DRAM-like codes are used at runtime, but a 
second set of codes at larger data block granularity are used when the error rate is high or when 
recovering after a reboot. Treating long-term errors and runtime errors differently in this way 
leads to overall lower storage overhead. 


Heterogeneous Memory Trade-Offs 

Gupta et al. [152] make the observation that tiered memory systems with in-package 3D- 
stacked memory and off-package DDR memory can introduce performance/reliability trade- 
offs. The premise is that in-package memory can have higher failure rates because of TSVs 
and it suffers from higher bandwidth/storage overheads from error correction codes [153]. It is 
therefore viewed as the higher performing, but less reliable tier of memory. The authors make 
the case that the ideal data placement policy is one where the in-package memory contains hot 
pages with low-risk data. They show that nearly 40% of pages are hot and have low architectural 
vulnerability factor (AVF, a measure of risk to the program). Gupta et al. design heuristics to 
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steer such pages to the in-package memory, yielding an increase in reliability while suffering 
minor performance losses. 


8.3 DISCUSSION 


DRAM chip error rates are expected to increase as technology continues to shrink [117, 133]; 
soft and hard errors are expected to be high for some non-volatile memories as well. Memory 
reliability will therefore be vital in the future [117]. Reliable memory systems deal with vari- 
ous trade-offs: storage overhead, bandwidth overhead, granularity/parallelism for data access, 
error rates, etc. Most recent innovations in this area are therefore trying to provide high levels 
of error tolerance with minimal overheads. Single-tier reliability also appears more viable for 
industry. Students looking for impactful problems may want to focus more on the trade-offs 
involved in chipkill or double-chipkill systems. While the overhead of chipkill reliability has 
shrunk significantly for commodity DDR, it continues to be a challenge for memory systems 
with fine-grained data access, including emerging 3D-stacked memories. Similarly, the over- 
head of updating in- DRAM ECC remains an open problem. 
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CHAPTER 9 


Memory Refresh 


Most computer scientists have no idea that the entire contents of their memory are refreshed 
more than a dozen times every second. The DRAM retention time is very small—64 ms. So 
every one of the billions of DRAM cells in any system must be read and restored every 64 ms. 
At first, this appears to be a very burdensome process. Thanks to some super engineering, in most 
technologies, the overheads of refresh are fairly small. But the refresh overhead is projected to 
grow as cells continue to shrink. In anticipation of this high overhead refresh, a number of 
alleviating techniques have been proposed, which we will discuss in this chapter. 


9.1 REFRESH BASICS 


Frequency of Refresh Operations 

The charge on a DRAM cell weakens over time. The DDR standard requires every cell 
to be refreshed within a 64 ms interval, referred to as the retention time. Typically, most cells 
can retain their charge for much longer than that. But with a conservative DDR specification, 
DRAM vendors can better tolerate the inevitable weak cells on a chip. A more aggressive reten- 
tion time (say, 128 ms) would have lowered the refresh burden, but would have resulted in more 
failed cells per chip and lower yield. At temperatures higher than 85°C (referred to as extended 
temperature range), the retention time is halved to 32 ms to accommodate a higher leakage rate 
per cell. 

‘The refresh of a memory rank is partitioned into 8,192 smaller refresh operations. One 
such refresh operation has to be issued every 7.8 us, which is simply 64 ms/8192. This 7.8 us 
interval is referred to as the refresh interval, tREFI. The DDR3 standard requires that eight 
refresh operations be issued within a time window that equals 8 x tREFI. This gives the memory 
controller some flexibility when scheduling refresh, i.e., some of the refresh operations can be 
delayed if the memory controller is busy performing other more urgent operations. Refresh 
operations are issued at the granularity of an entire rank in both DDR3 and DDR4. Before 
issuing a refresh operation, the memory controller precharges all banks in the rank. It then 
issues a single auto-refresh command to the rank. DRAM chips maintain a row counter to 
keep track of the last row that was refreshed—this row counter is used to determine the rows 
that must be refreshed next. Thus, the low-level details of refresh are managed internally by the 
DRAM chips, while the memory controller is only responsible for periodically reminding the 
chips to perform their next refresh. The DRAM chip can also enter self-refresh mode where 
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many of the clock/IO circuits are disabled for low power, and an internal analog timer is used 
to perform refreshes without memory controller intervention. 


tRFC and Recovery Time 

Upon receiving a refresh command, the DRAM chips enter a refresh mode that has been 
carefully designed to perform the maximum amount of cell refresh in as little time as possible. 
During this time, the current carrying capabilities of the power delivery network and the charge 
pumps are stretched to the limit. Hence, no other read/write operations can be performed on 
the chip while the refresh is underway. The operation lasts for a time referred to as the refresh 
cycle time, tRFC. Toward the end of this period, the refresh process starts to wind down and 
some recovery time is provisioned so that the banks can be precharged and charge is restored 
to the charge pumps. Providing this recovery time at the end allows the memory controller to 
resume normal operation at the end of tRFC. Without this recovery time, the memory controller 
would require a new set of timing constraints that allow it to gradually ramp up its operations in 
parallel with charge pump restoration. Since such complexity can’t be expected of every memory 
controller, the DDR standards include the recovery time in the tRFC specification. As soon as 
the tRFC time elapses, the memory controller can resume its otherwise most current-intensive 
operations—issuing four consecutive Activate commands to different banks in the rank. 


Refresh Penalty 

On average, in every tREFI window, the rank is unavailable for a time equal to tRFC. 
So for a memory-bound application on a 1-rank memory system, the percentage of execution 
time that can be attributed to refresh (the refresh penalty) is tRFC/tREFI. In reality, the re- 
fresh penalty can be a little higher because directly prior to the refresh operation, the memory 
controller wastes some time precharging all the banks. Also, right after the refresh operation, 
since all rows are closed, the memory controller has to issue a few Activates to re-populate the 
row buffers. These added delays can grow the refresh penalty from (say) 8% in a 32 Gb chip to 
9%. The refresh penalty can also be lower than the tRFC/tREFT ratio if the processors can con- 
tinue to execute independent instructions in their reorder buffers while the memory system is 
unavailable. In a multi-rank memory system, the refresh penalty depends on whether ranks are 
refreshed together or in a staggered manner. If ranks are refreshed together, the refresh penalty, 
as above, is in the neighborhood of tRFC/tREF'. If ranks are refreshed in a staggered manner, 
the refresh penalty can be greater. For example, in a 4 rank system, portions of memory are 
unavailable for a fraction of time that equals 4xtRFC/tREFI. Since all threads typically scatter 
their requests across all ranks in the system, all threads are vulnerable to stalls during these pe- 
riods of unavailability. In spite of the potentially lower performance with staggered refresh, it 
is is frequently employed because it reduces the memory’s peak power requirement. Note that 
refresh is the most current-intensive operation in DRAM and we ideally don’t want all ranks to 
be refreshing at the same time. 
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Misconceptions Regarding Refresh 

Now consider how a few rows in all banks are refreshed during the tRFC period. As 
DRAM chip capacities increase, the number of rows on the chip also increases. Since the reten- 
tion time (64 ms) and refresh interval (7.8 us) have remained constant over the years, the number 
of rows that must be refreshed in every refresh interval has increased. In modern 4 Gb chips, 
eight rows must be refreshed in every bank in a single tRFC window. Some prior works have 
assumed that a row refresh is equivalent to an Activate+ Precharge sequence for that row. There- 
fore, the refresh process was assumed to be equivalent to eight sequential Activate+Precharge 
commands per bank, with multiple banks performing these operations in parallel. However, 
DRAM chip specifications reveal that the above model over-simplifies the refresh process. First, 
eight sequential Activate+Precharge sequences will require time = 8 x tRC. Fora 4 Gb DRAM 
chip, this equates to 390 ns. But tRFC is only 260 ns, i.e., there is no time to issue eight sequen- 
tial Activate+Precharge sequences and allow recovery time at the end. Also, parallel Activates 
in eight banks would draw far more current than is allowed by the tFAW constraint. Second, the 
DRAM specifications provide the average current drawn during an Activate/Precharge (IDD0) 
and Refresh (IDD5). If Refresh was performed with 64 Activate+ Precharge sequences (64 = 
8 banks x 8 rows per bank), we would require much more current than that afforded by IDD5. 
Hence, the refresh process uses a method that has higher efficiency in terms of time and current 
than a sequence of Activate and Precharge commands. 


The Details of a Refresh Operation 

While the specific details of a refresh operation may vary across chips and vendors, below 
are some insights that help explain some of the secret sauce behind the latency and current 
efficiency of refresh. A bank is designed with a number of subarrays. For example, a bank may 
have four subarrays, of which only one is accessed during a regular Activate operation. This 
observation also formed the basis for the subarray-level parallelism (SALP [82]) idea of Kim 
et al. During a refresh operation, the same row in all four subarrays undergo an Activation 
and Precharge. In this example, four rows worth of data are thus being refreshed in parallel 
within a single bank. The current requirement for this operation is not 4x the current for a 
regular Activate; by sharing many of the circuits within the bank, the current does not increase 
linearly with the extent of subarray-level parallelism. Thus, a single bank uses the maximum 
allowed current draw to perform parallel refresh in a row in every subarray; each bank is handled 
sequentially (refreshes in two banks may overlap slightly based on current profiles), and there is 
a recovery time at the end. In short, a refresh operation is a finely-tuned and efficient process, 
one that is best left in the hands of DRAM circuit designers. 


Refresh in DDR4 

An important change introduced in DDR4 devices is a Fine Granularity Refresh (FGR) 
operation [8]. FGR-1x can be viewed as a regular refresh operation, similar to that in DDR3. 
FGR-2x partitions the regular refresh operation into two smaller “half-refresh” operations. In 
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essence, the tREFI is halved (half-refresh operations must be issued twice as often), and the 
tRFC also reduces (since each half-refresh operation does half the work). FGR-4x partitions 
each regular refresh operation into four smaller “quarter-refresh” operations. Since each FGR 
operation renders a rank unavailable for a short time, it has the potential to reduce overall queu- 
ing delays for processor reads. But it does introduce one significant overhead. A single FGR-2x 
operation has to refresh half the cells refreshed in an FGR-1x operation, thus potentially re- 
quiring half the time. But an FGR-2x operation and an FGR-1x operation must both incur the 
same recovery cost at the end to handle depleted charge pumps. DDR4 projections for 32 Gb 
chips show that tRFC for FGR-1x is 640 ns, but tRFC for FGR-2x is 480 ns. The overheads of 
the recovery time are so significant that two FGR-2x operations take 50% longer than a single 
FGR-1x operation. Similarly, going to FGR-4x mode results in a tRFC of 350 ns. Therefore, 
four FGR-4x refresh operations would keep the rank unavailable for 1400 ns, while a single 
FGR-1x refresh operation would refresh the same number of cells, but keep the rank unavail- 
able for only 640 ns. The high refresh recovery overheads in FGR-2x and FGR-4x limit their 
effectiveness in reducing queuing delays. In fact, some results [154] show that FGR is never bet- 
ter than traditional refresh. Given this more recent data about the high cost of refresh recovery 
overheads, techniques like Refresh Pausing [155] are also likely to be ineffective. 


Refresh in LPDDR2 

LPDDR2 also provides a form of fine granularity refresh. It allows a single bank to be 
refreshed at a time with a REFpb command (per-bank refresh). For an eight-bank LPDDR2 
chip, eight per-bank refreshes handle as many cells as a single regular all-bank refresh (REFab 
command). A single REFpb command takes much more than 1/8” the time taken by a REFab 
command—REFab takes 210 ns in an 8 Gb chip and REFpb takes 90 ns. Similar to DDR4’s 
FGR, we see that breaking a refresh operation into smaller units imposes a significant overhead. 
However, LPDDR2 adds one key feature. While a REFpb command is being performed in one 
bank, regular DRAM operations can be serviced by other banks. DDR3 and DDR4 do not 
allow refresh to be overlapped with other operations. Micron datasheets indicate that a REFpb 
probably has a current profile that is somewhere between a single-bank Activate and a REFab. 


Refresh Scaling Trends 

Most papers on DRAM refresh have been motivated by the following projections. Re- 
fresh overheads have been expected to increase dramatically as DRAM chip capacities increase. 
In recent years, DRAM capacities have increased thanks to stacking, and not because of scaling, 
so the projected higher tRFC values haven't emerged yet. Table 9.1 shows the expected scaling 
trend [8], including the tRFC/tREFI ratio that is indicative of the refresh performance over- 
head. Note that the refresh energy overhead is typically higher than the performance overhead 
since the current draw during refresh is higher than the average current draw during regular 


operation. The table also shows the tRFC and tREFI for the various FGR modes. 


9.2. REFRESH INNOVATIONS 63 
Table 9.1: Refresh latencies for high DRAM chip capacities [8] 
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The number of cells that must be refreshed in every tRFC increases linearly with capacity. 
‘Therefore, we also see a roughly linear increase in tRFC. In future 32 Gb chips, the tRFC is 
expected to be as high as 640 ns, giving a tRFC/tREFI ratio of 8.2%. At high temperatures, 
this ratio doubles to 16.4%. The performance overhead can be even higher when employing 
staggered refresh across ranks. tREFI will also reduce if DRAM cell capacitances reduce in the 
future [133]. In a 3D stacked package, the number of cells increases without a corresponding 
increase in pin count and power delivery [85 ]—this too can result in a high tRFC. 


9.2 REFRESH INNOVATIONS 


9.2.1 EMPIRICAL STUDIES AND RETENTION TIMES 


In the past decade, a number of empirical studies have been performed to understand DRAM 
cell retention times [156-158] and DRAM cell parameter/latency variations [90, 91, 93]. An 
early characterization [156] showed that very few DRAM cells on a chip are likely to lose data 
if the standard refresh interval of 64 ms is quadrupled. In short, there are a few weak cells that 
impose a very conservative refresh frequency on the billions of DRAM cells on a chip. 

Assuming that these weak cells can be identified, mechanisms can be instituted to con- 
servatively handle weak cells, while relaxing the constraints on strong cells. RAIDR [159] does 
exactly this. It assumes that rows containing weak cells can be identified; rows are then grouped 
into two bins depending on whether they contain weak cells or not. This grouping can be ef- 
ficiently performed with Bloom filters. The two groups then employ different refresh intervals, 
thus significantly lowering refresh overheads. In an early work, Venkatesan et al. [160] also 
propose that the OS can preferentially allocate pages with long retention times. 

However, in their follow-up work, Liu et al. [157] observe that identifying weak cells is 
not as easy as expected. With empirical measurements on hundreds of DRAM chips using an 
FPGA infrastructure, they show that cell retention time does not remain constant for a cell. In 
particular, they identify two new phenomena—variable retention time (VRT) that causes a cell’s 
retention time to evolve over time, and data pattern dependence (DPD) where a cell’s retention 
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time is a function of data stored in nearby cells. Both phenomena make it harder to bin a cell as 
weak or strong. With sufficient profiling effort, and by sampling with a number of data patterns, 
the effects of DPD may be captured. But the existence of VRT implies that such profiling must 
be performed continuously, i.e., the profiling overheads may be non-trivial. 

In more recent work, Patel et al. [158] try to lower the profiling overheads. Their goal is 
to capture a vast majority of the weak cells (over 99% coverage) with as little effort as possible. 
With an empirical characterization of DRAM chips, they show that this is possible by checking 
for retention time failures at a much higher refresh interval. This approach is so effective at 
finding the weak cells that it achieves sufficient coverage with fewer iterations than the baseline 
approach that uses a shorter refresh interval. However, the longer refresh interval may result 
in each iteration taking longer. To further complicate the profiling, some non-weak cells in the 
above approach get marked as weak, i.e., it results in more false positives. Thus, designing an 
effective profiling mechanism requires navigation of a complex trade-off space. Even with such 
continuous profiling, because of VRT, a cell categorized as strong may evolve and become weak; 
to overcome any resulting errors from these false negatives, we may have to rely on strong ECC 
measures. The efficient characterization and handling of DRAM cells therefore remains an open 
and complex problem. 

In addition to addressing the profiling overheads, a few efforts have tried to directly allevi- 
ate the effects of DPD and VRT. Note that these proposals are in the context of a system where 
some rows are refreshed at slower rates than others. Khan et al. [161] try to detect vulnerability 
to DPD-caused errors during writes and lower the overheads of this detection by only targeting 
writes to specific pages. Qureshi et al. [162] increase the refresh rate for a row if a VRT error 
shows up in that row. Orthogonally, stronger ECC codes can be allocated to error-prone regions 
of memory [163, 164]. 

Bhati et al. [165] note that techniques that elide refresh for certain memory regions need 
additional support within the DRAM chip. The DRAM chip has its own book-keeping coun- 
ters and automatically refreshes the next set of rows on every refresh command; the DRAM chip 
must therefore recognize a dummy refresh command that advances the internal counters with- 
out performing refresh. This allows the memory controller to retain its sophisticated decision- 
making and efficiently dictate variable refresh rates in each memory region. 

In addition to the profiling studies of commercially available DRAM chips, we have pre- 
viously discussed the work of Cha et al. [132]. That work manufactures DRAM dies with lower 
cell capacitance and shows its high impact on error rates and its high sensitivity to temperature. 
With additional simulation based evaluations, that study concludes that the discussed problems 
will only worsen as technology continues to scale. 
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9.2.2 ALTERNATIVE HARDWARE TECHNIQUES 


We've seen above that a whole body of refresh research tries to apply different refresh rates to 
different rows in memory, but requires a complex supporting ecosystem. We will now discuss 
some alternative techniques that also reduce or hide refresh overheads. 

Some of the early work in this area includes the following. Elastic Refresh schedules 
refresh during predicted idle times [166]. Ifa rank has been idle for a while, a refresh is scheduled 
to that rank; after eight refresh intervals, any pending refreshes are forcibly performed. Smart 
Refresh avoids refresh of rows that have been recently read/written [167]. It requires additional 
book-keeping within the memory controller and changes to the DRAM refresh interface. 

More recently, a couple of papers [168, 169] overlapped regular DRAM operations with 
a lightweight refresh operation. As discussed in Section 9.1, LPDDR2 introduces one such 
lightweight refresh operation—the per-bank refresh. Unlike DDR’s FGR modes, the per- 
bank refresh allows other banks to concurrently service regular DRAM operations. It can thus 
serve as a light (and slow) background refresh while the DRAM operates with slightly lower 
parallelism—this idea clearly has merit and with more innovations, it may serve as an elegant 
and commercially viable approach to hide refresh overheads. Chang et al. [169] project that a 
similar per-bank refresh in DDR would perform about 5% better than the conventional all-bank 
refresh. To boost this improvement, Chang et al. [169] and Zhang et al. [168] introduce better 
scheduling of refresh and regular operations; for example, Chang et al. try to schedule per-bank 
refreshes during a write drain. Further, they allow some subarrays in a bank to work on refresh 
while other subarrays can service regular operations. As explained earlier, refresh is a carefully 
engineered process and some of the mechanisms in these papers may not be compatible with 
a baseline refresh process. For example, if the baseline refresh process concurrently involves all 
subarrays in a bank to boost efficiency, it may not be possible to easily implement additional 
parallelism within a bank. 

The recent Nonblocking Refresh technique [170] is a clever implementation of a 
lightweight background refresh while allowing concurrent regular operations. It is an inter- 
esting application of erasure codes to hide the latency of accessing unavailable data. In chipkill 
correct memory systems (or more generally, in systems where redundant bits are stored to en- 
able error detection/correction), 18 DRAM chips may be involved in fetching one data block. 
With erasure codes, 16 of these chips contribute the actual data, one chip has information for 
error detection, and one chip has information for error correction once an entirely faulty chip 
has been identified. When a refresh command is issued to such an 18-chip rank, in round-robin 
fashion, one of the chips proceeds with refresh, while the other 17 chips skip the refresh (this 
requires simple logic within the DRAM chip). This rank is not unavailable at this time; it can 
service regular operations; but one chip that is busy with refresh, fails to provide data. With 
erasure codes, error detection has high latency, while error correction only requires a few cycles. 
Since a known chip has failed to provide data, the correction algorithm is used to quickly re- 
construct the missing data. With all information now known, the error detection algorithm can 
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be applied to provide the same fault tolerance guarantees as before. When errors are detected, 
the correction is slowly performed after the refresh has completed. 

With this Nonblocking Refresh approach, refresh has a minimal impact on read latency 
and bandwidth. It does require more frequent refresh commands per rank, but all chips in the 
rank ignore a large fraction of these refresh commands. Writes are more problematic because 
they do require an update of every chip in the rank. To handle writes, only some of the ranks are 
involved in Nonblocking Refresh at a time, while other ranks are not involved in any refresh; 
the memory controller then favors writes to these other ranks during the write drain process. 

We have thus seen two examples of a “lightweight refresh’—one that keeps only a few 
banks busy in a rank and one that keeps only a few DRAM chips busy in a rank. 


9.2.3 ALTERNATIVE SOFTWARE TECHNIQUES 


System software can also play a role in lowering refresh overheads. Isen et al. [171] observe that 
pages that have been freed need not be refreshed. In a similar vein, RAPID [160] steers the OS 
toward using pages with long retention times. Flikker [172] tries to identify application pages 
that can tolerate lower fidelity. Such pages are then refreshed at a lower frequency. This can be 
an effective technique in the toolkit for approximate computing. 

More recently, Shevgoor et al. [154] show that OS page mapping is more effective at hid- 
ing refresh overheads than many of the hardware-based techniques. Most DRAM refresh papers 
have ignored the issue of simultaneous vs. staggered refresh. From a system vendor perspective, 
staggered refresh across ranks is desireable because it lowers the memory peak power require- 
ment [8]. But with staggered refresh, for a large fraction of execution time, a subset of memory 
is unavailable. Since applications typically spread their pages across all ranks, all applications are 
potentially affected when a portion of memory is unavailable. As a result, staggered refresh ends 
up amplifying penalties from refresh. Shevgoor et al. propose that applications should cluster 
their working sets to a few ranks instead of spreading them out. This makes them less vulnerable 
to significant refresh penalties, while suffering from slightly lower memory level parallelism. 

A similar OS approach was also used by Kotra et al. [173] to localize an application to a 
few banks. They then schedule LPDDR-style per-bank refreshes and processes in a symbiotic 
manner. The memory controller avoids refreshing banks that are currently being used by active 
processes and likewise, the OS scheduler picks processes to avoid banks that need the next 
refresh. The per-bank refreshes can thus proceed without slowing down currently scheduled 
applications that have all their data in other banks. 


9.2.4 LEVERAGING CHARGE IN CELLS 


Refresh influences the charge ina DRAM cell; the amount of charge then influences the latency 
of various DRAM operations. To keep the memory controller simple, uniform latencies have 
been assumed for each DRAM operation. But a few works have pointed out that performance 
can be improved if DRAM operations were charge aware and/or refresh aware. 
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This was first noted by Shin et al. [174]. They introduce a non-uniform access time 
(NUAT) memory controller that organizes the DRAM rows into 4 bins based on how recently 
they have been refreshed. ‘The rows that have been refreshed most recently exhibit the best la- 
tency for an Activate operation—given the high charge in the cells, it takes less time for the 
sense amplifiers to detect the charge. The memory controller thus imposes one of four different 
timing parameter values (for tRCD, tRAS, tRC) based on the bin being accessed. The resulting 
performance improvement is small, but a key feature here is that DRAM chips are unmodified 
and the memory controller changes are minimal. Shin et al. further modify the scheduler to 
use the timing parameters per bin and performance counters to decide when to switch between 
open-page and close-page policies. The basic observation of NUAT was later extended by Has- 
san et al. [175] to also lower the timing parameters for rows that have been recently accessed. 
The ChargeCache tracks these recently accessed rows at the memory controller. 

While NUAT exploits a latency opportunity at the start of a DRAM operation (the Acti- 
vate), a subsequent proposal, Restore-Iruncation [176], exploits the latency opportunity at the 
tail end of a DRAM operation. After a row has been read by the sense-amps, the charge on 
the cells has to be restored before the bank can be precharged. In conventional DRAM, a full 
restore is performed. Zhang et al. [176] observe that instead of a full restore, a partial restore 
may be enough to keep the cells “alive” until their next refresh. In other words, a row must be 
restored to the partial charge state that it would have been in, had it never been activated. In 
fact, the nature of the charge decay curve allows saving a significant number of cycles with this 
approach. Restore truncation also helps reduce energy. The implementation is simple (localized 
to the memory controller) and very similar to that of NUAT. Rows are organized into four bins 
based on their expected next refresh; each bin uses different timing parameter values to truncate 
its restore operation early. Zhang et al. also observe that there is a trade-off between refresh and 
restore truncation. In DRAM systems with variable refresh rates, increasing the refresh fre- 
quency increases the refresh overhead, but provides more opportunities for restore truncation. 
To exploit this trade-off, they briefly increase the refresh rate for portions of DRAM depending 
on the access frequency to that region. Follow-up work by Wang et al. [177] observes that re- 
store truncation can also be useful when the row is likely to be activated in the near future. The 
authors design a predictor for upcoming activations with an accuracy of 98%. They identify a 
level of restoration such that the subsequent activate can also enjoy charge-aware lower latency. 


9.3 DISCUSSION 


While projections for refresh in future technologies appear dire, the past few years have also seen 
significant breakthroughs in managing refresh. Recent techniques—non-blocking refresh, per- 
bank refresh, OS mapping/scheduling—have proved to be very effective at hiding the latency 
impact of refresh. Per-bank refresh is expected to be a part of DDR5. Non-blocking refresh, 
if implemented, can be especially helpful because it eliminates an important source of latency 
uncertainty for datacenter workloads and systems. It may therefore be difficult to take big per- 
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formance strides with smarter refresh policies. It is noteworthy that hiding the energy overhead 
of refresh is much more difficult—a fixed amount of refresh work has to be completed within a 
deadline, regardless of how that work is scheduled. The primary approach to reduce refresh en- 
ergy is to elide refreshes to rows under certain conditions. Such approaches may be unattractive 
to industry because of book-keeping complexities. The techniques that exploit variable charge 
in cells may also be challenging to implement commercially given their complexity and modest 
performance improvements. 
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Near Data Processing 


Over the decades, researchers have seen the value in unifying compute and memory, but market 
forces have typically conspired to separate the two. In the 1990s, Processing-in-Memory (PIM) 
was in vogue. The grand plan was to design DRAM chips that not only had arrays of DRAM 
bits, but also some compute units so you didn't have to ship data all the way to the processor for 
simple operations. Interest in this area fizzled out once it became evident that DRAM manu- 
facturers weren't interested. There were just too many challenges in implementing and selling 
PIM chips ina DRAM market driven by low cost and small margins. 

But the last few years have seen a revival of interest in this topic. Using 3D stacking and 
NVM technologies as catalysts, many researchers have again made the case for unifying compute 
and memory. Within five years of this revival, industry prototypes have started to emerge, e.g., 
from IBM [178, 179], EMU Technologies [180], HPE [181], and Micron [182]. These span a 
range of implementations. The system from EMU [180] uses a large number of cores on many 
boards and uses a programming model where threads migrate to the location of data. ConTutto is 
an IBM platform that allows an FPGA-based DIMM to plug into a memory channel, enabling 
emulated experiments and in-line data processing [179]; another prototype from IBM and the 
University of Illinois uses an FPGA on a DIMM to emulate an ethernet-connected independent 
system [178]. At the other end of the spectrum, compute has been moved all the way into 
memory arrays: Micron’s Automata processor adds specific operations in memory arrays [182] 
and prototypes of resistive memories have demonstrated analog dot-product operations within 
the arrays [181]. 

Lessons have been learned from past failures. There appears to be a stronger focus on killer 
apps and programming frameworks. Initial steps were careful to distance themselves from the 
work of the 1990s. The field was re-branded with an emphasis on near-data instead of in-memory. 
Near Data Processing (NDP) essentially implies that the compute and memory are placed on dif- 
ferent dies; such specialization typically yields an efficient compute die and an efficient memory 
die. The dies can be connected in a variety of ways, including with TSV-based 3D stacking, or 
with an interposer (what is considered 2.5D stacking), or with direct links on a board. 

As the weariness around PIM has worn off, groups have also started dipping their toes 
back into new incarnations of PIM that tightly integrate compute and memory on the same die. 
Such in-situ processing has been enabled by new materials and circuits for memory cells. We'll 
next cover both forms of unified compute and memory: NDP and in-situ. 
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10.1 NDP IMPLEMENTATIONS 


We'll examine two forms of NDP, one where 3D stacking is leveraged to maximize bandwidth 
at relatively high cost (Section 10.1.1), and the other that avoids 3D stacking and simply relies 
on anew DIMM architecture (Section 10.1.2). 


10.1.1 3D STACKED ARCHITECTURES 


The Micron HMC [1] integrated DRAM dies and a logic die in a single 3D-stacked package. 
‘The logic die primarily has memory controller and routing functionality. The HMC was the first 
“disruptive” memory product in years; it favored performance over cost, it offered unprecedented 
levels of bandwidth and parallelism, and it was one of the first products to adopt 3D stacking. It 
was a demonstration of how logic and memory could be combined in a single package with high 
internal bandwidth. It also signaled that the memory industry was willing to enter the NDP 
arena, which it had abandoned a decade earlier. 

The introduction of the HMC therefore sparked a number of projects on NDP. Even 
though the HMC didn’t have a full-fledged processor on it, the obvious question was: what is 
the potential benefit from adding one or more processors to the HMC, and what would those 
processors look like? 


NDC, Pugsley et al. [183] 

An analysis by Pugsley et al. [183] shows that the key benefit of adding processors in an 
HMC is not the lower latency for memory access, but the high bandwidth offered by the TSVs 
in the HMC. The second major benefit is that as HMCs are added to the system, the process- 
ing power and the available memory bandwidth scale up linearly. This leads to two observations. 
First, NDP primarily benefits applications with high levels of parallelism. As a potential killer 
app, Pugsley et al. identify Spark workloads, i.e., the programmer-friendly and highly parallel 
MapReduce framework where a significant portion of the dataset is placed in DRAM. Second, 
if the goal is to maximize throughput at a given power budget, the processing cores in the HMC 
must be optimized for low energy per instruction. Therefore, the HMC’s logic die should ac- 
commodate as many simple in-order cores as is allowed by the area and thermal budgets. The 
combination of the above features yields a 15x speedup with the NDC (Near Data Computing) 
architecture, relative to an iso-core baseline that has high-bandwidth HMCs but no in- HMC 
processing. 


TOP-PIM, Zhang et al. [184] 

TOP-PIM considers a similar architecture as NDC, but explores a larger design space of 
both processing cores and workloads. Key novelties include the use of GPU-style cores, a reliance 
on existing GPU software frameworks, a machine learning-based simulation methodology, and 
evaluations of graph and HPC workloads. They report a nearly 7x reduction in energy, but 
relatively small performance improvements, compared to GPUs. 
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AMC, Nair et al. [185] 

The Active Memory Cube (AMC) architecture from IBM confirmed some of the ob- 
servations made by the NDC and TOP-PIM architectures. The key novelties in the AMC 
design were its focus on exascale workloads/requirements, a vector architecture for the near data 
processor, avoiding unnecessary units like caches, a scatter-gather unit, predication, and com- 
piler scheduling across the many vector lanes to further reduce energy per operation. Nair et 
al. [185] identify exascale workloads as killer apps because many (MPI) applications tend to 
stream through data with little immediate reuse. On workloads like matrix-multiply, they show 
nearly an order of magnitude improvement over existing IBM Blue Gene/Q installations in 
terms of throughput/watt, in large part because of higher in-AMC bandwidth and the higher 
parallelism afforded by vector lanes in multiple AMCs. 


NDA, Farmahini-Farahani et al. [186] 

The NDA design explores different approaches to 3D-stack an accelerator chip on a stan- 
dard DRAM chip. The authors explore the impact of three different interfaces, each moving 
closer to the arrays to offer higher bandwidth to the accelerator; even the most invasive design 
imposes an area overhead of under 8%. The authors envision several such 3D-stacked packages 
on a DIMM that is accessed by the processor with a DDR protocol; the processor uses regis- 
ters on the DRAM chip to hand access control to the 3D-stacked accelerator when required. 
CGRAs [187] are used to implement the accelerators and target a number of parallel applica- 
tions, yielding an overall speedup of 1.67x. 


Analytics, Gao et al. [188] 

Gao et al. [188] extend the above works by adding support for communication among 
NDP cores with a combination of hardware and software. By allowing NDP cores to remotely 
access pages mapped to other vaults, the authors show improvements even when coarse-grained 
parallelism is limited. Per-core few-entry TLBs for large pages and VM protections are lever- 
aged so that the OS/runtime can implement page granularity coherence among the many cores. 
The authors also introduce a pull-based prefetching model to lower the inter-core communi- 
cation cost. These communication primitives yield a 2.5x speedup over the NDC baseline for 
MapReduce, graph, and deep neural network workloads. Gao et al. also show that additional 
software optimizations can further exploit NDP, e.g., edge-centric versions can better exploit 
spatial locality than vertex-centric versions of graph workloads. 


10.1.2 TIGHT COUPLING ON A DIMM 


While the approaches discussed above take advantage of 3D-stacked devices, there is no guar- 
antee today that such devices will be cost-effective and commercially popular. In fact, Micron 
announced in 2018 that it will be moving away from HMC architectures. It is therefore worth 
pursuing an alternative line of research that tries to achieve NDP benefits without investing 
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in 3D stacking, but by using commodity processor chips and commodity DRAM chips. The 
anticipated product from EMU Technology also falls in this class. 


NDC-Module, Pugsley et al. [189] 

As a follow-up to the HMC based NDC model described earlier, Pugsley et al. [189] 
introduced NDC-Module where a DIMM is populated with low-energy processor chips, each 
directly connected to its dedicated LPDDR2 chip with a 32-bit parallel interface. Unlike the 
baseline where a block is interleaved across an entire rank, a block must now be mapped to a 
single DRAM chip. Many such DIMMs together form a distributed framework that provides 
significant speedups for MapReduce workloads. However, because of the lower overall memory 
bandwidth on these DIMMs, the NDC-Module design only achieves about half the speedup 
possible with an HMC based NDC architecture. 


Chameleon, Asghari-Moghaddam et al. [190] 

The Chameleon architecture provides a more detailed exploration of the design space, 
while also dealing with commercial realities: how can NDP be implemented in the context of 
DDR4 LRDIMMs, how can DIMMs be used in both NDP and non-NDP mode, etc. It first 
notes that DDR4 LRDIMMs (Section 3.1) have a specific organization that reduces intercon- 
nect length/load, thus catering to the signaling requirements of various interconnects. A central 
chip on the LRDIMM receives commands and addresses from the DDR4 bus and then com- 
municates these to all DRAM chips on the LRDIMM. A data buffer chip on the LRDIMM is 
used to exchange data between the DDR4 bus and a DRAM chip in each rank; multiple such 
data buffer chips are required and are scattered across the LRDIMM. ‘This baseline LRDIMM 
organization is used when the host operates in non- NDP mode. 

To enable NDP, the authors propose adding simple cores to each data buffer chip. These 
cores are directly connected to a small set of DRAM chips. When NDP is engaged, i.e., when 
the host spawns threads on the data buffer chips, the interconnects assume new functionalities. 
A DRAM chip must now receive commands and addresses from its data buffer chip, not from 
the central chip. This is enabled by modifying the DRAM chips so that signals received on its 
pins can be interpreted as either data or commands/addresses with appropriate muxing and de- 
muxing. The authors show that dedicating some pins for commands/addresses in NDP mode 
is better for performance because it avoids the overheads of dynamic adaptation. Further, the 
short link between the data buffer chip and the DRAM chip in a baseline LRDIMM operates 
at a modest frequency because it only has to match the frequencey of the shared DDR4 channel. 
But in NDP mode, the interconnect between the DRAM chip and data buffer chip operates 
independent of the DDR4 channel; since this interconnect has a small length/load, it can operate 
at a higher frequency, referred to as a gear-up mode. This helps bridge the performance gap 
between a DIMM-based NDP architecture and an HMC-based NDP architecture. 
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An open question that remains: how should the DIMM be organized so it can switch 
between NDP and non-NDP modes, but without requiring a change to the DRAM chip and 
while offering high performance? 


10.2 IN-SITU IMPLEMENTATIONS 


‘The processor accesses data through a series of “pipes,” with the pipes getting narrower near the 
processor. Each DRAM array has hundreds of bitlines that bring data from DRAM cells to their 
corresponding sense-amps. A small amount of that data is then shipped from the sense-amps to 
the DRAM chip’s IO interface. The IO interface shares a narrow memory channel with several 
other DRAM chips. Thus, the DRAM arrays collectively have a very wide data pipe; the IO 
interfaces in DRAM chips collectively have a narrower data pipe; the memory channel feeding 
the processor has an even narrower data pipe. 

NDP overcomes the last narrow pipe by placing the processor within the memory package. 
Butit is unable to tap into the very wide data pipe within the DRAM arrays. To take advantage of 
the bandwidth available within the many array bitlines in the memory system, a few recent works 
have explored the concept of in situ processing. In essence, multiple cells in an array can exploit 
their shared bitline to perform specific operations within the array itself. This not only reduces 
overall data movement energy, it offers a much higher degree of parallelism. In situ processing is 
primarily enabled by new circuits and new memory cells. New non-volatile memory cells can be 
very helpful because they enable processing without losing the input operands, as is typically the 
case with destructive DRAM reads. We’ll next discuss some of the major implementations. It 
is worth noting that such in-array computations are typically performed without access to error 
detection/correction codes; the reliability trade-off is usually not considered or not viewed as a 
liability in most literature in this area. 


Computations in Resistive Memories 

Some non-volatile memories, such as memristors, are implemented as crossbars, i.e., a 
grid of wires with a resistive cell at every wire intersection, shown in Figure 10.1. Such crossbars 
are not only useful as a dense memory unit, they can also be easily adapted to perform some 
computations on the resident data. As Figure 10.1 shows, when a vector of voltages is applied 
to the wordlines, the current through a bitline is a dot-product of the vector of voltages and the 
vector of conductances for the cells connected to that bitline. This basic operation simply relies 
on Kirchoft’s Law to efficiently read operands, perform multiplications, and aggregate results. 
Since the input vector is fed to several bitlines, a number of dot-products are performed in 
parallel. In essence, the crossbar can perform a single-step vector-matrix multiplication, where 
the large matrix does not require any data movement. The catch here is that the analog values 
carried by the bitline currents have to be converted into digital values; the analog-to-digital 
converter (ADC), is a unit that consumes power and area, that grows significantly with ADC 
resolution. 


74 10. NEAR DATA PROCESSING 


Bottom Metal Lines 


Pay = f 4 Ae 


Jp uy Ey 4 


Memristor Cell 








Top Metal Lines 





li = Vi Gu + Vo Gay + V3 G3) + V4 Gay 
[Z]=[V]x[G] 








Figure 10.1: A dot-product computation with a memristor crossbar. The left figure shows a 
logical view of how Kirchoff’s Law dictates the current in each bitline. The vector of currents, 
I, is the product of the vector of input voltages, V, and the matrix of conductances, G. DAC 
is digital-to-analog conversion, ADC is analog-to-digital conversion. The figure on the right 
shows a physical representation of the crossbar. The horizontal wires are on the bottom metal 
layer, the vertical wires are on the top metal layer, and the memristive material is sandwiched 
between the two layers at every overlapping point. 


The ISAAC [191] and PRIME [192] architectures show how a crossbar and minimal 
ADC configurations can be exploited to improve the efficiency of deep neural networks by an 
order of magnitude. Both architectures reduce the ADC resolution by splitting a neuron compu- 
tation in time and space, i.e., taking multiple cycles to feed a multi-bit input, spreading a weight 
across multiple cells, and spreading a neuron’s inputs across multiple crossbars. PRIME also 
drops some unnecessary bits, while ISAAC encodes the data to promote small values. Follow- 
up work, PipeLayer [193], attempts to design a shallow pipeline geared for both inference and 
training. 

Since analog units are vulnerable to noise, temperature, and other parasitics, these ar- 
chitectures also demand a degree of error tolerance. This has been tackled in a couple of ways. 
Recent work from IBM [194] combines an analog memristive compute unit with a traditional 
digital core; while the memristive unit does most of the computation to efficiently arrive at an 
approximate solution, light computation on the digital core helps refine the answer. Feinberg 
et al. [195] show how errors in analog computations can be detected and corrected with AN- 
codes. Weights are multiplied by a constant before placement in the crossbar; if an emerging 
dot-product is not a multiple of that constant, it indicates an error and some clues to help cor- 
rect that error. 
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Feinberg et al. [196] also introduced a few techniques to efficiently map floating-point 
vector-matrix multiplication, vital for scientific computing workloads, to a crossbar. These tech- 
niques take advantage of locality in the exponent and eliminate ineffectual computations. Fujiki 
et al. [197] define additional operations for resistive crossbars that exploit bitline parallelism to 
support 13 SIMD instructions. They also develop a TensorFlow-based compilation framework 
so scientific applications can exploit these SIMD instructions, offloading as many as 87% of all 
instructions to memory. 

Another body of work [198, 199] shows how memristor cells can be configured to take 
inputs from two cells, perform logic operations within the memristor array, and place the out- 
put in another memristor cell. This is an approach that was also later exploited within Compute 
Caches [200], although with SRAM-specific circuits. Another design, Pinatubo [201], modi- 
fies the sense-amplifier circuit to recognize more NVM resistance states, corresponding to the 
outputs of bitwise operations on two activated rows. 

Finally, Guo et al. [202] showed how resistive cells can be leveraged to design a new 
TCAM cell that offers high density and low energy. TCAMs are used to find entries that match 
a key while allowing wildcards; they are widely used in networking applications. Their TCAM 
effectively uses 3 1T1R PCM cells per bit and improves TCAM density by 20x. The TCAM 
chips are placed on a DIMM with a DDR interface so they can also be used for conventional 
data storage. The subsequent AC-DIMM [203] improves the TCAM cell by using 2T1R STT- 
RAM and by co-locating the key and value. It also introduces programmable micro-controllers 
on the TCAM chip so that TCAM outputs can be processed by user-defined kernels. 


In-SRAM Operations 

Aga et al. [200] consider a form of near-data processing that moves computation into 
large SRAM caches on the processor chip itself; it is therefore targeted at reducing data move- 
ment between the caches and the core, while also leveraging the parallelism in thousands of 
cache bitlines. Recent work [204] has introduced circuits that allow a bitline to perform simple 
bit operations. For example, if a bitline is precharged to 1 and two wordlines are enabled, the 
bitline stays high only if both cells connected to that bitline are high. The output of this bitline 
therefore matches an AND function. Such bit-level operations can be composed to perform 
more complex computations; while this increases latency for a computation, this is offset by a 
large amount of parallelism. Some compiler support is required to promote operand locality, 
i.e., operands that are aligned in subarrays and amenable to in-cache operations. Aga et al. show 
that a Compute Cache can be designed to support the following vector computations: copy, 
search, compare, logic (and, or, xor, not). Other, more complex computations can be performed 
in ALUs beside the subarray. All of this adds an area overhead of 8% per subarray. The sup- 
ported computations are useful for a number of workloads: text processing, databases, operating 
systems, cryptography, and bioinformatics. In follow-up work, the authors also show how this 
approach can accelerate neural network computations [205]. 
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PROMISE is another architecture that leverages computations in SRAM [206] and tar- 
gets machine learning workloads. Unlike the Compute Cache, PROMISE uses a mix of analog 
and digital circuits, with the following SRAM access at the heart of the design. A w-bit word is 
mapped to multiple SRAM cells sharing the same bitline; each of the wordlines is then activated 
simultaneously, with the activation pulse width proportional to the bit position; the resulting 
bitline voltage drop is an analog representation of the word. The authors introduce various op- 
erators and create a compiler to map machine learning algorithms in a high level language to 
PROMISE hardware. 

The NAND-net architecture of Kim et al. [207] focuses on binary neural networks and 
shows how the computation can be transformed to leverage operators (NANDs and popcounts) 
that are easier to implement in-SRAM and in-DRAM. 


In-DRAM Operations 

The DRISA architecture [208] modifies a DRAM chip to have compute capability. The 
authors acknowledge that this is likely not a cost-effective way to produce dense memory chips, 
but it may be an effective strategy to produce accelerator chips. Because of destructive reads in 
DRAM, the design space includes the following: (i) create a new cell, e.g., 3T1C, such that 
reads are not destructive, and perform basic logic operations in the bitline by activating multiple 
rows (similar to Compute Cache above and introduced earlier by Seshadri et al. [209]]); (ii) retain 
the standard 1T1C DRAM cell, but copy the operand rows [86] before performing any bitline 
computations; (iii) and retain the 1T1C cell, but add a latch and ALU near the sense amplifier 
so that two operands can be read and operated upon. Li et al. carry out an exploration of the 
design space to identify that the last of the above options is likely the sweet spot if the ALU 
supports a limited number of simple operations. This is important because the DRAM process 
is highly inefficient for implementing logic. The authors show the effectiveness of these in- 
DRAM operations for deep neural network inference. In follow-up work [210], they note that 
multiplications require many cycles because of the bit-serial nature of DRISA; this is alleviated 
with a stochastic computing approach. 

A body of work by Seshadri et al. also studies the effectiveness of operations within 
DRAM chips, such as bulk copies [86] and bitline AND/OR [209, 211]. The Ambit architec- 
ture [211] focuses on minimal changes to the DRAM chip (estimated area overhead of under 
1%) and DDR interface. By adding support for highly parallel bitwise operations, they show 
improvements for database and web search applications. Seshadri et al. observe that when three 
DRAM rows are simultaneously activated, each sense-amplifier detects the majority value in the 
three cells connected to that bitline. By setting one of the rows to either all-0 or all-1, the result 
is the AND or OR of the other two rows. The result can also be inverted by leveraging a NOT 
gate within the sense-amplifier. The DRAM decoding logic can also be simplified by fixing the 
operand rows for the AND/OR operations. Operands must therefore be copied to/from these 
operand rows before/after the operation; this is anyway necessary given the destructive nature 
of the triple row activation. 
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Automata Processor [212] 

Micron created the Automata Processor (AP) as an experimental testbed. The AP is a chip 
that combines storage and compute, uses a non-von Neumann model, and resembles the Multi- 
ple Instruction Single Data model in Flynn’s taxonomy. The AP is composed of several DRAM 
mats, with each column connected to some simple logic, and a hierarchical routing network to 
carry outputs. Non-deterministic finite state automatons (NFAs) can be mapped to the AP; as 
each input symbol arrives, several states respond in parallel. A DRAM mat has 256 rows; each 
column represents a state; when an 8-bit input symbol arrives, it reads the corresponding row 
out of the mat; ifa state has a 1 in that row, a match is indicated. The logic for that state/column 
then processes the match; this may involve a latch that stores whether the state is active or not, a 
counter, and some Boolean logic. A hierarchical routing element then carries the output of this 
state to other relevant entities. The AP is highly configurable. The user programs the DRAM 
rows, the initial states, the counters, logic, routing, etc. The first-generation boards consisted of 
32 chips, each consuming 4 W, and collectively capable of storing 1.5 million states. This offers 
very high levels of parallelism for applications performing exact or inexact matches [213-215], 
i.e., regular expression matching, DNA analysis, data mining, text search, etc. 


10.3 PROGRAMMING MODELS AND APPLICATIONS 


A key challenge in realizing NDP is the software burden. What are the best program- 
ming abstractions for offloading computations to an NDP unit, how does the program- 
mer/runtime/hardware identify when NDP is useful, and which classes of applications are likely 
to benefit the most? The many papers discussed so far have already shown NDP benefits for a 
range of applications: in-memory MapReduce, pattern matching, database/web search, to name 
a few. In this section, we'll briefly go over a few more workloads and a few new approaches to 
ease the programming burden. 


10.3.1 PROGRAMMING APPROACHES 


A large fraction of NDP papers focus on the underlying architecture, while assuming that 
threads are spawned as in traditional systems with or without coherent memory (GPUs, ac- 
celerators, multi-cores). A few, such as the AP discussed earlier, introduce altogether new pro- 
gramming abstractions. A number of works also assume distributed system runtime frameworks, 
such as MapReduce, to manage tasks. Below, we discuss approaches to seamlessly leverage exist- 
ing distributed system frameworks, as well as approaches that modify the programming model 
for NDP. 


MCN, Alian et al. [178] 

The memory channel network (MCN) considers a novel approach to overcome the soft- 
ware/runtime problem for NDP. It implements device drivers on NDP cores that provide the 
illusion of an ethernet link. A large collection of NDP cores therefore appears as an ethernet- 
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connected cluster; each NDP core appears as an independent system connected to its local mem- 
ory. Applications designed for distributed systems can therefore run unmodified on MCN. The 
authors also create a prototype with an FPGA on a buffered DIMM. A number of optimiza- 
tions are introduced to improve bandwidth and reduce latency. On the software front, some of 
the TCP/IP stack features are customized for MCN requirements, while on the hardware front, 
a DDR-based interrupt signal and a hardware DMA are leveraged. The authors demonstrate 
that the overall higher memory bandwidth enables a 4.5x speedup over conventional ethernet- 
connected nodes. 


PEI, Ahn et al. [216] 

Ahn et al. introduce an approach where the program is untouched, but some instructions 
are PIM-enabled, i.e., they may be offloaded to a memory device capable of executing that 
instruction. For example, if a single variable is being updated in a traditional system, the entire 
64-byte cache line is fetched from memory, a few bytes are modified, and the entire line is 
then written back to memory. Instead, to save memory bandwidth, a few bytes (the increment) 
can be sent to memory and the increment can be performed on the memory device. PIM- 
enabled instructions (PEI) are therefore an attempt to exploit fine-grained opportunities for low 
data movement. Of course, the PEI should be offloaded to wherever the instruction operands 
currently reside, either a compute-enabled cache or a compute-enabled memory device. Ahn et 


al. introduce a locality monitor to help decide if and where the PEI should be offloaded. 


GraphPIM, Nai et al. [217] 

Nai et al. extend the approach of Ahn et al. with a focus on graph workloads. They analyze 
these workloads and identify that atomic graph operations account for most irregular memory 
accesses and are easily identifiable as appropriate candidates for PIM offload. They also take 
advantage of 18 atomic operations identified as PIM operations in the HMC 2.0 specification. 
The authors introduce an offload unit on the processor that first marks some regions of memory 
as uncacheable and then offloads atomic operations on those regions to the HMC device. 


Active-Routing, Huang et al. [218] 

Huang et al. note that in many applications, once computations are offloaded to HMC 
devices, the results also have to be aggregated. To reduce the bandwidth overhead on the pro- 
cessor, the aggregation is performed within the HMC network. A dynamic tree is constructed 
during the offload process; once a node performs its compute, it aggregates its result with those 
of its children before returning the result to the parent node. 


TOM, Hsieh et al. [219] 

Hsieh et al. target a system with GPU cores scattered across HMC-like devices. They 
introduce compiler and OS techniques to not only determine code that should be offloaded 
to near-data GPUs, but also improve data affinity by predicting and placing pages touched by 
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offloaded code to the corresponding memory stack. Follow-up work [220] relieves the NDP 


stack of its memory management duties and factors cache locality into the decision-making. 


10.3.2 BROADENING THE SCOPE OF NDP WITH ADDITIONAL 
WORKLOADS 


Much of the early NDP work focused on applications with clearly large amounts of parallelism, 
often expressible with frameworks like MapReduce. In recent years, benefits have also been 
demonstrated for other workloads, including the impact of 3D stacked NDP on low-latency 
virtual reality [221], the use of in-DRAM operators for stochastic computing [210], and NIC 
support in 3D stacked memory to accelerate Memcached servers [222]. 

For a summary of recent work that moves compute closer to SSD, we point the reader to 
a blog post by Blanas [223]. In that post, the author makes the argument that for many big-data 
workloads, SSD storage is likely the sweet spot; placing compute in the SSD controller helps 
exploit higher bandwidth. The available bandwidth is even higher when compute is moved closer 
to the NAND dies, but at that point, management of frequent errors must also be considered. 

Below, we discuss some of the other relevant workload classes that have been accelerated 
with NDP. 


Deep Networks 

Not surprisingly, deep neural networks (DNNs) is one of these relevant workloads. ‘The 
fully-connected layers of DNNs are typically memory bound, while convolutional layers require 
moving large amounts of data between caches and compute. NDP has therefore been a vital 
element in DNN architectures, starting from DaDianNao [224] that places each neural func- 
tional unit adjacent to an eDRAM bank, to Neurocube [225] and Tetris [226] that place neural 
units under 3D-stacked DRAM, to more recent work that targets DNN training [227, 228] 
and generative adversarial network training [229]. 


Graph Processing 

A body of work has also tried to accelerate graph workloads. We have already discussed 
atomic operations offloaded by the host processor in GraphPIM [217] above. GraphR [230] 
uses analog computations with resistive crossbars; given the inherent imprecision, the authors 
focus on graph algorithms that are either iterative or computing approximate statistics. Effi- 
ciency is achieved by converting graphs into matrix operations that leverage the dot-product ca- 
pabilities of resistive crossbars. Tesseract [231] is a system that distributes a graph across several 
HMC-like devices with a vertex-centric model; operations on graph vertices are performed on 
the HMC device; communication is required every time an adjacent vertex is mapped to a differ- 
ent HMC. The authors introduce non-blocking message-passing primitives and prefetching to 
hide these communication costs. The messages include prefetch hints so that a non-preemptable 
remote function call, e.g., an atomic memory update, is invoked only after relevant data has 


been prefetched into buffers. In follow-up work, Zhang et al. [232] observe that inter-HMC 
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communication is a significant bottleneck. They introduce GraphP that uses “source-cut” par- 
titioning that maps a vertex and all its edges to the same HMC; the result is that edges/vertices 
are replicated and the nature of communication shifts to replica updates. This co-design of the 
programming model and the graph partition helps reduce the communication bottleneck. 


Mondrian Data Engine, Drumond et al. [233] 

The Mondrian Data Engine [233] makes the case that many analytics algorithms, e.g., 
many MapReduce workloads, have data shuffle phases that involve random accesses and a loss 
in row buffer locality. The authors observe that data being received during a shuffle can of- 
ten be steered to a single DRAM row because permuting the data has no impact on correct- 
ness. By forcing the algorithm to have more streaming access patterns, the hardware can also 
be kept simple; a modest SIMD core can efficiently utilize the available memory bandwidth, 
out-performing prior NDP systems by about 5x. 


Consumer Workloads, Boroumand et al. [234] 

The work of Boroumand et al. [234] explores the potential of NDP for Google workloads 
(Chrome, TensorFlow Mobile) on consumer devices. They quantify that 63% of system energy 
can be attributed to data movement between the processor and memory. Similar to prior work, 
NDP is implemented by adding an in-order simple core (e.g., ARM Cortex-R8) to each vault 
of an HMC-like device. The authors argue that such cores impose a small (less than 10%) area 
overhead, although the impact of using 3D-stacked memory on the cost of the consumer device 
is less evident. In each workload, they identify specific functions like memset, memcopy, and 
other bitwise operations that can be performed on the HMC. This causes a 2x reduction in 
execution time and system energy. 


10.4 DISCUSSION 


For some of the chapters in this book, we have ended with a conjecture that the low-hanging 
fruit has been picked. That is not the case with NDP, where I believe we have barely scratched the 
surface. Moving forward, more killer applications will be discovered, more commercial offerings 
will support NDP, software will be overhauled to exploit and expose more NDP, and we will find 
new ways to integrate more operators into SRAM/DRAM/NVM—this is an extremely fertile 
area for young researchers looking for a multitude of open problems. A significant fraction of the 
work in this area focused on devices resembling Microns HMC; with Micron moving away from 
the HMC, the memory landscape is less clear. While NDP ideas await a commercially viable 
3D-stacked platform, we need to more aggressively pursue NDP incarnations that exploit 2.5D 
stacking, other novel interconnects, and in/near-array compute. 
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Memory Security 


In a system that provides high security and privacy, both computation and memory must be 
protected. The memory system is vulnerable to several attacks, partly because memory modules 
are easy to replace with malicious memory modules that can observe program behavior and 
disrupt its execution. 

Obviously, if an application cares about security and privacy, it cannot afford to place its 
data in memory in plaintext form. So let’s first assume that the system has basic primitives in 
place: (i) data emerging out of the processor has been encrypted; and (ii) the hardware and OS 
ensure authentication, i.e., an application can read and decrypt data from memory only if it has 
permissions to do so. 

In spite of these basic primitives, attacks can be launched to steal secrets through side 
channels and to disrupt execution. In the security literature, a side channel is a flow of infor- 
mation from a victim application to an attacker, typically by indirect means. Side channels can 
take many forms—the attacker can measure electromagnetic emanations, power draw, memory 
activity, patterns of memory accesses, branch activity within the CPU, etc. There are three main 
types of memory vulnerabilities: (i) memory timing channels, where an attacker application can 
learn secrets of other co-scheduled applications by measuring its memory latencies; (ii) mem- 
ory integrity violation, where an attacker can modify the data being returned to the processor; 
and (iii) memory access pattern leakage, where an attacker can learn secrets by observing the 
addresses being touched by an application. 

Several solutions have been developed to defend against such attacks. Unfortunately, many 
of these solutions have very high overheads, lowering overall performance by orders of magni- 
tude in some cases. In the last two decades, some of these solutions have advanced from crazy 
academic exercises to commercial reality. In the next three sections, we will examine each of 
the memory vulnerabilities and state-of-the-art solutions. We'll finally discuss the impact of 
emerging active memories (with logic capabilities) and other potential attacks on the memory 
system. 


11.1 MEMORY TIMING CHANNELS 


Attack Scenarios 

A timing channel is a special case of a side channel. In a typical timing channel, the 
attacker, while running on a shared computer, takes a timing measurement for some task. The 
latencies experienced for that task can indicate the activity levels for other tasks (victims) running 
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on that shared computer. These activity levels can sometimes reveal the victim’s secrets. Consider 
two important example attacks. 

In an RSA decryption algorithm, certain operations that can yield cache misses are per- 
formed only when a “1” is encountered in the private key. If an attacker keeps accessing memory 
and observes a higher than usual latency for memory access, they can conclude that the victim is 
also issuing many requests to memory, i.e., it may have a private key that has a large number of 
1s [235]. This helps the attacker narrow down the search space and carry out a brute-force search 
to identify the private key. This may appear like science fiction and most layman reactions to this 
attack are laced with incredulity. Indeed, this is not a sure-fire attack—for most such hacks, a 
persistent attacker must make several failed attempts before they get lucky. And such attacks 
have been demonstrated in the field—Ristenpart et al. [236] were able to exploit cache timing 
channels to crack passwords on an Amazon EC2 infrastructure. The work of Pessl et al. [237] 
shows how memory address mapping in a system can be reverse-engineered, and how this helps 
an attacker exploit row buffer hits and misses to construct a timing channel. 

Now consider a second attack that is even easier to pull off. Imagine an electronic health 
record infrastructure executing on the cloud. The infrastructure may use some third-party soft- 
ware, e.g., a document reader. Even if all the data on the cloud is in encrypted form, the doc- 
ument reader will have access to unencrypted data. But assuming that the cloud infrastructure 
uses all the right firewalls, the document reader cannot release the private data to the outside 
world. This is where a timing side channel can be used by the document reader to leak secrets to 
a cohort application running on the same server. In essence, the untrusted third-party software 
is a trojan. The side channel that is set up between the trojan and its accomplice is almost im- 
possible to detect and is referred to as a covert channel. For example, the trojan can issue a burst 
of memory accesses to represent a 1; the accomplice is constantly accessing memory; every time 
the accomplice sees a spike in its memory latency, it detects the high memory contention and 
recognizes the transmission of a 1. Hunger et al. [238] demonstrate that covert channels with 
bandwidths of as high as 100 Kbps can be established between two threads on a server. Pessl 
et al. [237] advance that effort by using row buffer interference to construct a 2 Mbps covert 
channel. 

When trying to build a defense against timing channels, it is helpful to confirm that 
the defense can defeat establishment of a covert channel. If the defense can overcome a covert 
channel where both trojan and receiver are actively colluding, it can certainly defeat the first 
scenario above where the attacker gets no help from the victim. 


Temporal Partitioning 

Wang et al. [235] were the first to design a memory controller that eliminates timing 
channels within a shared memory controller. For the rest of the discussion in this section, we 
will assume that multiple independent virtual machines (VMs) are scheduled on a cloud server, 
and we will only discuss operations in a single memory channel shared by all the VMs. Among 
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these co-scheduled VMs is an attacker that constantly accesses memory and monitors latencies 
to estimate the memory intensity in other VMs. 

In the Temporal Partitioning (TP) design of Wang et al., each VM receives a turn to use 
the memory controller, and turns are allocated to each VM in round-robin order (or any pre- 
determined input-independent order). Each turn has a fixed turn length. When a VM begins 
its turn, it should be free to issue any memory requests it wants. If any of these requests is dis- 
allowed because of DRAM timing constraints, it leaks information about what the previous VM 
might have done in its turn. Therefore, a VM must complete all its operations before its turn 
ends, thus leaving no trace of its activity within the memory system. Accordingly, each turn ends 
with a dead time, during this dead time, the VM cannot issue any new operations because they 
are not guaranteed to finish before the end of the turn. The dead time essentially isolates each 
VMs execution and eliminates timing channels. 

While a non-secure baseline is free to issue memory requests from any VM at any time, 
TP allows only one VM to issue requests at a time and further prevents that VM from issuing 
requests during its dead time. It therefore introduces a significant performance penalty, relative 
to the non-secure baseline. One of the keys to improving performance is to reduce the length 
of the dead time. Based on DRAM timing parameters, this length is the time taken to perform 
a write operation in a bank, followed by a precharge of that bank, which for some common 
DRAM sS is between 40-50 DRAM cycles. Wang et al. also observe that if two consecutive VMs 
accessed different banks, then the dead time can be lowered, i.e., one VM could be wrapping 
up its operations in one bank while another VM could start its turn and access a different bank. 
To enable this technique, the memory banks must be partitioned among the VMs such that no 
bank is shared by multiple VMs. With such bank partitioning, the dead time can be reduced to 
15-20 DRAM cycles (see example in Figure 11.2a). 


Fixed Service 

Shafiee et al. [239] build on the work of Wang et al. with a generalized mathematical 
framework to create a non-interfering pipeline of memory requests from different VMs. In 
essence, each VM injects a memory request in round-robin fashion; a dummy operation is in- 
jected ifa VM has no pending request. These memory requests are separated by a fixed gap such 
that they flow through the memory system without competing with each other for resources and 
without violating any DRAM timing constraints. By solving a system of equations that define 
these timing constraints, we can compute the minimum value for this fixed gap. 

Shafiee et al. show that for their assumed DRAMs, the gap between two memory requests 
can be as little as seven cycles if they are destined to different ranks. Similar to the work of Wang 
et al., they show that the gap is 15 cycles if the two requests are destined to different banks, and 
the gap is 43 cycles if the two requests are to the same bank. Thus, performance is highest if two 
VMs are guaranteed to not access the same rank (rank partitioning). 

To improve performance in the cases that use bank partitioning and no partitioning, 
Shafiee et al. introduce two new techniques. In the bank partitioning case, the 15-cycle gap 


84 11. MEMORY SECURITY 


is incurred because in the worst case, a VM may inject a write, and the next VM may inject 
a read. In all other cases, the gap can be as low as six cycles. Therefore, requests are processed 
in batches, with each VM contributing one request to the batch. The memory controller first 
processes the reads in that batch, followed by the writes (all with six-cycle gaps). A 15-cycle 
gap is introduced only before starting the reads in the next batch. To not reveal the read/write 
behavior of each VM, all the read values are sent from the memory controller to the cores at the 
end of the batch. 

The second new technique of Shafiee et al. is targeted at the case where we make no 
assumptions about the OS page allocation policy, i.e., there is no bank or rank partitioning. The 
gap between requests from two VMs is 43 cycles in this case because both VMs may access the 
same bank. Therefore, the memory controller introduces additional constraints to prevent this. 
The first VM is only allowed to access banks that are multiples of three; the second VM is only 
allowed to access banks that are multiples of three plus one; the third VM is only allowed to 
access banks that are multiples of three plus two, and so on. This guarantees that consecutive 
requests do not go to the same bank, i.e., this emulates a bank-partitioned model. With this 
triple alternation technique (see example in Figure 11.2b), the gap between consecutive requests 
is only 15 cycles. If a VM does not have sufficient memory-level parallelism, it may not have a 
pending memory request that fulfils the memory controller criteria, thus increasing the number 
of dummy accesses. 

Figure 11.1 shows the performance of each of these discussed models, relative to a baseline 
that allows timing channels. By far, rank-partitioning is the best (only a 26% slowdown), while a 
system with no partitioning incurs a 60% slowdown, even with the triple alternation technique. 


Dynamic Scheduling 

Wang et al. [240] continued this progression in timing-channel-free memory controllers 
with a dynamic scheduling technique to extract higher performance without any rank or bank 
partitioning support from the OS. 

In their technique, each VM receives a somewhat large turn so it can issue multiple mem- 
ory accesses. Assume that this turn length is 43 cycles. Within this turn, a VM can issue six 
memory requests—two from one rank, two from a second rank, and two from a third rank (see 
example in Figure 11.2c). All six requests are sent to different banks. A conflict-free schedule is 
set up by first issuing the first request to the three ranks, followed by the second request to the 
three ranks. Following the rules described earlier, consecutive requests to different ranks can be 
issued with a gap of only seven cycles. Requests to different banks in a rank are being separated 
by 21 cycles, which also fulfills the previously discussed rules. 

Depending on the ranks and banks selected by the previous VM, some of the requests of 
the current VM may have to be scheduled toward the tail end of the turn to ensure a sufficient 
gap between accesses to the same bank from different VMs. Because the banks being accessed 
in a turn are unique, we are guaranteed to find a correct conflict-free schedule for every turn, in 
spite of the constraints imposed by the schedule in the previous turn. Thus, a given VM is able 
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Figure 11.1: Representative performance of different timing-channel-free memory controller 
policies with varying OS support for VM page allocation, relative to a non-secure baseline. 


to issue any requests it desires in a turn (to three ranks) regardless of what other VMs are doing, 
hence the dynamic scheduling moniker. The schedule within a turn may reveal the banks touched 
by the previous VM. To eliminate this leakage, all read requests are returned to the CPU at the 
end of a turn; this ensures that the VM is unaware of the schedule that is selected by the memory 
controller. 

Vuong et al. [241] extended the dynamic scheduling approach of Wang et al. by first ob- 
serving that most workloads do not have sufficient memory-level parallelism to issue six memory 
requests in every turn. The turn length is therefore shortened to 14 cycles and a VM can issue 
two requests to two ranks in its turn. Rank triple alternation is employed, i.e., in the first turn, 
the VM accesses ranks that are multiples of 3; in the next turn, the next VM accesses ranks 
of the form 3N + 1, and so on. This rank triple alternation technique is the state-of-the-art 
leakage-free scheduler that does not require OS support. 

Figure 11.2 captures the differences between the various timing-channel-free memory 
controllers described in this section. Figure 11.1 depicts the performance of this design space. 


Performance Trade-Offs 

‘The best timing-channel-free memory controllers to date continue to incur 2x slowdowns 
(assuming no rank or bank partitioning by the OS). Therefore, more advances are required. To 
bring down this overhead in certain scenarios, Wang et al. explored two other strategies. 
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Figure 11.2: (a) A comparison of scheduling policies in Temporal Partitioning, (b) FS:Bank 
Triple Alternation, (c) Dynamic Scheduling, and (d) Rank Triple Alternation. 
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In the first strategy [242], they assume that VMs with different security requirements may 
share a single server. Some sensitive VMs cannot tolerate information leakage to other VMs, 
while some non-sensitive VMs can afford to leak information to some other VMs. These security 
requirements can be represented as a lattice structure to indicate acceptable information flows 
among VMs. ‘They then design a Jattice priority scheduler to extract higher performance while 
allowing benign information leakage. Consider a highly sensitive VM H and a low sensitive 
VM L; L may leak information to H, but not the other way around. First, L is allowed to use as 
many turns as its maximum allocation, i.e., L is going to receive nearly peak performance. After 
this is done, H receives any remaining turns, i.e., H receives at least its guaranteed service and 
in some cases, it receives even higher service when L has low memory demands. Note that L is 
unaware of the turns that were allocated by the memory controller to H. Second, L is allowed 
to issue memory requests during its turn’s dead time. This offers higher performance to L at 
the expense of H. By introducing both policies, a significant improvement is observed for low 
sensitive VM L. For VM H, there is a positive effect from the first policy and a negative effect 
from the second; the net performance impact is typically positive. 

In their second strategy, Wang et al. [240] trade off security and performance. ‘They in- 
troduce a technique to improve performance, while allowing a bounded amount of information 
leakage. Every VM is assigned an expected response time (ER), which is a conservative estimate for 
the memory latencies experienced by this VM. The memory controller then forces every mem- 
ory access from this VM to return at this pre-defined ER. Thus, the memory latencies will be a 
little higher than the memory latencies experienced by a non-secure baseline. The hope is that 
a slightly conservative ER will succeed most of the time, and the imposed performance penalty 
will be smaller than the 2x penalty imposed by other timing-channel-free memory controllers. 
But for a sufficiently small ER, there will be occasions where the memory access cannot be ser- 
viced within ER. When this happens, the memory access is returned at a larger pre-defined 
response time. Every such ER violation leaks information. To bound this information leakage, 
the memory controller only allows a fixed number of such violations in every epoch. Once this 
limit is reached, the memory controller has to default to a guaranteed timing-channel-free mem- 
ory controller for the rest of the epoch. A VM now has multiple knobs at its disposal to tune 
the performance/security trade-off: epoch length, violation count, and ER. 


11.2 OBLIVIOUS RAM (ORAM) 


Attack Scenarios 

Even if all data in encrypted, a malicious agent can use various tricks to observe how 
a program is bouncing across various data structures or across various parts of the code. The 
information leak from this side channel can then be used by the attacker to perhaps reverse 
engineer the algorithm being used or the inputs that may be fed to the victim program [243]. 
For example, the attacker can estimate that given the data structures being touched, a genome 
being sequenced is vulnerable to say Alzheimer’s, thus compromising patient privacy. 
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One may argue that randomizing the page layout and frequently shuffling pages should be 
enough to confuse the attacker. But “confusion” or “obfuscation” is usually not enough to thwart 
a persistent attacker with vast resources. Even with such shuffling of data structures, an attacker 
can determine reuse distance, read/write ratio, temporal/spatial locality, distributions of page ac- 
cesses, etc. For guaranteed privacy, the system must offer the property of “indistinguishability’— 
given two different inputs to a program and the resulting memory access patterns, it should be 
impossible to correlate the input and the memory access pattern. For decades, the ORAM con- 
struct has been the gold standard for providing the indistinguishability property [244]. In recent 
years, the Path ORAM algorithm [245] has emerged as the most popular. 

But first, let’s discuss how an attacker gets a window into an application’s access pattern. 
A malicious OS can periodically flush the TLB or swap out application pages; when the victim 
application page faults or asks for TLB refills, the OS identifies the pages being touched [246— 
248]. This is information leakage at the coarse granularity of pages. A second attack may be 
possible through a compromised DMA which can capture images of the memory [249]; by 
comparing two consecutive images, the attacker can identify which lines were modified. This 
attack can however not identify blocks that were read. Both of these attacks can be launched 
remotely, i.e., the attacker need not have physical access to the hardware. In the third attack 
scenario, the attacker has physical access to the hardware. With a specialized DIMM or with a 
logic analyzer, the attacker can monitor all transactions on the memory bus. This is the worst- 
case attack typically assumed in most ORAM literature. 

A key assumption in ORAM literature is that data blocks are encrypted, but memory 
addresses are not. Thus, by monitoring the memory bus, the attacker learns the memory access 
pattern. This is a valid assumption for most main memory systems. Most main memory systems 
are constructed with chips that are trying to eke out maximum storage density. Memory vendors 
therefore have not added extra logic on their DRAM chips to perform encryption/decryption of 
data or addresses. The memory chip must therefore receive an address in plaintext and it simply 
reads/writes the data block in that address. However, this assumption may change in the future 
and we will discuss those scenarios in Section 11.4. 


Path ORAM 

At CCS 2013, Stefanov et al. [245] introduced the Path-ORAM algorithm and demon- 
strated an implementation of Path-ORAM on an FPGA-based platform (Phantom [250]). 
While implementable, the design has a bandwidth requirement that is more than two orders of 
magnitude higher than that of the native application without ORAM support. 

Path-ORAM organizes the memory into buckets that are composed of Z data blocks and 
an additional block for metadata. These buckets are organized into a logical tree structure. Every 
data block is associated with one leaf vertex; this association is tracked in a large position map 
(PosMap) table at the memory controller. Figure 11.3 shows an example of a requested block A 
that is mapped to leaf vertex 0, and that is resident in bucket P. When block A is requested by 
the processor, a look-up of the PosMap yields the leaf vertex 0. All buckets in the path between 
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Figure 11.3: Path ORAM: a block is moved from bucket P to bucket P’. The block was previ- 
ously mapped to leaf ID 0, and is now mapped to leaf ID 35. 


the root of the tree and the leaf vertex (colored in blue) are fetched from memory. The fetched 
blocks are placed in a stash. The block is then associated with another random leaf vertex, 35 in 
this example. Next, a number of blocks in the stash are re-encrypted and written back to the 
vertices between the root and the old leaf vertex. The stash is scanned to find as many blocks for 
the write-back that can occupy positions on that path. In this example, block A is placed in a 
bucket P’ that appears in the path from the root to its new leaf vertex 35. If candidate blocks 
are not found, dummy blocks are written back. About half the memory capacity is occupied 
by dummy blocks. Also note that the read operation brought in a number of dummies that are 
discarded and not placed in the stash. 

‘The key here is that every data block access fetches and updates a random path in the tree. 
During this process, the requested block has changed its leaf vertex in an untraceable manner. 
‘Thus, regardless of the data access pattern within the program, it manifests as random path 
fetches/updates in memory. 

Earlier studies, including Phantom [250], used large block sizes to reduce PosMap size, 
thus paying a very high memory bandwidth penalty. Recent studies have used conventional 64- 
byte block sizes to reduce this penalty. The resulting large PosMap can itself be stored in memory 
as a recursively accessed ORAM [251]. 

Path ORAM exhibits other key trade-offs. A large bucket size, Z, increases the memory 
bandwidth penalty, but leads to fewer stash overflows. Fletcher et al. [251] show that Z = 4 is 
a sweet spot. 
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The overhead introduced by ORAM is a function of the number of required recursive 
look-ups, the depth of the ORAM tree, the size of the bucket, and the size of the block. More 
specifically, the bandwidth overhead is expressed as R x (Z + 1) x L x 2, where R = 1.55 is the 
average number of recursive accesses [251], Z = 4 is the bucket size, and L = 28 is the depth 
of the ORAM tree for a 64 GB memory. Thus, every memory access by the program translates 
into 217 memory reads and 217 memory writes on average. Ouch! 

‘This two orders of magnitude bandwidth overhead for ORAM was always assumed to 
be too high to be practical. But just as integrity verification (Section 11.3) has now become 
practical, the hope is that continued advances will eventually make ORAM overheads tolerable. 


ORAM and DRAM Co-Design 

In this section, we will discuss a number of innovations where either the ORAM has been 
tailored to lower its pressure on the memory system, or the memory system architecture has been 
tailored for ORAM requirements. 

Phantom [250] was one of the first demonstrations of ORAM» practicality, using a Con- 
vey HC-2ex FPGA-based platform. It reports a slowdown of only 1.2—6x for various work- 
loads. However, this is possible because the platform accommodates 16 memory channels and 
1 K banks. The high parallelism in this hardware system cannot be exploited by a non-secure 
baseline application, but it is perfect for a program augmented with ORAM. Phantom doesn’t 
help Path ORAM defy gravity—if a baseline non-secure system utilizes 100% of its memory 
bandwidth, adding Path ORAM to it will slow the system by two orders of magnitude. 

Ren et al. [252] introduce two ORAM modifications to exploit memory system effects. 
First, to exploit spatial locality without information leak and without increasing block size, they 
introduce the notion of a super block. A super block is composed of multiple independent blocks 
which are all assigned the same leaf vertex. Thus, bringing a tree path into the stash has the ad- 
vantage of prefetching other relevant blocks in a super block. Ren et al. also partition the ORAM 
tree into sub-trees, with each sub-tree containing a small number of levels; for example, a sub- 
tree with three levels is made up of a root node (bucket), its children, and its grandchildren. A 
sub-tree is mapped to all memory channels, occupying one row buffer per channel. The multiple 
blocks fetched from a sub-tree thus enjoy a combination of row buffer locality and channel-level 
parallelism. 

In the Fork Path architecture [253], Zhang et al. observe that consecutive ORAM requests 
access random paths, but any two paths have overlapping buckets. Those buckets need not be 
updated by the first request, only to be read and updated immediately by the second request. 
Those overlapping buckets are therefore not written to by the first ORAM request and not 
read by the second ORAM request; they are retained in the processor stash. This avoids several 
memory accesses for the top regions of the ORAM tree. Zhang et al. combine this path merging 
with a greedy scheduling policy that looks at the queue of pending ORAM requests and selects 
a next request that maximizes path overlap with the previous request. 
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The Secure DIMM architecture [254] modifies the memory system and the ORAM pro- 
tocol. Each Secure DIMM (or SDIMM) is equipped with a buffer chip (similar to the buffer 
chip on an LRDIMM [15]]) that is capable of exchanging encrypted messages with the pro- 
cessor. Since the buses on an SDIMM are exposed to an attacker, the buffer chip requires 
an ORAM-like protocol to read/write data on the SDIMM. ‘Thus, the internal buses on an 
SDIMM bear the brunt of ORAM bandwidth overheads, while the processor is sheltered from 
most ORAM overheads. The controllers on the processor and the SDIMM buffer chips thus 
form a distributed trusted computing base. Shafiee et al. [254] introduce two distributed ORAM 
protocols that leverage SDIMMs to reduce latency and/or bandwidth for ORAM transactions. 

The Relaxed Hierarchical ORAM [255] uses a two-level ORAM and reduces the over- 
head for the first level by (among other techniques) packing most metadata into space typically 
used for ECC. Zhang et al. [256] replace dummy blocks in ORAM with duplicate versions of 
blocks in the path; latency is reduced because the processor can proceed with the first version 
that is returned to the memory controller. 
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Attack Scenarios 

The third memory attack we'll cover is not a side channel. It is an attack where an appli- 
cation’s execution is disrupted by feeding it incorrect values. 

When the application writes data into a specific location in the memory system, it expects 
to receive exactly that same data when it subsequently reads from that location. A memory 
system that fulfils this expectation is said to provide integrity or freshness guarantees. A baseline 
memory system does not provide this guarantee as it is vulnerable to two kinds of attacks. 

The first is a hardware attack where the attacker has physical access to the hardware. The 
attacker can install a custom DIMM with a buffer chip, similar in style to an LRDIMM [15]. 
‘The buffer chip can respond to requests with incorrect data. 

‘The second attack is software based and relies on a compromised OS. In a baseline system, 
the OS has sufficient privileges to modify the contents of any page in memory, thus disrupting 
inputs to a victim application. 

To protect from such disruptions, the processor hardware can provide some basic prim- 
itives. Every block of data (say a 64-byte cache line) can be associated with a hash—a Message 
Authentication Code (MAC)—that is also stored in memory. The MAC is computed by proces- 
sor hardware using a one-way function with a private key. When data is read from memory, the 
processor re-computes the MAC and confirms that it matches the MAC received from mem- 
ory. If the attacker tries to fabricate their own data block, they would also have to produce a 
correct MAC, which is intractable. 

Of course, this basic primitive can be easily fooled. The attacker can simply return a data 
block and MAC corresponding to a different memory location in what is called a splicing or 
relocation attack. This can be thwarted by including the memory address in the MAC function. 
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We thus have a basic solution that only requires storing/retrieving a MAC per data block; this 
solution places as much burden on the memory system as an ECC solution, i.e., it is relatively 
inexpensive and serves as a first line of defense against an integrity violation. 

This solution is, however, vulnerable to a replay attack. In a replay attack, the attacker 
returns an earlier version of a block/MAC that may have been written to that same address. A 
defense against a replay attack is what makes an integrity guarantee expensive. We next discuss 
the state-of-the-art defenses. 

Based on the discussion above, there are two more ways to classify an integrity attack—one 
in which an attacker is (perhaps randomly) trying to modify data and one in which an attacker 
is very precisely trying to return data that can fool system defenses. The former attack is easy to 
pull off, maybe even with software that implements a Rowhammer attack [257], while the latter 
is harder. Correspondingly, the former attack can be thwarted with simple solutions, while the 
latter requires the more complex mechanisms that we will discuss shortly. 

It is worth highlighting that integrity guarantees were once deemed too expensive to be 
commercially viable. Thanks to decades of research, that is no longer the case—many commercial 
designs, including Intel SGX, do provide integrity guarantees. This also lends credibility to the 
attack scenarios discussed above. However, as discussed later, the overheads of integrity in Intel 
SGX and other systems are non-trivial and require continued research. 


Merkle Trees 

A Merkle Tree is an auxiliary data structure stored in memory that defends against a replay 
attack. The MACs of all data blocks form the leaves of the tree. Every non-leaf node in the tree 
stores a hash of its child nodes. The root of the tree is stored on the processor and cannot be 
modified by the attacker. When a block and MAC are read by the processor, it also reads all the 
ancestors of that MAC in the Merkle Tree. The hash in every ancestor is confirmed by reading its 
child nodes and re-computing the hash of the child nodes. If an attacker tries to fake any block 
in this process, at least the hash in the root will not be confirmed with a very high probability. 

As is evident, this integrity verification can be a very expensive process as it requires read- 
ing several nodes of the Merkle Tree. One way to lower the burden is to pack all the children of a 
node into a single memory block. If we assume that every MAC and every hash is 64 bits in size, 
we can pack 8 MACs or hashes into every 64-byte memory block. This means that the Merkle 
Tree has an arity of eight. It also means that one verification operation requires us to fetch one 
memory block from each level of the Merkle Tree. A 64-GB memory system has 10 levels, i.e., 
integrity verification can increase memory bandwidth demands by an order of magnitude. 

A Bonsai Merkle Tree (BMT) helps reduce the size of the Merkle Tree data structure [258]. 
Every data block is associated with a counter or version number that is used when encrypt- 
ing/decrypting the data block. To correctly read a block, the processor needs the data block, its 
counter, and its MAC. To carry out a replay attack, the attacker needs to somehow furnish an 
old version of the block, counter, and MAC. By constructing a Merkle Tree over the counters, 
we can guarantee that the counter value is fresh, thus thwarting a replay attack. The advantage 
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of doing this is that counters require fewer bits; we are able to therefore pack several counters 
into a leaf node of the Merkle Tree, thus reducing its depth. This gives us a Bonsai Merkle Tree, 
which differs from a Merkle Tree in the arity and contents of the last level of the tree. Figure 11.4 
shows example organizations of a Merkle and Bonsai Merkle Tree. 

If we use 8 bits per counter, the last level of the BMT has an arity of 64. This improves 
the depth of the integrity tree from 10 to 9 for our 64-GB example memory system. However, 
note that a counter increments every time the corresponding block is written, i.e., 8-bit counter 
values are recycled after every 256 writes. This would enable a replay attack. To eliminate this 
possibility, we would need much larger counters, which in turn would lower the arity of the 
BMT ' last level. Rogers et al. [258] address this by maintaining a large shared global counter 
value per memory block. For example, a 512-bit memory block can contain a 64-bit shared 
global counter and 64 7-bit local counters. We can create 64 71-bit counters by concatenating 
the global counter and each local counter. This gives us sufficiently large counter values and 
a sufficiently high arity. Every time a local counter rotates back to zero, the global counter is 
incremented and all other local counters are also reset. This local counter overflow is an expensive 
(albeit infrequent) operation as it requires re-encrypting all 64 data blocks that share the global 
counter. 

Another performance optimization is to cache part of the BMT in the processor's cache 
hierarchy. When fetching BMT ancestors of a memory block, we can stop our upward traversal 
as soon as we encounter a cache hit (since the attacker cannot modify that cached node). If we 
assume that the top 5 levels of the BMT (requiring about 2 MB of storage) can be cached on 
average, it roughly halves the memory bandwidth requirements of integrity verification. 


Intel SGX 

Intel’s SGX architecture incorporates several interesting security features [259, 260]. 
Here, we will briefly discuss how SGX handles security within its memory system, with integrity 
verification serving as the centerpiece. For more details on SGX, please refer to the authoritative 
treatise by Costan and Devadas [259]. 

A sensitive application operates within a “container” called an enclave, which is a region 
of memory with CIA guarantees—Confidentiality, Integrity, and Authentication. The hardware 
encrypts data written to the enclave and ensures that only the owner application has permissions 
to access this data, which to a large extent addresses Confidentiality and Authentication. But a 
malicious OS or an attacker with access to hardware can control the contents of memory—the 
Integrity guarantee ensures that the sensitive application can detect any such tampering. Note 
that the CIA guarantees only apply to sensitive pages in an enclave; non-sensitive pages can be 
accessed similar to a baseline non-secure memory. 

‘The sensitive portion of main memory is partitioned into two parts—an Enclave Page 
Cache (EPC) and a non-EPC region. The EPC has a total capacity of only 128 MB, of which 
32 MB is used for various metadata. So an application can only place 24 K, 4 KB sensitive pages 
in its EPC—the remaining sensitive pages are in the non-EPC region. Only the data in EPC 
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Figure 11.4: A comparison of a (a) Merkle Tree and a (b) Bonsai Merkle Tree. 
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can be directly accessed; if a requested sensitive block is in the non-EPC region, that page has 
to first be moved into EPC before the block can be accessed. This can lead to non-trivial paging 
overheads when an application has a sensitive working set size of more than 96 MB [261, 262]. 

The data in EPC is protected with an integrity tree organization shown in Figure 11.5. 
Every node in the tree is composed of eight 56-bit counters and a 64-bit hash. The hash is a 
function of the eight counters in that node and one 56-bit counter in the parent. The over- 
all organization is thus very similar to the BMT, i.e., a tree with arity eight. Both use a hash 
to establish linkage between parent and child, but while BMT places the hash in the parent, 
SGX places the hash in the child. We will shortly compare the performance of BMT and SGX 
integrity structures. 
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Figure 11.5: The integrity tree used by Intel SGX. 


The cost of integrity verification for an EPC access is non-trivial. This cost is kept in 
check with a relatively small EPC region that in turn leads to an integrity tree with relatively 
low depth. The cost of a non-EPC access is even higher (about 40 K cycles [262]), requiring 
OS overheads, integrity overheads, and page movement between EPC and non-EPC regions. 
The non-EPC region is also protected with an integrity tree called the eviction tree. This tree is 
managed/accessed at the granularity of a page, i.e., counters/MACs are maintained per page to 
reduce storage overheads. Thus, all sensitive data blocks in an application’s enclave are protected 
with integrity trees, either in the EPC region or in the non-EPC region. 

It is worth noting that integrity imposes a memory storage penalty as well. The data struc- 
tures required for integrity verification (MACs, counters, tree of hashes) can impose a storage 
penalty of about 15-25% for Merkle and Bonsai Merkle Trees [263]. But the storage penalty 
in SGX is under 1% because the EPC integrity tree only handles 96 MB of data, while the 
non-EPC integrity tree is managed at page granularity. 

Thus, SGX has created an embodiment of integrity verification that brings it out of the 
shadows of academic research. Instead of the order of magnitude slowdown associated with 
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integrity, SGX offers a palatable integrity tree for a small EPC region. Unfortunately, that also 
ends up being its Achilles Heel. The integrity overheads increase dramatically when the sensitive 
working set is larger than the EPC. Moving forward, we will either need applications that can 
define a small sensitive working set, or design architectures to improve SGX’s scalability—we 
discuss such architectures next. 

As a closing thought, note that SGX does not defend against a number of side channels, 
including the timing and address side channels discussed in Sections 11.1 and 11.2. A malicious 
OS on SGX can also easily observe the pattern of pages being touched by an application [246— 
248]. 


VAULT 

To address the scalability challenges in SGX, Taassori et al. [263] introduced a collection 
of integrity techniques called VAULT. First, the EPC and non-EPC regions are unified, thus 
eliminating paging overheads. However, this increases the overheads of the integrity tree. To 
keep that overhead in check, VAULT uses a new integrity tree structure shown in Figure 11.6. 
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Figure 11.6: The integrity tree in VAULT. 
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Similar to SGX, it uses a hash to establish parent-child linkage. But instead of the 56- 
bit counters used by SGX, it uses a global 64-bit counter and several few-bit local counters per 
node. This helps increase the arity of the tree. However, as discussed earlier, significant overheads 
are incurred every time a local counter overflows. There is thus a trade-off between arity and 
overflow. Each level of the tree has a different optimal trade-off point—high arity is fine in 
lower levels, but higher levels that see more frequent counter updates need larger counters. This 
leads to a variable-arity tree organization. 

Finally, to reduce storage overheads, Taassori et al. compress the block and insert the MAC 
into the space thus created, i.e., a single 64-byte block accommodates a compressed version of 
the block and its MAC. This approach is less effective when blocks arent compressible. Multi- 
ple such blocks can share a MAC to lower their storage overheads, while incurring a memory 
bandwidth penalty. 

Thus, VAULT is able to grow the sensitive working set size, while keeping the integrity 
tree depth and the storage overheads in check. 


Morph 

Saileshwar et al. [264] introduce new techniques to pack more counters per cache line 
and shrink the size of the integrity tree. They assume a baseline where counters in a line are 
decomposed into a shared global counter and few-bit local counters. They observe that pages 
largely exhibit two types of behaviors: either few lines in the page see frequent write activity, or 
nearly all lines in the page are accessed uniformly. In case of the former, a bit vector is used to 
track the few non-zero local counters and these few counters receive more than their fair share of 
bits. This helps reduce local counter overflows. In case of the latter, the counter values are stored 
in terms of an offset to a base. If the counters are updated uniformly, the base is periodically 
updated, thus keeping the offset small. Both of these techniques make it possible to increase the 
arity of the integrity tree and reduce the bandwidth overhead of integrity verification. 


Synergy 

Once the integrity tree is made more efficient with the techniques just described, the 
bottleneck in integrity verification shifts. The overhead of fetching a MAC becomes more sig- 
nificant, especially if the MAC working set size is large and MACs are frequently not found in 
the LLC. Saileshwar et al. [265] make the neat observation that most systems that need secu- 
rity also need error correction. While ECC is part of the memory rank and does not require a 
separate bus transaction, the MAC fetch does require a separate bus transaction. The authors 
therefore swap the MAC and the ECC; the MAC is fetched along with the block on a (say) 
72-wide memory channel. If the block does have a hard or soft error, with a high probability, 
the MAC check will not succeed. This serves as an error detection. To correct the error, the 
separately stored ECC bits are retrieved. Thus, in the common case, integrity verification for 
reads does not impose any bandwidth overhead beyond that of an ECC-capable memory chan- 
nel. However, for writes, in addition to updating the data block and its MAC, the separately 
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stored ECC must also be updated. Therefore, writes would impose the same bandwidth over- 
head as the baseline technique for integrity verification. The separately stored ECC can use a 
parity function that can support chipkill recovery, i.e., correction capability even when an entire 
chip fails. 


11.4 IMPACT OF SMART MEMORIES 


The ORAM and integrity tree approaches described in the last two sections have very high 
memory bandwidth and memory capacity overheads that have impeded commercial adoption. 
These solutions are based on the premise that memory is dumb and untrusted. This has been 
a reasonable premise for decades when memory vendors resisted logic additions to memory 
devices. But with the emerging market for smart memories and example products like Micron’s 
HMC [33], that premise is being disrupted to some extent. 

Let’s assume that we have a memory device like the HMC, where (i) the logic layer can 
perform the necessary cryptographic functions, (ii) the package and its internal TSVs/chips 
cannot be easily examined or tampered with, and (iii) the memory device can be added to the 
trusted computing base. How easy is it to provide integrity and leakage-free guarantees? 

We are thus assuming that the memory manufacturer is not malicious. Standard practices 
and public key infrastructures can be used to authenticate a memory device and establish a secure 
connection between the processor and memory device. Once this is done, there are two possible 
vulnerabilities that we have to defend against: (i) an attacker can observe the processor/memory 
channel and deduce access patterns; and (ii) an attacker can modify the hardware to (for example) 
set up a person-in-the-middle attack and possibly disrupt execution. 

Two concurrent works, ObfusMem [266] and InvisiMem [267] constructed defenses for 
these attacks, thus guaranteeing integrity and zero leakage of access patterns. We will first de- 
scribe the ObfusMem approach and then point out the differences in InvisiMem. 

ObfusMem [266] first encrypts data payloads with the processor’s private key and a version 
number. It then encrypts the data and address/command with counter-mode encryption. The 
receiving memory device decrypts the data and address/command; it then performs the necessary 
operation, either storing the encrypted data into the specified address, or reading encrypted data 
from that address and returning it to the processor. Since we are using counter-mode encryption 
for the processor/memory channel, an attacker cannot detect either spatial or temporal locality in 
the stream of encrypted addresses. Since the data payload is double-encrypted, the attacker can 
also not detect multiple transmissions of the same or similar data blocks. There is thus no leakage 
of access patterns to an external observer. To prevent leakage of the read/write ratio, ObfusMem 
also enforces that every read transaction is followed by a write transaction (essentially writing the 
block evicted by a cache fill). To ensure that all memory devices are accessed uniformly, dummy 
transactions are inserted so that all devices are busy when at least one device is accessed. 
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‘The encryption and decryption do not add much delay to the memory access. In counter- 
mode encryption, the one-time pad can be pre-computed and the only delay on the critical path 
is the XOR of the payload with the one-time pad. 

To provide authentication guarantees, since the memory device cannot be tampered with, 
we must only ensure that any changes on the processor-memory channel are detected. Every 
message payload therefore includes a MAC before the counter-mode encryption is performed. 
Since every transmission uses a new counter value, replays are not possible and any data modi- 
fication is detected with very high probability. 

InvisiMem [267] includes many of the same features as above. To further close timing 
channels, InvisiMem proposes that every memory device be accessed at a constant rate. Aga et 
al. [267] observe that this is not penal because the SerDes channels used in HMC-like devices 
must anyway send periodic null packets for synchronization. InvisiMem also includes a hash 
in the memory device in case data is maliciously modified with a row-hammer attack [268]— 
adding an ECC per block would provide similar functionality. 

The ObfusMem and InvisiMem solutions are effective in handling the primary memory 
attacks at very low performance and storage overheads. Are they perfect solutions that render 
integrity trees and ORAM obsolete? The only catch is that 3D-stacked or active-memory devices 
are expected to be relatively expensive. Each package offers limited capacity at high cost and 
such memories have not yet been used to construct the entire memory system in a high-capacity 
server. Instead, they have been used primarily as a large DRAM cache (capacities up to 16 GB), 
with an additional hundreds of giga-bytes of memory supported with DDR-based DIMMs. 
Access to these DDR DIMMs will continue to need ORAM and integrity verification support 
for high security/privacy. 


11.5 OTHER MEMORY SECURITY ISSUES 


In this section, we examine a few other memory system vulnerabilities. 

As NVMs become popular, data extraction from stolen NVDIMMs is a very credible 
threat. Encryption of NVDIMM data therefore becomes even more critical. Encrypted blocks 
have high entropy, i.e., on average, half the bits are flipped on any block write, which greatly 
impacts the energy and endurance of most NVM devices. To alleviate this effect, Young et al. 
introduce DEUCE, which tracks dirty bits at word granularity and only writes to modified words 
on every update [269]. Baseline encryption uses the block’s address, version number, and the 
private key to generate a one time pad; the block is XOR-ed with the one time pad to generate 
an encrypted version of the block. DEUCE maintains two counters, a leading counter and a 
trailing counter. At the start of an epoch, a block is encrypted with the baseline approach using 
the trailing counter. When a block is modified, only the dirty words are modified using a one 
time pad generated by the leading counter. Thus, with a small increase in metadata, the number 
of cell modifications are reduced by 2x. Updates to the metadata is also a significant overhead 
in encrypted NVMs. While the standard solution is to cache metadata on the processor, this 
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leads to the problem of crash inconsistency, where upon a crash, the NVDIMM may contain 
an updated block, but not its updated metadata. Recent work shows how to support low-cost 
crash consistency by exploiting application semantics [270] or ECC [271]. Another approach 
to reducing writes in encrypted NVMs is deduplication [272]. 

Row hammer is a memory security phenomenon that has received a lot of attention from 
popular media. This is a phenomenon that was observed by researchers at Intel in 2012 [273], 
and independently studied by other teams [268]. When a given row in DRAM is accessed 
repeatedly, the contents of nearby cells are affected. This is caused by voltage fluctuations in the 
DRAM wordline that accelerate leakage in nearby cells. Therefore, to disrupt a value, a single 
row must be accessed thousands of times while not accessing neighboring rows. The “bug” is 
especially problematic because a seemingly benign user thread in existing systems can disrupt 
the data of other threads without violating kernel privileges. Researchers have also shown more 
diabolical exploitations of this bug where a user thread can escalate its privilege levels [257]. 

Note that a row hammer attack violates data integrity. But it’s an attempt to randomly 
disrupt bits, i.e., an attacker cannot precisely construct an effective replay attack. Such an attack 
can therefore be easily detected by having an ECC or MAC per block. This doesn’t mean that 
a row hammer attack is harmless—recovering the corrupted data is much harder because more 
bits in a word can be corrupted than the correction capabilities of the ECC. 

To prevent a row hammer attack, either repeated access to a row must be prevented, or 
neighboring rows must be accessed periodically to replenish charge in their cells. Kim et al. [268] 
suggest a number of mitigation approaches for row hammer. One of the techniques is especially 
effective and does not require any metadata or book-keeping overheads [268, 274]. When a row 
is activated, with a small probability, the memory controller also activates a neighboring row. 
‘Thus, the probability of a row not being replenished while its neighbor is repeatedly accessed 
is exponentially tiny. The performance overhead is small—it’s a function of the probability of a 
neighbor activation. The memory controller also does not require any metadata tables to track 
activity per row. Alternatively, a set of counters can track rows that may be subjected to ham- 
mering [274]. Seyedzadeh et al. [275] use a tree data structure to reduce the number of counters 
required to track the most frequently accessed rows. The work of Aweke et al. [276] uses soft- 
ware monitoring of hardware program counters on existing systems to identify such aggressor 
rows. 

While row hammer mitigation is simple and will likely be included in future memory 
controllers, it created waves primarily because of the large number of in-the-field systems that 
did not have mitigation techniques and that were vulnerable to attacks. 


11.6 DISCUSSION 


Intel SGX and other trusted execution environments provide a clue about what industry is will- 
ing to pay for high security. In the best case, SGX provides a slowdown of nearly 2x because 
of the overhead imposed by integrity verification. Therefore, techniques that eliminate leakage 
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must impose overheads that are in a similar ball-park to be commercially viable. We've discussed 
timing-channel-free memory controllers that impose a 2x slowdown; so they may be palatable 
for industry. In any case, a 2x overhead for integrity and for zero timing channels is in itself 
a very high overhead and deserving of more research. Integrity appears to be the easier prob- 
lem, thanks to the many recent works in this area. A timing-channel-free and overhead-free 
scheduler, on the other hand, seems elusive. 

Efficient ORAM also appears elusive. This is because it is not amenable to most system 
optimizations that take advantage of locality, ORAMs either do not exhibit much locality or 
must exhibit worst-case behavior to prevent leakage. More innovation is clearly required before 
ORAM can be commercially attractive. Smart memory devices can help, but will not be enough 
as long as commodity DDR devices continue to provide a significant cost-per-bit advantage. 
Efficient memory security is therefore an important challenge for the next decade. 
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Closing Thoughts 


We are in the middle of a transition from a memory industry singularly focused on density to a 
memory industry up against the scaling wall and looking for value additions. 

Some of the path ahead is very clear. There is a large investment in NVMs that will con- 
tinue to scale for a few more generations. These NVMs will provide significant capacity en- 
hancements, but they will likely not make DRAM obsolete. The problems faced by traditional 
memory systems will be amplified with NVMs. NVMs will also introduce new problems, e.g., 
very high latencies for writes, endurance, drift, etc. 

Memory hierarchies will also get deeper. In addition to DDR-based DRAM DIMMs, 
the hierarchy will incorporate longer-latency NVMs and lower-latency 3D-stacked HBM or 
HMC-like devices. Much work remains in defining optimal policies for these deep hierarchies. 
Similarly, more work is required to reduce the cost of data movement. This will require innovative 
strategies for on-chip, on-DIMM, and inter-module interconnects and data codes. 

Projections show that memory errors will continue to get worse. While we have a han- 
dle on efficiently tolerating a few errors, it is unclear just how error-prone future memories will 
be and how strong the codes need to be. Similarly, refresh penalties are also rising; while re- 
fresh latency can be hidden thanks to recent breakthroughs, refresh energy will continue to be 
a noticeable overhead. 

In my opinion, we are unlikely to see big performance jumps with better memory schedul- 
ing algorithms. It is also unlikely that academics will stumble upon new DRAM microarchitec- 
tures that will dramatically improve latency, energy, and bandwidth. Perhaps technology shifts 
will inject new life into these areas. 

I view three major topics as being especially fertile research areas. Memory compression 
has a lot to offer and commercial systems haven't yet tapped into most of these benefits. In the 
future, I expect to see solutions that unify the handling of compression, reliability, and security. 
Which brings me to the second major fertile topic: memory security. Thanks to Spectre and 
Meltdown, side-channel defenses will no longer be ignored. The security cat-and-mouse game 
will continue for the foreseeable future, giving rise to new attacks, and requiring new solutions. 
Even for known solutions (ORAM and timing-channel-free memory controllers), the room for 
improvement is very significant. Finally, near data processing remains a grand challenge. Future 
computing systems will inevitably have compute and auxiliary operations scattered all across a 
node. As more prototype systems emerge, the programming framework and killer applications 
will take shape. This will expose new bottlenecks and problems. We are also likely to see many 
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more in-memory operators and many more accelerators that exploit NDP principles in their 
design. I expect that the community will take big strides in realizing a feature-rich memory 
system in the coming decade. 
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